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Abstract 
 
In this study, an attempt has been made to synthesize the novel mesoporous Santa-
Barbra-Amorphous-spherical shaped (SBA-15-S) and Korean Advance Institute of Science and 
Technology (KIT-6) mesoporous silica materials by hydrothermal treatment method. Afterward, 
these samples were used as support materials for synthesis of novel isolated Ti-SBA-15-S as well 
as Ti-KIT-6 with different Si/Ti (200, 100, 50 ratios) both in dried and calcined forms. 
Thereafter, the properties of the materials have been characterized through Brunner-Emmet-
Teller (BET) to see the specific surface area, Scanning Electron Microscopy (SEM) to observe 
the surface morphology and microstructures, Ultraviolet-Visible spectroscopy (UV-Vis) to see 
the band gap energies and their corresponding wave lengths, Transmission Electron Microscopy 
(TEM) to investigate the behavior of Ti interaction with mesoporous materials, X-ray 
Photoelectron Spectroscopy (XPS) was done to observe the elemental composition, empirical 
formula as well as chemical and electronic states of the elements and Fourier-Transform Infra-
Red (FT-IR) spectra to observe the Ti interaction to silica and presence of OH groups which play 
a significant role in photocatalytic activity. Photocatalytic activity of CO2 reduction in Ti-KIT-6 
(Si/Ti=100) showed better CH4 production rate (4.15 μmol·gcat.
-1
·h
-1
) than the corresponding Ti-
KIT-6-dried (2.63 μmol·gcat.-1·h-1) and the Ti-SBA-15-calcined/dried (1.85, 3.45 μmol·gcat.-
1·h-1, respectively) in the initial photocatalytic reaction of CO2 to methane. The Ti-KIT-6 (Si/Ti 
= 100) material also showed more OH groups, which are useful to obtain a higher production 
rate of the products, particularly methane, which was even higher than the best commercial TiO2 
(Aeroxide P25, Evonik Industries AG, Essen, Germany) photocatalyst. In addition, CH3OH, H2 
and CO, are the other main fuel products produced by the Ti-KIT-6-calcined (Si/Ti=100) after 
optimization. The increased surface concentration of OH groups found in the Ti-KIT-6-calcined 
(Si/Ti=100) than the other two ratios (Si/Ti=200, 50), the presence of more accessible surface 
reaction active sites due to the lower numbers of Ti-O-Ti or TiO2 agglomerates, and the more 
isolated Ti species which are uniformly dispersed on the 3-D KIT-6 mesoporous silica support 
without collapsing the mesoporous structure, have boosted the higher activity. The photocatalytic 
activity results of optimized Ti-KIT-6 calcined Si/Ti = 100 ratio preceded by the competitive 
adsorption of CO2 and H2O vapors towards other fuel products with 4.14, 0.029, 2.55, 1.45µmol 
g-cat
-1
 h
-1
 for CH4, CH3OH, H2, CO, respectively. 
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Similarly, various key parameters including, UV light source (300, 200W), UV light 
intensity, H2O/CO2 ratios and catalyst shapes, as well as water vapor effect, and long-term 
stability have been explored for optimized photocatalyst, which strongly influences the 
performance of the catalyst towards fuels production. 
Moreover, another effort was made to synthesize the TiO2 nanoparticles (TNPs) prepared 
by sol-gel method and new nanostructured Mesoporous TiO2 by nanocasting technique or 
template method using KIT-6 as a template in order to establish the photocatalytic reduction of 
CO2 with water vapor. In addition, commercial TiO2 (Aeroxide P25) was used for comparison of 
photoactivity. Thus, the synthesized materials have been characterized by using BET, FE-SEM, 
XRD, SAXS, and UV-Vis, analyses techniques. TNPs have of an average 11nm TiO2 particle 
size, higher surface area of (151m
2
/g) as compared to commercial TiO2 Aeroxide P25 i.e. 
(53m
2
/g) which also demonstrate an enhance adsorption capacity. Furthermore, Meso.TiO2 has 
shown a greater surface area (190m
2
/g) along with mesoporosity with (4nm) which is much more 
higher than that of TNPs and also from commercial TiO2 (Aeroxide P25). Overall, Meso. TiO2 
was superior in photocataltic activity of CO2 reduction towards renewable fuel products than that 
of other TiO2s. The photocatalytic activity of CO2 reduction comparison with titania 
nanoparticles (TNPs) and Evonik P25 which showed the improved resuls towards fuel 
production such as (14.01, 0.11, 83.50, 26.30 µmol g-cat
-1
 h
-1
 for CH4, CH3OH, H2, CO 
respectively). However, various reaction factors, activation/regeneration of photocatalyst and 
reaction mechanism and pathways of CO2 reduction on Meso. TiO2 have been explored. 
Finally, nanostructured TiO2/KIT-6 series with (1, 5, 10, 20, 30, 50, 70, and 90 %) by 
using different titania wt% have been prepared by precipitation following the sol-gel hydrolysis 
and condensation of titania precursor dispersed within/surface of the mesoporous silica KIT-6. 
The characterization was made by N
2 adsorption/desorption isptherms, FE-SEM, XRD and UV-
Vis, analyses techniques to observe the physio-chemical properties of materials and their 
corelation with photocatalytic activity. Furthermore, screening of the TiO2 series showed that 
selectivity toward fuel products depends on the various titania loadings. However, on the basis of 
our required products (hydrocarbon and H2, CO) the 20wt% TiO2/KIT-6 nanocomposite was 
found to be the optimized photocatalyst with higher photocatalytic products formation than that 
of other wt% nanocomposites. The photocatalytic activity of CO2 reduction for 20 wt% 
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TiO2/KIT-6 showed the production for CH4, CH3OH, H2, CO with 44.55, 1.08, 9.20, and 120 
µmol g-cat
-1
 h
-1
, respectively. Furthermore, the affect of thermal treatment was explored for 20% 
TiO2/KIT-6 to observe the change in structure and its corealation with photocatalytic activity. 
The proposed reaction mechanism/pathways for CO2 reduction with H2O vapor on TiO2/KIT-6 
nanocomposite has also been discussed. 
Keywords: Isolated Ti-oxide, Meso.TiO2, TiO2/KIT-6 nanocomposite, Carbon dioxide, Water 
vapor, Fuels; Photocatalysis 
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Chapter 1 
1 Introduction 
1.1 General principle of photocatalysis 
 
The word “photocatalysis” has a Greek origin and comprises of two parts: the prefix  
Photo (phos: light) and the word catalysis (katalyo: break apart, décompose) [1]. However, an 
appropriate definition could be, an acceleration of chemical reaction or a change in the rate of a 
chemical reaction without being use of catalyst in the presence of light it can be either UV or 
visible light to boost the reaction. In the prescence of light, semiconductor photocatalyst 
undergoes to generation of a pair electron/hole (A) but it could only be possible if the energy of 
light is greater or equal to band gap energy of the photocatalyst. 
 
Figure: 1.1 General principle of photocatalysis (A) e
-
/h
+
 pair generation after 
light illumination (B) surface recombination (C) redox reactions (D) volume 
recombination. 
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However, higher energy e
–
 (electrons) promoted from valence band to the conduction 
band leaving the h
+
 (holes) in the valence band. [2] 
Valence band: Highest energy band in which all energy levels are occupied by electrons or all 
energy level are filled with electrons. 
Conduction band: Lowest energy band without electrons or unfilled with electrons. 
Photogenerated e
-
/h
+
 pairs move to the surface of the photocatalyst (B) where e
-
/h
+
 participates 
in the redox reaction with adsorbate having appropriate redox potentials (called surface 
recombination) (C). However, in case of VB redox potential must have more positive than that 
of the adsorbates. Similarly, CB electrons must have more negative redox potential to reduce the 
adsorbate species. On the other hand, there might be a possibility that e
-
/h
+ 
recombine in the 
volume of the semiconductor catalyst (called volume recombination) to form of unproductive 
products or heat (D). However, the pioneering work on the photocatalysis by using 
semiconducting catalyst done by Fujishima and Honda [3] called “Honda-Fujishima-effect” to 
discover the photocatalytic splitting of water on TiO2 electrodes resulting, the formation of H2. 
This happening manifests the beginning of a new area in heterogeneous photocatalysis. 
 
1.2 Heterogeneous photocatalysis 
 
Photocatalytic reactions may occur homogeneously or heterogeneously both are 
promising technologies, but most importantly “Heterogeneous photocatalysis” has been more 
extensively studied in the last few years because of its potential use for environmental problems, 
energy generation and synthesis of organic materials such as (methane, methanol, carbon 
monoxide, formic acid, formaldehyde, and other hydrocarbons etc.,). Additionally, there are two 
major types of the heterogeneous photocatalysts such as bulk semiconductor photocatalysts and 
matrix dispersed photocatalysts [4-8]. Most significant features about the heterogeneous 
photocatalysis reaction are involved in five categories [9]  
i) Diffusion of reactants to the surface 
ii) Adsorption of reactants onto the surface 
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iii) Reaction on the surface 
iv) Desorption of products from the surface 
v) Diffusion of products from the surface 
The use of photocatalyst in any photocatalytic application is not only a crucial but also 
gives the expectation to get better photocatalytic products. In such a way, by modifying it with 
various species, which can enhance its photocatalytic performance is considered very vital step. 
A plenty of work has been carried out by various researchers by modification of titania but some 
pure and modify titania is listed below. 
Cation doped titania: Au/TiO2, Cu/TiO2, Pt/TiO2, Ag/TiO2, Ru/TiO2, Rh/TiO2 Pd/TiO2, and 
Cr/TiO2  
Anion dopted titania: Br, I, F, S-TiO2, N-TiO2, C-TiO2 
Sensitization of titania: Dye/TiO2, CdSe/TiO2, RhB/TiO2, AgBr/ TiO2 
CdS-Pt-Fe-TiO2 
Oxidizes catalyst: TiO2, ZnO, FeO, ZrO, SnO, Bi WO3, SiO2, TiO2/SiO2 (in this work). 
Non-oxidizes catalyst: TiO2/Y-zeolite, Ti-MCM-41, Clay-TiO2, TNTs. and novel Ti-SBA 15-S, 
Ti-KIT-6 (in this study). 
The list of the TiO2 semiconductor photocatalysts with simple, doped or isolated 
dispersed forms is presented in the chapter 4 and Table: 4.2. But some of the titania modification 
process are briefly explained and can be categories into bulk, metals and non metals doped, dye 
sensitization and isolated Ti-based titania. 
1.2.1 Bulk titania/powder titania photocatalyst 
 
In heterogeneous photocatalysis two or more phases are used in the photocatalytic 
reaction, 1) light source with semiconductor material is used to initiate the photoreaction. 2) The 
catalysts can carry out substrate oxidation and reduction simultaneously, 3) light source UV light 
or visible light. Though, bulk semiconductor photocatalyst includes metal oxides, sulphides, 
nitrides, oxynitrides and titanium dioxides, which is most used photocatalysts in CO2 
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photoreduction. In the case of the bulk TiO2 materials, upon the UV irradiation reduction of CO2 
with H2O resulting in the formation of CH4 + CH3OH and yields of these products increased 
with the incresing of UV light duration. However, it is clear indication that CH4 formation from 
CO2 reduction with H2O vapor took place in solid-gas phase system with powder TiO2. When 
titania powder is illuminated by UV light, the absorption of photon having energy equal or 
greater than the band gap energy of the semiconductor (3.2eV for anatase) produced e
-
/h
+ 
pairs, 
shown in [(Eq. (1.1)]. 
      (
                
→      )    (    )       (    )                                       (   ) 
 
 
Figure: 1.2 Reaction scheme for the photocatalytic reduction of CO2 with H2O on 
bulk TiO2 [10]. 
 
which lead to the promotion of electrons to CB and leaving the holes behind in the VB 
respectively. Consequently, the TiO2 particle can act as either an electron donor or acceptor for 
molecules in the surrounding medium. Thus, the efficiency to photocatalytic activity and product 
selectivity of the bulk titania is lower. 
Chapter 1 
25 
 
1.2.2 Isolated Ti-species as photocatalyst 
 
In another type of heterogeneous photocatalyst, the isolated species, which are entrapped 
in an inert matrix, have lager surface area, good adsorption property of the reactants and light, 
which enhanced photoactivity towards fuel formation. In addition, in isolated Ti-highly dispersed 
species photo generated charges e
-
/h
+ 
pairs are very close to each other, which play a very 
significant role in the photocatalysis process of CO2 reduction.  
 
          
                
→                                                     (   )    
 
 
Figure: 1.3 Schematic diagram for the photocatalytic reduction of CO2 with H2O 
on the isolated titanium oxide species [10]. 
 
In such a way, an isolated and tetrahedrally coordinated Ti–oxide species under light 
irradiation transfer an electron from the oxygen     to      ions, resulting in the transit state 
formation of a pairs of trapped hole centers   and electron centers     which are localize quite 
near to each other compared to the electron and hole produced in semiconductor bulk titania 
photocatalyst [10]. Moreover, owing to this unique property Ti-isolated species play a significant 
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role in different photocatalytic reactions. Reaction mechanism of CO2 reduction and H2O 
oxidation is elucidated in isolated Ti-species as shown in Fig. 1.3. Currently, these procedures 
are widely engaged in the CO2 reduction process while, the photocatalytic productivity and 
selectivity toward valuable fuel product is higher in isolated titania as compared to bulk titania. 
 
1.2.3 Single crystal titania photocatalyst 
The photocatalytic reduction of CO2 with H2O on rutile-type single crystal TiO2 (100) 
and TiO2(110) surfaces was performed by Yamashita et al. [11] and selectivity of the 
photocatalytic reactions strongly depends on the type of TiO2 single crystal surface. UV-
irradiation of the TiO
2
(100) single crystal catalyst in the presence of a mixture of CO2 and H2O 
produced both hydrocarbons, CH4 and CH3OH with 3.5 and 2.4µmol h
–1
 g-cat
–1
 yields 
respectively but limitation for TiO2(110) single crystal, only 0.84µmol h1
–
 g- cat
–1
CH
3
OH was 
detected not methane. However, the photo-generated electrons localize on the surface sites of 
excited TiO
2 participate with CO2 molecules to form intermediate into intermediate and surface 
Ti atoms acts as a reductive site. Consequently, TiO
2
(100) single crystal showed the more 
photocatalytic activity towards hydrocarbon formation [11]. 
 
1.2.4 Doping of titania with metals (Cations doping) 
 
The the main barrier, which reduced the photocatalytic activity of the titania catalyst, is 
the higher rate of recombination of (e−) and holes (h+) pairs. However, to overcome this 
problem or prevent the recombination of (e−) and holes (h+) pairs, the loading of photocatalysts 
with metals and noble metals to function as charge-carrier traps or induced it with isolated Ti- 
species is the best solution to reduce this risk. The surface defects and sites and inequalities, 
which are present on the catalyst surface as well as in the bulk participate as charge carrier traps 
and suppress the recombination of electron and holes, as elucidated in Fig. 1.4. However 
Chapter 1 
27 
 
different studies of CO2 reduction with H2O have been carried out in order to improve 
photoactivity.  
 
 
 
Figure: 1.4 (a) Doping of semiconductor photocatalyst with metals for electron 
trapping (b) surface and bulk electron carrier trappings (Adapted from Ref [12]). 
 
Some modified titania doped with metals such as Cu/TiO
2 photocatalyst loading with 0.3 
to1.0wt% reduced the CH
4 but surprisingly CH3OH could be observed [13]. Afterward, it was 
suggested that by further increasing the Cu loading on the TiO2, increased the CH3OH yield 
significantly, but 3% Cu/TiO2, was found to be optimized with maximum three times higher than 
the original TiO2 but no methane at all. [14] But another group, Wu et al. observed that 
maximum methanol yield was obtained by (0.45 μ mole/g-cat•h) by using 1.2wt%Cu/TiO2 under 
the increasing light intensity of light from 1 to 6 W/cm
2
 [15]. Similarly, pt/TiO2 favor to 
production of CH
4, which remarkably increased with increasing of pt 0.1 to 1.0% loading on 
titania [16]. 
1.2.5 Nitrogen doped titania: N/TiO2 (Anion doping) 
Photocatalytic reduction of CO2 with H2O vapor using nitrogen doped TiO2 nanotube 
arrays co-catalyzed with copper and/or Pt nanoparticles, was investigated by Varghese et al. [17]. 
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Methane as a main product with yield 160 μL/gh as well as some another other hydrocarbons 
obtain as photocatalytic product in the presence of natural sunlight. In addition, recently nitrogen 
doped TiO2 study was carried out by Michalkiewicz et al. [18], methanol was found to be a CO2 
reduction product. Its high efficiency is mainly depend on the synthesis route, higher surface 
area, crystal phase composition. 
1.2.6 Ti/Si binary oxide/Mixed oxide titania photocatalyst 
 
The Ti/Si binary oxide catalysts in the presence of a gaseous mixture of CO
2 and H2O led 
to the formation of CH
4 and CH3OH as the main products. Higher photocatalytic of CO2 
reduction was observed towards hydrocarbon formation. Due to this appearance of high 
photocatalytic activity for the binary oxides is closely associated with the formation of the charge 
transfer excited complex due to the highly dispersed tetrahedral Ti–oxide species. Ti–oxide 
species maintain tetrahedral geometry until the TiO2 content approaches up to approximately 
20wt%. Accordingly, the Ti/Si binary oxides with a high Ti content can be successfully utilized 
as active photocatalysts for the efficient reduction of CO2 with H2O in the gas-solid system. 
However, Wu J C S [19] noticed that methane formation increased by loading mixed oxies with 
metal components such as Cu (0.5wt%)–Fe (0.5wt%)/TiO
2
–SiO
2
-acac (0.279 µmol/g-cat h) 
showed higher production rate than that of undoped mixed oxides TiO
2
–SiO
2
-acac (0.177 
µmol/g-cat h). 
1.2.7 Ti–oxide anchored on porous silica glass 
 
The anchored Ti–oxide catalysts in the presence of CO2 reduction with H2O led to the 
evolution of CH4, CH3OH and CO at 323 K. The total yield was larger under UV- irradiation at 
323 K than at 275 K. The efficiency of the photocatalytic reaction strongly depends on the ratio 
of H2O/CO2 and its activity increases when increasing the H2O/CO2 ratio while an excess 
amount of H2O suppresses the reaction. However, optimum H2O/CO2 should be under 
consideration to obtain the higher photocatalytic activity. Similarly, Sasirekha et al. [20] 
investigated that that yield of CH4 increased significantly photocatalytic reduction of CO2 with 
H2O when titania is doped on the support SiO2 material. 
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1.2.8 Ti–oxide anchored on zeolite materials 
 
The Ti–oxide anchored onto zeolite, Ti-oxide/Y-zeolite, the ex-Ti–oxide/Y-zeolite UV-
irradiation of powdered TiO
2 
and Ti–oxide/Y-zeolite catalysts for CO
2
 reduction and H
2
O 
oxidation led to the evolution of CH4 and CH3OH at 328 K, along with certain amount of lower 
hydrocarbon such as C2H4 and C2H6 were observed [21]. 
 
Figure: 1.5 Photocatalytic reduction of CO2 with H2O on anatase TiO2 powder, 
Ti–oxide anchored on Y-zeolite prepared by different preparation method with 
various titania wt% loading (Adapted from Ref [10]). 
 
The ex-Ti–oxide/Y-zeolite exhibits a high activity and selectivity for the formation of 
CH3OH, while the formation of CH4 was dominated on bulk TiO2 as well as on the imp-Ti–oxide 
/Y- zeolite. In addition, improved photocatalytic activity, was observed by deposition of Pt 
towards CH4 (12µmol g
–1
 TiO2-h
–1
) but the CH3OH selectivity significantly decreased shown in 
the Fig. 1.5 which, was observed highest with (5µmol g
–1
 TiO2-h
–1
) in ex-Ti oxide/Y-zeolite. 
However, these finding results indicate that Ti-oxides species serve as active photocatalyst for 
CO2 reduction with H2O and selectivity towards CH3OH formation. 
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1.2.9 Zeolites with Ti-content and mesoporous molecular 
sieve 
Ti–oxide species within the mesoporous silica have revealed a distinctive structure and 
high selectivity in the oxidation of organic substances with hydrogen peroxide [22]. Moreover 
Ti-containing zeolites such as TS-1, Ti–Beta and mesoporous molecular sieves Ti–MCM, Ti–
HMS, Ti–FSM as shown in the Fig. 1.6 have better photocatalytic activity to CH4 and CH3OH 
formation. 
 
Figure: 1.6 Photocatalytic reduction of CO2 with H2O on TiO2 powder, TS-1, Ti–
MCM-41, Ti–MCM-48, and the Pt-loaded Ti–MCM-48 catalysts CH4 and CH3OH 
formation (Adapted from Ref [10]). 
 
Furthermore, it was investigated that Ti-oxide in the mesoporous molecular sieve are 
highly dispersed which is good sign to hydrocarbon formation. Most importantly, CH4 (more 
than 13µmol g
–1
 TiO2-h
–1
) formation was highest in the metal-doped mesoporous molecular sieve 
but on the other hand selectivity of CH3OH formation was higher in Ti-MCM 48 (almost 3µmol 
g
–1
 TiO2-h
–1
) owing to its 3-D pore structure as well as larger pore size. 
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1.2.10 Dye sensitization of titania photocatalyst 
 
Typically, narrow-band semiconductors or visible-light-active molecules (dyes) are used 
as sensitizing agents. Sensitization with dyes is a commonly used technique in solar cells, where 
a large number of inorganic or organic dyes have been verified Fig. 1.7. Similarly, coupled 
semiconductors, for example, CdS and TiO
2
, or CdSe and ZnO, have been shown to enhance the 
efficiency through extension of the absorption range and improvement in the charge separation 
[23]. The LUMO of the dye has to be higher in energy than the conduction band edge of the 
semiconductor for the electron transfer to occur.  
 
 
Figure: 1.7 Sensitization of a wide band gap semiconductor (a) narrow band gap 
with aligned conduction band (b) a dye that absorbs in the visible region. (Adapted 
from Ref [24])  
Dye sensitization process is only limited because of narrow band gap, without applying 
these approaches visible or solar light is insufficient which causes the reduction of photoactivity. 
Similarly, Wu J C S [19] investigated that the methane production increased from solar to 
artificial light response. Thus, various light sources effect for N3-dye–Cu (0.5wt%)–Fe (0.5 
wt%)/P25 i.e. (0.617µ mol/g-cat h) with average concentrated sunlight intensity of 60 mW/cm
2
 
and N3-dye–Cu (0.5wt%)– Fe (0.5wt%)/P25 (0.84 µ mol/g-cat h) with artificial light in the range 
of 320–500 nm with the intensity of 225 mW/cm2 for CO2 reduction. 
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In addition, Lee et al. [25] used the nanoporous TiO2 and study its application, to dye-
sensitized solar cells (DSSCs). They proposed that the energy conversion efficiency of the DSSC 
prepared from nanoporous structured TiO2 was approximately 8.71% with the N719 dye under 
100mWcm
-2
 simulated light. When a dye molecule absorbs light, electrons on the HOMO orbital 
are excited to an electronically excited state, LUMO orbital. The electron is then transferred to 
the conduction band of TiO2. Therefore, the energy difference between the HOMO orbital of the 
dye and the conduction band of TiO2 was examined. With nanoporous TiO2 having a shorter 
band gap than nano-sized TiO2, it is easier to move excited electrons from the valence band to 
the conduction band on the surface. Therefore, nanoporous TiO2 is a better material in DSSC 
than nano-sized TiO2. 
1.3 Key role of photocatalysis with greenhouse gas (CO2) 
From last few decades, photocatalysis is playing a significant role in different fields such 
as H2O splitting, environmental pollution control, water and air purification, self-cleaning 
surfaces, and reduction of atmospheric CO2 concentration etc., which is considered to be the 
most crucial concern regarding global warming issues as well as to overcome the health 
problems of human being. Despite, approximately more than 80% of the world‟s energy supply 
is derived from combustion of the fossil fuel, which causes the pollution and contributes to the 
green house effect. However, the recent atmospheric concentration inclination of carbon dioxide 
(CO2), which is considered a primary greenhouse gas amongst those gases such as methane 
(CH4), chlorofluorocarbons (CFCs), and nitrous oxide (N2O) threaten a meaningful role in global 
warming along with also raised various environmental harms associated with human activities 
and is currently considered a key challenge for the world [26]. 
On one side, key emission sources of CO2 are mostly due to the burning of fossil fuel 
such as oil, natural gas, coal etc., which not only accelerated the greenhouse effect but human 
activity which generates about 37 billion tons of CO2 emissions each year, with about 30 Gt of 
this coming from energy-related emissions. Twenty years ago, total emissions were less than 25 
Gt and are projected to rise to over 50 Gt. However, burning 1 t of carbon in fossil fuels releases 
more than 3.5t of carbon dioxide [27]. Due to such adverse effect, the Earth‟s surface 
temperature has risen by approximately 0.6 K in the past century, with particularly significant 
warming trends over the past two decades. On the other hands, depletion of the fossils fuel 
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worldwide is dramatically increasing every year because of strong energy demands of human 
being. Consequently, to fulfill the energy demand and to prevent the globe to being heat up, a lot 
of strategies have been made by numerous researchers, scientists, and investigators from last 
more than four decades. Therefore, CO2 reduction to valuable compounds or chemicals is the 
most widely used technology to overcome these issues and to provide energy for future progeny 
simultaneously. 
1.4 Capture of CO2 from atmosphere by various technologies 
However, various technologies have been adopted for capturing of CO2 from atmosphere 
and then utilized CO2 to formation of energy bearing products or renewable fuel.  
 CCS (Carbon Capture and Storage): This technique involves the capture of CO2 from the 
atmosphere, the generation of a highly concentrated stream of CO2, which then participate in 
transportation phenomena and finally storage takes place in geological formations including 
oil, gas reserves, and on the bottom of the oceans. In particular, before being stored in the 
appropriate sites, it can be used directly for industrial purposes; the carbon dioxide is 
purified, compressed and liquefied. The main disadvantage is that each of these steps 
(separation, purification, compression, transport and storage) requires a lot of energy. This 
technology can be used for CO2 emissions from power plants and industries, which does not 
allow the capture of carbon dioxide from the transport sector or the residential area.  
 DAC (Direct Air Capture): This process of the CO2 capturing from air is very sensitive. In this 
technology the flow of air is taken from the environment, which further is used to separate 
from another atmospheric gases such as N2 and O2, the separated gas is compressed and 
finally transported to storage.  
 SCPP (Solar Chimney Power Plants): In this process collected CO2 is circulated by fireplace 
very top of the center of the manifold. Where the air enters into the collector and the sun 
continuous heats it for specific period of time. Afterward, the traveling around the collector 
reaches the mouth of the fireplace, where a turbine produces electricity to purify this 
captured CO2 gas for further utilization [21]. In addition, different other methods has been 
used for capturing of CO2 involve Post combustion, pre-combustion and oxy-combustions 
etc. 
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 Postcombustion: Includes solvant scrubing, biological capture by algae ponds, high 
temperature solid sorbent, membrane separation technology (separation of CO2 from flue 
gases). 
 Precombustion: Includes sorbent enhanced reforming using carbonate looping, integrated 
gasification, membrane separation technology (H2 separation from synthesis gas). 
 Oxy-combstion: Chemical combustion looping by using solid metal oxygen carrier, oxy-
fuel boiler with oxygen separation from nitrogen by cryogenic air separation, membrane 
separation (for O2 separation from N2 with ion-exchange membrane). However, these are 
not economically feasible [28]. 
 
1.4.1 CO2 conversion approaches 
The previous work on photocatalysis by Honda-Fujishima, sparked the a lot of research 
which has been carried out to exploring the new ways of applications in reduction of CO2 such as 
electrochemical CO2 reduction [29], photovoltaic [30], self-cleaning coatings [31], electro 
chronic display devices [32]. Moreover, thermal CO2 photocatalytic reduction [33], biological 
reduction by plants [34], and photoelectrochemical reduction of CO2 previously reported by 
Halmann et al. [35], by using an electrochemical cell. Unfortunately, an electrochemical cell for 
CO2 conversion has disadvantages because of its very slow kinetics as well as very high energy 
intensive [36, 37]. Afterward, the initial work on CO2 photocatalytic reduction by various 
semiconductors under UV light illumination was carried out by Inoue et al [38]. This not only 
provided a new glimpse and excitement as well as encouraged the various studies to boost this 
technology. In addition to these above-mentioned methods, photocatalysis technology has been 
extensively studied for reduction of CO2 to valuable fuel products owing to its advantageous 
such as  
 Its input energy consumption is very low 
 Profitable products formation, and 
 The use of renewable energy makes it more challenging [39, 21]. 
Moving on, to photocatalysis technologie, a lot of investigators have used various 
semiconductors photocatalysts. Generally, semiconductors are particularly useful as 
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photocatalysts because of its combination of electronic structues, light absorption, charge 
transport proprety as well as excited-state lifetimes characteristics. In addition, to proceed this 
technology, for accomplish the desired products certain photocatalysts are needed to hasten the 
chemical reactions. Photocatalysts are considered solids or in suspension that can stimulate 
reactions in the presence of light source either UV or solar light without being consumed catalyst 
itself [40]. However, different photocatalysts oxides and non-oxides, such as titanium dioxde 
(TiO2), cadmium sulphide (CdS), zinc sulphide (ZnS), silicon carbide (SiC), towngston oxide 
(WO3), iron oxide (Fe2O3), zirconium oxide (ZrO2), gallium oxide (Ga2O3), zinc oxide (ZnO), 
and magnesium oxide (MgO2), have been used extensively for photocatalytic reduction [41]. 
Amongst all above-mentioned photocatalysts titanium dioxide (TiO2) is particularly noteworthy 
due to its unique properties. Wide band-gap TiO2 photocatalyst (3.2 eV) is considered the most 
convenient candidate for these applications. Additionally, this is an environmentally friendly 
material which shows a good oxidation power, strong resistance to chemicals and 
photocorrosion, non-toxicity, superior charge transport properties, a low operational temperature, 
low cost, and significantly low energy consumption [42-44]. All of these photocatalysts have led 
to relevant applications in various eras specifically for fuel production. Still, photocatalysis is an 
its embryonic stage, further progressive works and strategies for the development of new 
photocatalyst, or modification, design/configuration etc. are needed to be consideration 
substantially improving the photocatalytic activity and selectivity towards the renewable fuel 
formation for future progeny. In fact, an efficient catalyst must have a sufficient redox potential 
to reduction of CO2 and oxidation of H2O on reduction band and valence band respectively. 
Additionally, a good photocatalyst must have a highest specific surface area which increases the 
adsorption of reactants on the surface of catalyst, along with smaller particle size, highest 
crystallinity, an adequate band gap of photocatalyst to absorb the sufficient light, lower chance of 
recombination of a pair of e
-
/h
+
, higher mobility of charges distribution, and longer life time 
stability as well as selectivity towards the products formation are necessary parameters should be 
in consideration to start the photocatalysis process for CO2 reduction. 
 
1.5 Applications of photocatalysis 
Heterogeneous photocatalysis has been demonstrated as a low cost and sustainable 
technology, which plays a significant role in the various areas starting from households to 
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commercial products. Some of them are listed as: 
 Water purification: Globally, 1 billion people lack access to safe water supplies and 
2.6 billion are without access to basic sanitation. Similarly, growth in the global 
population, the deficiency of supply of clean, which are strong link between quality of 
water and human health are the major concerned, connected with globe thus, need for 
clean water. Nanotechnology is one of the most promising emerging technologies for 
efficient, economical and environmentally friendly water and wastewater treatment 
offering great potential for manufacturers in Europe. Photocatalysis can also be used to 
destroy bacteria and viruses. The increasing incidence of algal blooms in fresh water 
supplies and the consequent possibility of cyanobacterial microcystin contamination of 
potable water Microcystin toxins are also degraded on immobilized titanium dioxide 
catalyst. Photodisinfection sensitized by TiO
2 had some effect on the degradation of the 
green algae. This is being used to great advantage in many developed and developing 
nations to treat water especially in remote and disaster areas without portable water 
supply or electricity. In addition, water can be purified by applying various possible ways 
through photocatalysis for lakes and water-storage tanks, fish feeding tanks, drainage 
water and industrial wastewater along with river water by using titania as a photocatalyst. 
 Air cleaning: This technology had a wide range of applications as a air cleaning 
purpose indoor (room air cleaner, interior air cleaner for factories) as well as exterior air 
cleaner (highways, building walls, roadways and footpaths, tunnel walls, soundproof 
walls etc. 
 Self-cleaning: TiO2 coatings to buildings as a self-cleaning purposes is of the 
significant interest. If a TiO
2 film is prepared with a certain percentage of SiO2, which, 
shows super hydrophilic properties after UV illumination. In this case, electrons and 
holes are still produced but they react in a different way than normal photocatalysts. The 
electrons tend to reduce the Ti (IV) cations to Ti (III), and the holes oxidize the 
O
2−
anions resulting production of OH groups that tend to make the surface more 
hydrophilic. The longer the surface is irradiated with UV light, the smaller the contact 
angle of water becomes. However, in such a way this application is applies in all the self-
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cleaning purposes in residential places for instance kitchen and bathrooms and offices, 
curtains an interior furnishings, highway tunnel lamp cover glass, tunnel wall, 
soundproofed wall, traffic signs and reflectors, tent materials, cloth for hospital garments, 
cleaning the mirrors of the cars etc. 
 Self-sterilization hospital: Used in the wall of the operating room, tiles of floor, rat-
breeding rooms and in the rest rooms to protect from infection. 
 Anti-fogging agent: Due to its super hydrophobicity, used in mirrors for bathrooms, 
heat exchangers for air conditioners and high-voltage electric transmission equipment, 
glass films, general-purpose paints and coatings and optical lenses. 
 Removal of trace metals: The environmental applications of heterogeneous 
photocatalysis include removing heavy metals from the water which is very important for 
human health and to improve the quality of water e.g. Chromium (Cr), Lead (Pb), 
Arsenic (As), Nickel (Ni), Copper (Cu) and Cadmium (Cd) etc. 
 Removal of organic and inorganic compound: Photocatalysis has been used for 
the destruction of organic compounds such as alcohols, carboxylic acids, which is then 
converted to into harmless products, for example, carbon dioxide, water, and simple 
mineral acids. In addition inorganic species such as bromate, or chlorate, nitric oxide, 
palladium, rhodium and sulfur species can be decomposed. Some metal salts such as 
AgNO
3
, and organometalic compound (e.g., CH
3
HgCl), cyanide, and thiocyanate, can be 
removed from water to make it free from some dangerous compound. 
 Medical application: Photocatalysis application in medical field by using TiO
2 
Fabrics is very important which is used to disinfect microbes, viruses and bacteria etc.  
Hospital garments especially, in Japan are TiO2 fabricated, which are used during 
operations, which protect from hospital infection including MRSA (Staphylococcus)  
 Applications in construction: In some European countries TiO2 cement (pellite 
cement) has been used in road during road construction that protects the emissions of NO 
(nitrous oxide) and NO2 (nitric oxide) cause the atmospheric pollution. By applying such 
process other pollutants present can be eliminated at some extent and provides the 
positive sign for environmental protection. 
 Degradation of pesticides: Pesticides, which includes herbicides, insecticides, and 
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fungicides, have been developed to exhibit an envisioned efficacy to specific pests, 
fungal diseases and weeds. Pesticides are considered cumulative and very toxic species. 
However, their presence as contaminants in aquatic environments may cause serious 
problems for human beings and other organisms. Therefore, the use of TiO2 for 
decomposition of organic compounds is an excellent approach for environment to 
cleanup through photo-oxidation. 
 Production of hydrogen fuel: Photocatalysis using solar energy has been widely 
studied as a possible system to produce hydrogen from water. So, water splitting with a 
system in which an n-type TiO
2 semiconductor electrode was connected through an 
electrical load to a platinum black counter electrode. When the surface of the TiO2 
electrode was irradiated with near-UV light, photocurrent flowed from the platinum 
counter electrode to the TiO2 electrode through the external circuit, resulting the 
decomposition or splitting of water to produce oxygen and hydrogen.  
In this study, an attempt has been made to synthesize novel mesoporous materials such as 
SBA-15S and KIT-6 by a hydrothermal treatment method. Furthermore, these materials were 
used for the synthesis of Ti-SBA-15 and Ti-KIT-6 materials with different Si/Ti ratios (200, 100, 
50 ratios) both in dried and calcined forms. Besides, these mesoporous photocatalysts were 
primarily characterized by BET, SEM, UV-Vis, TEM, XPS and FT-IR analysis technique to 
observe the physical and chemical properties of the synthesized photocatalysts. Furthermore, 
these Ti-based mesoporous materials were tested for photocatalytic activity of CO2 reduction 
with H2O vapor towards methane as well as other fuel produtcs for optimized Ti-KIT-6 calcined 
Si/Ti = 100. Moreover, mesoporous TiO2 was prepared by nanocasting or template method and 
characterized by BET specific surface area, FE-SEM, XRD and SAXS etc and photocatalytic 
activity of CO2 reduction was compared with titania nanoparticles (TNPs) and Evonik P25 which 
showed the improved results towards fuels production. However, various key parameters e.g. 
various UV light sources, UV light intensities, H2O/CO2 ratios, different shapes of photocatalyst, 
and the effect of water vapor as well as activation/regeneration of photocatalyst and reaction 
mechanism and pathways of CO2 reduction have been elucidated for Ti based and Meso. TiO2 
which, strongly influenced the production rate. In addition, nanostructured TiO2/KIT-6 series 
with different wt% titania loadings (1, 5, 10, 20, 30, 50, 70, 90%) were prepared successfully and 
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characterized by using different techniques such as by N2 Adsorption/desorption, FE-SEM, 
XRD, and UV-Vis. Amongst the TiO2 series catalysts screening was made to obtain the best 
percentage for CO2 reduction. Consequently, 20wt% TiO2/KIT-6 was found to be the optimized 
photocatalyst for CO2 reduction towards the fuel production as compared to the other wt% 
TiO2/KIT-6 nanocomposite. Various calcination temperatures effect for optimized photocatalyst 
to observe the change in structure and its correlation with photocatalytic activity of CO2 
reduction, as well as proposed reaction mechanism/pathways has been discussed. 
 
 40 
 
Chapter 2 
2 Research objective and scope 
 
As it has already been discussed in Chapter 1 that photocatalytic reduction of carbon 
dioxide with water to fuel or energy bearing products (such as methane, methanol, hydrogen and 
carbon monoxide etc.,) is an emerging area of research to utilize CO2 as a feedstock as well as 
production of some energy to overcome the problem of energy crisis. The work on 
photocatalysis of CO2 reduction started from last few decades, but right now scientists, 
investigators and researchers are facing various challenging to improve this technology in order 
to find reliable fuels. Still, CO2 photocatalytic reduction is in its embryonic stage. Therefore, 
different approaches and various reaction parameters, reaction mechanism and pathways have 
been under investigation. 
The main purpose of this work is to produce the energy bearing renewable fuel products 
by applying photocatalysis technology of CO2 reduction with H2O vapor by UV light irradiation. 
The objective of this research is based on two approaches. One approach is to investigate the new 
catalyst formulations that can improve the fuel production rate from CO
2 over H2O vapor. The 
catalysts investigated so far include: 
 Synthesis of novel mesoporous support materials and further exploration for Ti or isolated 
species which are more photocatalytic active and selectivity is also higher than bulk type 
titania.  
 Synthesis of titatia nanoparticles TNPs with greater surface area with enhanced adsorption 
property of the reactant (CO2 + H2O), which is crucial step for CO2 reduction process to 
increase the efficiency of the photocatalytic process. 
 Meso. TiO2 photocatalyst with higher surface area, pore volume as well as 3-D pore 
structure, which efficiently regulate the reactants, enhanced light adsorption capacity and 
reduce the chance of e
-
/h
+
 recombination. 
 Comparison of the commercial titania Aeroxide P25 which is less active and production 
rate is lower than that of TNPs and Meso. TiO2. 
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 Titania nanocomposite, TiO2(x)/KIT-6 series with various titania content dispersed on 
KIT-6 along different calcination temperature optimization investigation is the indication 
of improved photoactivity from CO2 reduction to renewable fuels. 
 
Generally, for all catalyst materials, a high surface area is an advantage in terms of 
concentration of active sites per square meter and this generally leads to higher reactivity. 
Therefore, these investigations were based to develop the more active site for support i.e. KIT-6 
mesoporous material by modifying it with various components of titania, towards CO2 
photocatalytic reduction. KIT-6 (3D) mesoporous support material is superior than 1D or 2D 
MCM-41/SBA-15 materials.  
 
 
Figure: 2.1 Structural dimensions of various materials 
 
However, materials having (zero-dimensional, one-dimensional, two-dimensional) 
structure also have a high surface area, a high pore volume but due to the unidimensional 
channels of these materials, the pores are blocked, which inhibit the diffusion of the reactants 
which caused to decrease the activity. While on the other hand 3-D pore structure of support 
(KIT-6) as shown in the Fig. 2.1 due to its greater surface area, it has interconnected pores which, 
provides the good diffusion of reactants (CO2 and H2O), better light absorption and most 
importantly, having the tendency to reduce the rate of e
-
/h
+
 recombination and enhance the life 
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time of photoactivity. Hence, the support structure preservation is the main aspect of this 
objective to boost the reaction. Thanks to these properties, exhibiting a greater surface area 
accessible to the reagents and enhanced absorption of the radiation within the catalyst itself. 
Furthermore, to the complicated reaction mechanism and pathways of CO2 reduction with H2O 
vapor, less attention has been given to understand the phenomena of CO2 reduction and H2O 
oxidation in the conduction and valence bands, respectively. Still, mechanism is very complex, 
further comprehensive study is needed to make it more tremendous. 
Another approach is to reduce the atmospheric concentration of CO2, which has threatened 
the world as a global warming issue. In such a way, the atmospheric level of greenhouse gas 
(CO2) can be overcomed at some extent or decreased by reduction of CO2 emission into 
atmosphere. However, photocatalytic reduction of CO2 is the only plausible way to provide 
sufficient energy to the future generation and to reduce the risk of CO2 emission.  
One driving force for perusing on TiO2 investigation is its extensively used applications 
and expectations to drive this material will help on fundamental level with further improvement 
and reaction set up in many fields. According to reference scenario projections or the 'business as 
usual' scenario from the International Energy Agency (IEA), to meet the needs of populations in 
2030, the world will need over 55% more primary energy than in 2005, with an increase in 
global carbon dioxide (CO2) emissions of 57%. At present, according to IEA data for 2009 
observation, the emission of CO2 was reduced by 6.5% in developed countries while on the other 
side this emission has been seen to increasing continuously in developing countries about more 
than 3.3% (specifically, in Asia and the Middle East). Scientific studies, on CO2 reduction by 
semiconductor photocatalyst has been extensively used from last more than forty years ago, 
because of peculiarities of this technology is only promising opportunity to find the solution of 
lack of energy for future generation as well as to protect the global to being heat up. Regarding 
CO2, which is considered a main contributor amongst the greenhouse gases and causing the 
environmental, health problems to the human being. However, reduction of these risks and to 
provide clean energy to the system is the better solution to control the greenhouse CO2 emission. 
However, this could be only possible by converting CO2 (as a raw material) in such a ways that it 
recycled again into enviable products or organic substances but extra energy input required to 
fulfill this demands either by sunlight or artificial sources/UV light in the presence of 
semiconductor photocatalyst to boost the reaction. However, 21
th
 century will depend mostly on 
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the fossil fuels resources due to increased level of population worldwide to have desired energy. 
This would be promising by using the CO2 as feedstock. If we have a look on Fig. 2.2 a recent 
research trend of CO2 photocatalytic reduction, it is obvious increasing dramatically from 2000-
2014. Publications on this topic during the period 2000-2004 were merely 11.50% but during 
next four years this reached to 19.62%. Surprisingly, in the period of 2010-2014, it shifted more 
than three times higher, almost 68.88% than previous five years. 
 
Figure: 2.2 Articles publications on CO2 reduction photocatalysis dramatically 
increasing trend since 2000-2014. 
 
In addition, there has been a great attention on the long-term projects regarding this field 
especially in Europe, North America, and Asia to tackle CO2 issue as well as regarding its 
economy. Therefore, the main objective of this study is to focus on increasing level of 
atmospheric CO2 to reduce it into valuable energy bearing fuels products through a chemical 
process. Thus, plenty of efforts have been made to reduce the concentration of CO2 by using the 
various novel synthesized photocatalysts to obtain the renewable fuels listed hereafter. 
It is expected that an understanding of the photocatalytic activity of these synthesized 
photocatalytic materials based on the good photo-physical characteristics and understanding the 
reaction mechanism would lead towards development of superior active catalysts. 
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3 CO2 utilization for renewable fuels formation 
 
The increasing level of carbon dioxide (CO2) to the atmosphere is not only causing a 
challenging steps in all over the world but has forced the many scientists, investigators, and a 
researchers to explore various approaches to find the better solution of the energy crisis. 
Therefore, much more attention has been taken by huge amount of various researchers to grip 
this concentration as well as to convert it to valuable chemicals or fuels. If we have a look on the 
topic “CO2 conversion” in the period of 2003, publications including books, journals review and 
patents etc., were over 195 but after ten years intervals these publications has raised to more than 
700 at the end of 2013. Moreover, the chemical utilization of CO2 have increased over the last 
few years and owing to this increasing tendency, chemicals industries are taking part to convert 
CO2 to produce more higher energy density compounds such as fuel products. Notwithstanding 
with its positive aspects furthermore, CO2 has a negative effect on the earth atmosphere due to its 
increased concentration, which is significantly considered a greenhouse gas effect (GHG) and 
also triggering many environmental problems associated with human activities. Likewise, a 
future object is to overcome these complications that our society is facing such as climate 
change, sanctuary environment, and use of renewable energy, replacement of fossil fuels, from 
last few years [45]. Additionally, recycling or reuse of CO2 not only addresses the balance of the 
atmosphere carbon dioxide but also represent the valuable carbon source for renewable fuel 
formation. As well as chemical industries are being taking part for CO2 conversion. Recently 
various studies have been carried out on the economic point of view for the future of chemical 
industry [46-48]. However, the major products of CO2 conversion must be fuels to reduce CO2 
emissions significantly and to generate great economic value renewable products. Various 
options have been adapted for CO2 conversion such as Hydrogenation of CO2 to form 
oxygenates and/or hydrocarbons are the most intensively investigated area of CO2 conversion. 
Methanol synthesis from CO2 and H2 has been proposed and other possibility is the production  
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of dimethyl ether (DME), which is considered a clean burning fuel and most importantly, 
photocatalytic reduction of CO2 to fuel by semiconductor catalyst is one of the most significant 
technique to obtain energy bearing products. Therefore, there are various possibilities to activate 
and to convert CO2, but it is necessary to overcome a thermodynamic barrier. For this reason, 
providing the sufficient energy for the reaction is the critical aspect in evaluating the alternative 
routes for CO2 conversion. For such conversion of CO2 to chemicals reducing agents as well as 
intermediates species are need to complete this reaction. For instance, production of methanol 
from CO2 hydrogenation [49, 50] by using protons and electrons consecutively [21]. Another 
possible route is syngas (CO/H2) formation, which is produced from CO2 conversion and then 
converted to chemicals or clean fuels [51]. Generally, there are some approaches which should 
be keep in mind for CO2 conversion to meet the energy demands [52] along with starting 
materials should be energy richest, unsaturated, and organometallic compounds such as  
 Lower energy synthetic material could be better for oxidation 
 There must be an equilibrium towards the products sides by removing a particular compound 
 There should be supply of energy from any light source or electricity. 
 
3.1 Sources and costs of CO2 for chemicals 
production 
 
Carbon dioxide (CO2) purification and recovery are always remained the problems in 
term of cost. But these are not critical one, instead there are many other sources of rather pure 
CO2 in refinery, chemical process such as ammonia formation, H2 production, ethylene oxide 
synthesis, synthesis of liquefied natural gas, Fisher-Tropsch coal synthesis and from bio 
refineries, (Fermentation process) [53]. It is estimated that globally around 500 million ton of 
low cost and high concentration (US $ 20/ton) CO2 is obtainable as a by-product from fertilizer 
plants, industrial sources as well as from natural sources. On the other hand, diluted CO2 is 
emitted at higher cost 18,000 million tons, which could be captured from power, cement and 
steel plants etc. There is a hope, that by introducing the limitation of CO2 all around the world, 
the cost of CO2 captured as well as the market price for CO2 will decrease [54] in near future.  
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3.2 CO2 hydrogenation  
Hydrogenation of CO2 over catalytic beds at elevated temperatures and pressures to 
produce hydrocarbons such as methane, or oxygenated hydrocarbons such as dimethyl ether and 
methanol, is a viable approach only if the hydrogen is produced from water electrolysis is 
derived from sunlight and energy can be supply by using the solar panel [55]. Another strategy is 
to couple the reverse gas shift reaction with hydrogenation to form methanol or dimethyl ether 
[37]. Hydrogenation of CO2 to lower carbon products such as (CH4, CH3OH) as well as to higher 
molecular weight alkanes, alkenes and alcohols through C–C bond formation could be produced 
[56]. A variety of products such as methanol, dimethyl ether (DME), and other carboxylic acids 
(formic and acetic acids) could be possible products. Moreover, various homogeneous and 
heterogeneous catalysts have been used for CO2 hydrogenation. Additionally, CO2 hydrogenation 
involves multi steps routes for instance, H2 is produced by water electrolysis using electrical 
energy from renewable sources then further it is used in catalytic process or H2 can be produced 
by electro or photocatalysis process by using electrons and protons simultaneously which are 
produced during the reaction from catalyst. Furthermore, this hydrogen is being used for CO2 
hydrogenation. However, the reverse water-gas shift (RWGS) reaction is very important in 
catalytic hydrogenation of CO2 which is considered a mildly endothermic reaction with enthalpy 
∆H298 K = 41.2 kJ/mole and Gibbs free energy ∆G298 K = 28.6 kJ/mol. The RWGS is the 
primary step in CO2 hydrogenation for fuel production.  
                                          (   ) 
For example, iron-chromium catalysts are considered very active at 400˚C or greater 
temperature, but a significant problem arises as a low equilibrium constant in driving the RWGS 
reaction for its completion. The equilibrium can be shifted to the right by increasing the CO2 
concentration, higher H2 concentration to complete CO2 consumption as well as removing water 
vapor from the reactor for driving the reaction to the right. In addition, different catalysts have 
been studied for WGS reaction [57]. Copper-based catalysts, particularly CuO/ZnO oxides 
modified by alumina, zirconia, titania and/or silica [58], Iron-based catalysts, but in iron-based 
catalysts reaction temperature required above 400 ˚C and are not suited for RWGS reaction and 
also cerium-based catalysts etc. Thus, CO produced by RWGS reaction, could be further used for 
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hydrogenation towards methanol formation or Methanol could be synthesized from a feed of 
CO2 and H2 under feasible conditions. However, recently a book has been published by Nobel 
Laureate Olah [59]. Termed as „„Methanol Economy’’, which emphasize the production of 
methanol or dimethyl ether. Similarly, many studies have indicated that CO2 is the best-feed 
component for methanol formation than that of CO for hydrogenation process. 
                                    (   )   
The RWGS reaction cause rapid conversion of H2 and CO2 to CO and H2O. However, water acts 
as an inhibitor on the catalyst resulting the slowing down the consecutive step of methanol 
formation. However, to overcome this critical issue some improved catalysts have been used for 
CO2 hydrogenation to methanol production [60]. In addition multicomponent systems 
(Cu/ZnO/ZrO2/Al2O3/SiO2) illustrated the better performances and a stable productivity but the 
productivity is typically 3–10 times lower using pure CO2 feed with respect to a CO/CO2 feed it 
is because of higher oxidation power of CO2 and its negative effect on the catalyst than that of 
CO. Besides, dimethyl ether (DME), which is clean burning alternate for diesel, could be 
produced from methanol dehydration over an acidic catalyst. 
                                               (   )     
There are another two possibilities for the production of dimethyl ether. For example,  
                                       (   )         
                                   (   )   
Thermodynamic stability of CO2 is greater than that of H2O. However, synthesis of DME is 
more favorable from syngas as compared to methanol formation. Thermochemical process 
involves direct decomposition of CO2 to carbon monoxide and oxygen. 
                                           (   ) 
The reaction is endothermic, and it involves a free energy change (∆G0) of 257 kJ/mol. For a 
100% conversion of CO2, the reaction should be carried at a minimum temperature of about 
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3075°C, at which ∆G0 becomes zero. However, in principle, the CO yield can be as high as 30% 
at temperatures near 2400°C but unfortunately yield is very low and backward reaction may 
occurs. 
3.2.1 Advantages of producing methanol and its uses 
Production of methanol from CO2/H2 is a renewable fuel as recognized by Renewable 
Energy Directives of the European Union. However, renewable energy sources used for the 
methanol synthesis either electrolysis or bio-routes, using semiconductor photocatalysts. 
Methanol formation has more advantages than other solution (such as FT hydrocarbons 
synthesis) etc. Its benefits are, Synthesis process is very simple with higher selectivity and 
flexibility as well as with reducing transport cost. Methanol could be further used as a raw 
material in process industry for synthesis of olefins etc. In addition, methanol fuelled due to 
their greater stability and flexibility used in turbine fuel. Owing to its low emission rate, with 
higher output power e.g., some pilot units have proved that by using methanol-fuelled decreased 
the NOx emission around 30% than that of CH4 used as feed [61]. Another benefit of methanol 
used is that, small water contents present in the methanol further caused the reduction of NOx 
emission. Furthermore, methanol can be used multipurpose such as chemicals, power generation 
as well as for transportation.  
3.3 Urea synthesis 
Urea is synthesized from ammonia and CO2, which is well established on large scale. 
Urea boosting technology indicates that capturing of fossil fuel CO2 for urea production not only 
solve the problem of reduction of (GHG) emission but on the other hand participate in an 
integrated ammonia-urea manufacturing plant, that use natural gas as a feedstock in the 
reforming process to produce CO2 and NH3. An excessive amount of NH3 can be produced by 
using the surplus of natural gas (CH4). Generally, ammonia is synthesized from hydrogen (from 
natural gas) as well as nitrogen (from the air). Firstly, natural gas is converted to hydrogen: 
                                          (   ) 
                                           (   ) 
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Similarly, air is mixed with gas stream to give hydrogen: nitrogen ratio 3:1. Furthermore, 
hydrogen and nitrogen are treated at higher temperature/pressure in the presence of iron catalyst 
to produce ammonia, which is very crucial component in the urea synthesis. 
                                                   (   ) 
The ammonia and carbon dioxide are fed into the reactor at higher temperature and pressure to 
produce urea, which is involved into two steps. In first step ammonium carbamate an intermediate 
product is formed which than further dehydrates to produce urea.  
Ammonium carbamate formation: 
                                               (    )    
Urea formation: 
                                     (    )       
Urea is used as fertilizer with richest nitrogen component. Therefore, it is of great 
importance agriculture fields and also used in the manufacturing of resins for timber processing as 
well as in yeast manufacturing process. Additionally, the synthesis of substituted urea is also 
making great attention on industrial scale [62] and is being applied in various fields such as in 
refinery process, pharmaceuticals use, agrochemicals and petrochemicals industries as well.  
3.4 Electrochemical conversion of CO2  
A plenty of work have been done on the use of electro catalysts to split CO2 dissolved in 
liquids. Various products such as simplest forms CO to very complex, oxygenated hydrocarbons 
of high-energy content can be directly synthesized. This technology has some positive aspects 
because of its compatibility with well-established water electrolysis technology and the 
possibility of using photovoltaic derived electricity. In aqueous electrolytes such as NaHCO3 and 
KHCO3, water and carbon dioxide reduction processes take place simultaneously at the cathode 
due to the proximity of their reduction potentials (H
+
/H2O potential is – 0.41 V vs. NHE whereas 
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CO/CO2 potential is – 0.52 V vs. NHE at pH = 7). However, a wide range of hydrocarbons can 
be produced by co-electrolysis of water and carbon dioxide. 
3.5 Use of CO2 in biotechnological routes 
CO2 utilization in the bio catalytic industries plays a significant role and provides a 
variety of opportunities for synthesis of chemicals. For instance, Evonik is pursuing acetone 
fermentation process by using CO2. In this process industrial waste gas streams contained CO, 
H2 and CO2.as well as genetic modified acetone such as (Clostridium ljungdahlii, Clostridium 
carboxidivorans, Clostridium aceticum) that are used for acetone synthesis with CO2. In 
addition, using glucose and CO2 is producing Bio-succinic acid. In some process Escherichia coli 
(E. coli) strain developed specifically to produce succinic acid along with wheat-derived glucose, 
which is used as substrate. Moreover, longer chain alcohols could be produced by metabolic 
pathway by using CO2. In some studies engineered bacteria are being used for alcohol synthesis 
process by conversion of CO2 for example genetically modified E. coli bacteria is used to 
produce variety of alcohols and isobutanol formation is carried out by modified cyanobacterium 
[63]. Additionally, another possibility to CO2 conversion is non-natural metabolic pathway. In 
this process branched chain amino acid are protracted to produce abiotic longer chain keto acids 
as well as alcohol (carbon chain 5 to 8 number) in the presence of 2-isoproplylmalate synthase 
and enzyme, etc. [63]. But the optimization of this technique was found of synthesis 6-carbon 
alcohol i.e. (S)-3-methyl-l-pentanol. However, biosynthesis route for CO2 utilization to syngas 
fermentation is another interesting approach, which is widely acceptable on the industrial scale to 
use (CO/H2) rather than pure CO2, consequently, modification lead to use CO2 directly. In this 
process, Carbon Monoxide Dehydrogenase (CODH) from clostridium thermoaceticum  
Catalyze the reversible oxidation of CO to CO2 by using an iron (Fe) and nickel (Ni) 
containing metalloenzyme or this enzyme can be coupled with semiconductor catalyst such as 
TiO2 (its conduction band have good reducing ability) which produces the electrons for reduction 
process. In addition, TiO2 nanoparticles after the modification with Carbon Monoxide 
Dehydrogenase (CODH) and a photosensitizer under the illumination of visible light on specific 
reaction condition produce CO (250µmol (g TiO2)
-
1/h
-
1) [64-66]. The formation of fuels and 
chemicals through syngas fermentation propose an ideal way over metal catalytic conversion 
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owing to its some advantages such as the higher specificity of the biocatalyst, lower energy 
costs, and greater resistance to catalyst poisoning, and independence of a fixed H2: CO ratio. On 
the other hand, there is a drawback, it is very costly. Although, numerous microorganisms, suc as 
acetogens including Clostridium ljungdahlii, Clostridium autoethanogenum, Eurobacterium 
limosum etc have been reported, which can produce fuels and chemicals by syngas utilization 
[67]. 
3.6 CO2 conversion by using biomass 
Another feasible approach for CO2 conversion through is very significant aspect to 
produce fuel via recyclying of CO2 [68]. However a plenty of feed stocks are being used for 
biofuel production. Use of microalgae appears the most promising route to biofuel production. 
The oil content of algae is significantly higher than that of crops. Similarly, many algal species 
have dry weight oil content of more than 30%, while the oil content can go as high as 80% in 
some strains like Schizochytrium sp. and Botryococcus braunii. [69] Algae itself fixes carbon 
dioxide and facilitate carbon recycling without any assistance.  
 
Figure: 3.1 Solar fuels system for CO2 conversion with H2O to fuel. Fuels can be 
stored, transported or recycled CO2 passing through photocatalytic process to 
again fuels formation [70]. 
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Moreover, bioethanol is commonly produced from sugar or starchy crops such as sugar 
cane and from plant cellulose using fermentation processes. Similarly, biodiesel are being 
produced from oil crops for examples, corn, soybean, canola, coconut, oil palm, etc. in the 
presence of microalgae. Typically, in this trans esterification process triglycerides oil reacts with 
methanol in the presence of catalysts such as sodium hydroxide or potassium hydroxide. 
Biodiesel can be used in the combustion process by blending with petro diesels. However, 
biodiesel produced from microalgae is considered a significant source of global energy. 
Moreover, world fuel production from biomass is rapidly increasing (3.91 quadrillion Btu from 
biomass in 2008, Department of Energy statistics), the sunlight to fuel energy conversion 
efficiency of photosynthesis is approximately 1%, [71]. It appears that biofuels will be a part of 
the future energy infrastructure but are unlikely to have a decisive role. 
 
3.7 Thermochemical conversion of CO2 
Capturing of CO2 from the atmosphere through various capturing technologies, CO2 
involved from one or a series of chemical reaction for production of energy bearing products. 
CO2 capture and conversion are high intensive energy process. However, direct reduction of 
carbon dioxide using concentrated sunlight by thermochemical cycles is one of the most 
encouraging approaches for the production of hydrocarbons from CO2 reduction with H2O. 
Moreover, thermochemical process involves direct decomposition of CO2 to carbon monoxide 
and oxygen. 
               
 
 
                         (    ) 
The reaction is highly endothermic, with free energy change (∆G0) of 257 kJ/mol. Similarly, 
100% conversion of CO2, the reaction should be carried at a minimum temperature of about 
3075°C, with zero ∆G0. However, the CO yield can be as high as 30% at temperatures near 
2400°C, but the yield is much lower because of back ward reactions. Galvez et al. carried out a 
second law thermodynamic analysis of Zn/ZnO and FeO/Fe3O4 cycles [72]. 
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[Equ, (3.13)] reaction is highly endothermic and requires a temperature of about 1700°C to form 
gas phase zinc and oxygen. After the separation of O2 from equation reaction (3.13) CO is the 
only product as shown in the [Equ, (3.15)], which is highly exothermic, and temperature is 
suggested between 425 and 725 °C to operate this reaction with 39% an efficiency under 
concentrated solar radiation. 
3.8 New opportunities for CO2 utilization 
There has been a prodigious curiosity for CO2 utilization by using new approaches from 
last more than two years under homogeneous photocatalyst. For instance, methane or methanol 
can be poduced by CO2 conversion with hydro silanes under the zirconium phenoxide borane 
complexs or N-heterocyclic carbenes as catalyst [73, 74]. However, CO2 hydrogenation in 
homogeneous is considered an important step by using Frustrated-Lewis pairs [75]. Methanol 
can be produced from CO2 hydrogenation by using non-metal homogeneous catalysts [76]. In 
addition, Hydrogenation of carbonates, carbamates, and formats by indirect CO2 conversion to 
methanol synthesis in the presence of Ru pincer complexes as catalyst is very significant aspect 
[77]. Furthermore, CO2 can also be used in the organic synthesis for example, the catalytic hydro 
carboxylation of styrene, and hydrocarboxylation of alkynes by copper-catalysis using carbon 
dioxide in the presence of a hydro-silane [78]. But unfortunately the reactions have very low 
production rate.  
Moreover, electrolysis is another novel approach to produce small organic molecules, 
which are used in conjunction or as valuable synthetic products. However, two promising ways 
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for synthesis of methanol or other long chain alcohols by using conventional metal type 
electrodes operating in liquid phase or in gas phase [79] in the presence of molecular catalyst 
such as pyridinium ion. Similarly, another attractive route by using non-conventional electrolytes 
such as ionic liquid can be useful for CO2 conversion process [80]. However, recently novel 
electrocatalysts have revealed for example a nanoporous silver electrocatalyst that is able to 
electrocatalytically reduce CO2 to CO. In addition to these novel opportunities, there is a great 
attraction of new notions and prospects for conversion of CO2 or reuse of CO2 in the era of 
catalysis and industrial chemistry. Though, many of the recent discoveries specifically in the 
field of homogeneous photocatalysis and electrocatalysis have been exploited at industrial level. 
But unfortunately, some of them are still far from industrial viability because of some limitations 
of their stability particularly in electrocatalysts. 
3.9 Photocatalytic reduction of CO2 to renewable 
fuels 
Photocatalytic reduction of CO2 to fuel has been an attractive approach from last few 
decades owing to its benefits as compared to other technologies. CO2 is easily available as a 
feedstock and can be used infinite for fuel synthesis. However, reaction can be carried out at 
mild conditions to obtain short chain hydrocarbons photocatalytic products from CO2 reduction 
to solve the problem of energy crisis as well as to protect the environment at some extent, 
simultaneously. “Hunting two birds with one stone in terms of saving the environment and 
supplying future energy”. Moreover this technology would be more favorable replacing the 
fossil fuels CO2 as C source in chemical industry. However, the pioneering works by Fujishima 
and Honda, which is known as “Honda-Fujishima effect”. On photocatalytic splitting of water 
by TiO2 electrodes in 1972 opened the door for future generation in the field of photocatalysis 
[3]. After this discovery, a curiosity in this research field has been focused not only in specific 
era but a lot of researchers exploited their work in different applications from a laboratory to 
industrial scale.by using semiconductors TiO2 catalysts and photocatalysis approaches. 
Moreover, the innovative work on the photocatalytic reduction of CO2 in aqueous solution was 
carried out by Inoue et al. [38]. to produce energy bearing products such as formaldehyde 
(HCHO), formic acid (HCOOH), methyl alcohol (CH3OH), and trace amounts of methane (CH4), 
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Carbon monoxide (CO) etc, by using various semiconductors such as titanium dioxide (TiO2), 
tungsten trioxide (WO3), zinc oxide (ZnO), cadmium sulfide (CdS), gallium phosphide (GaP), 
and silicon carbide (SiC) under illumination of Xenon and mercury-lamp. Moreover, various 
catalysts oxides and non-oxides such as TiO2, ZrO2, Fe2O3, WO3, ZnO, MgO2, CdS, ZnS and 
SiC have been extensively used for photocatalytic reduction. Photocatalytic reduction of CO2 by 
using semiconductor catalysts such as TiO2 in aqueous or gases phase by using various UV light 
sources have been shown in Chapter 4 and Table 4.2 since 1994-2014. 
Photocatalytic reduction of CO2 is still in an embryonic stage. Further, improvement and 
modification in this technique are needed to boost this process. But most importantly, selection 
of the best catalyst is primary step to enhance the photo activity. 
3.10 The perception of CO2 utilization on the future of 
society 
The CO2 utilization has a great perception on the society but rather it would be more 
interesting to observe the public perception, CO2 reuse into chemical or fuel is considered the 
more pertinent than that of carbon sequestration (CSS). One reason is that, catalysts not intricate 
in CO2 sequestration and on the other hand, it is also considered a less energy efficient 
technology while CO2 reuse is more efficient in terms of sustainable feedstock. Similarly, aspirin 
is also a less relevant extent to sustainable catalysts regarding the marketing values. However, 
CO2 utilization is a widely used technology than that of (CSS) it is because of a positive aspect 
for investigators or scientists to boost the synthesis of novel renewable or chemicals products for 
future progeny to fulfill the energy demands which is considered a big challenge in the 21 
century. Moreover, CO2 reuse is considered a major contributor in the low-carbon economy but 
still catalysis technology is measured as in an embryonic stage. However, to move to the low-
carbon economy, it should be in consideration that resources and energy must be more efficient 
as well as use of novel technologies for renewable [81, 82]. Furthermore, it is very essential to 
increase the scientific efforts not only to develop the new routes but also to efficiently assess the 
problems associated with ideas to innovation. Along with, public and privates funds are 
necessary parameters to reach this goal. From this perspective, SPIRE initiative [83], which 
indicates that CO2 utilization, is one of the most important pillars to boost the sustainable, as well 
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as competitive step for the future of chemical industry. 
3.11 Assessment of CO2 utilization 
There are various criteria associated with assessing the different routes for CO2 utilization. 
For instance  
 Potential development is the major criterion, which indicates the duration of primary 
industrial facility liked with R&D efforts. 
 Economic perspective is another criteria, which represent the perceptions to find the 
economic return.  
 External use of energy is a very huge criterion, which assesses the energy consumption 
for product formation. The consumption of energy in the form of thermal or electrical 
associated with the manufacture of the reagents as well as energy requirements with this 
process. However, this energy is a main issue particularly, for dry reforming and 
mineralization. For example, photo-electro catalysis or microalgae uses the direct 
sunlight (in the form of energy) but productivity is very low. 
 Potential volume of CO2 utilization is important criteria, which represent the supreme 
amount of CO2 use by 2050 but the released of CO2 during the process on industrial scale 
in not taken into consideration. 
 Sequestration of time is a significant step, which is noted before to reenter or 
reintroduced the CO2 into atmosphere. 
 Environmental impacts, this criterion is associated with use of some toxic substances or 
solvent having toxicity during the process released to the atmosphere causes the pollution 
and another disease associated with human being, as well as use of catalysts with 
negative impacts on the environment etc. 
However, implementation of all resolutions will depend on the techno-economic but all these 
criteria mentioned above should be consideration to achieve the better efficiency of CO2 
utilization for photocatalysis or another possible way. 
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4 Literature survey on photocatalytic reduction of 
CO2 with titanium based materials 
 
4.1 Research background 
The previous work on the photocatalytic reduction of CO2 in aqueous solution was 
carried out by Inoue et al. [38] to produce energy bearing products such as formaldehyde 
(HCHO), formic acid (HCOOH), methyl alcohol (CH3OH), and trace amounts of methane (CH4), 
carbon monoxide (CO) etc. by using various semiconductors such as titanium dioxide (TiO2), 
tungsten trioxide (WO3), zinc oxide (ZnO), cadmium sulfide (CdS), gallium phosphide (GaP), 
and silicon carbide (SiC) under illumination of Xenon and mercury-lamp boosted the 
photocatalytic technology by numerous investigators operating the CO2 as a reducing agent with 
H2O vapor as well as another solvents [84, 16, 85-89, 20, 90-94]. In addition, the list of literature 
survey for CO2 is shown in Table 4.2. Photocatalytic reduction of CO2 to sustainable fuels is a 
challenging and promising application owing to its many advantages. For instance,  
 Reaction can be carried out in moderately mild condition such as room 
temperature and pressure 
 CO2 is easily available as key carbon source which can be used infinite and clean 
solar energy 
 Short chain hydrocarbons photocatalytic products can be obtained by CO2 
reduction process, which can overcome the energy crisis problem at some degree. 
 This technology would be favorable replacing the fossil fuel CO2 as C source in 
chemical industry. 
Therefore, reduction of atmospheric CO2 with H2O to valuable fuel products would be 
like killing two birds with one stone in term of saving energy supplying as well as protection of 
environment [95]. Currently, the concentration of Carbon dioxide (CO2) in the atmosphere is 
not only triggering global warming issues but also raised many environmental problems  
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associated with human activities. [26] Key sources to the emissions of carbon dioxide are mostly 
due to the burning of fossil fuels such as oil, natural gas, coal, etc., which strongly influence the 
greenhouse effect. According to a recent study, regarding US emission of CO2 in the atmosphere 
have led to the acceleration of carbon sources in different forms such as gases, liquids, solids, 
flaring and cements etc., which are the major contributor to the inclination of the global 
temperature. Almost, 920 billion tons of carbon have been released due to burning of fossil fuels 
and cement production since 1951s but half of this increased has dramatically shifted at the mid 
of 1970s.to 2006 [96]. However, according to a report that CO2 is present in atmosphere with 
377ppm (parts per million by volume) as of December 2004 [97]. Furthermore, this dramatically 
increased concentration of CO2 into atmosphere is rising continuous every year. For example, 
from Oct 2011-Oct 2013, CO2 concentration was reported as 388.96ppm, 391.01 ppm and 
393.66ppm respectively. In addition, carbon-containing substances produce CO2 during 
combustion, which directly goes to the atmosphere and commencing very serious problems. 
Unfortunately, CO2 is thermodynamically very stable but less energy assessment compound. 
Therefore, it is very difficult to decompose or reduced to CO2 under normal conditions without 
being supplying any reaction conditions. Thus, energy can be supplied through a direct ways 
using solar energy or via chemical reaction in the presence of the catalyst, which stimulates the 
reaction and provides the sufficient energy to splits CO2 molecules. In other words, it needs 
intensive amount of energy to breakdown of carbon dioxide. In fact, CO2 is a colorless and 
odorless gas. The molecule is linear with a double bond between the carbon and oxygen atoms 
(O=C=O). However, CO2 is naturally occurring compound which assists as a source of carbon 
for photosynthesis of plants by using natural sunlight. Nevertheless, CO2 plays a significant role 
in the earth‟s carbon cycle, and is considered to be as an essential component in the life cycle of 
animals and plants [98, 99]. 
Moreover, CO2 can also be used in industrial applications such as metal industry, paper, 
pulp and electronics, healthcare and environment contamination, foodstuffs, beverages, 
laboratory analysis and safety purpose as well as most importantly chemicals or fuel syntheses 
process. On the other side, it has some detrimental effects on the environment and to overcome 
this limitation, the only plausible ways is photocatalytic conversion of CO2 with H2O vapor, 
seems to be a more promising technique when appropriate energy for instance, UV and or visible 
light used as a excitation source for the production of higher energy photons which creates a pair 
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of e
-
/h
+
 to followed by intermediates species which further facilitates the final energy bearing 
products/renewable fuel. Such as carbon monoxide (CO), methane (CH4), methanol (CH3OH), 
hydrogen (H2), formaldehyde (HCHO), and formic acid (HCOOH) [100, 5, 101, 94]. In recent 
years, much effort has been paid to the conversion of CO2 to hydrocarbons or renewable fuel in 
liquid or in gaseous phase. Most importantly, a lot of research has been focused in gaseous phase 
[102-106, 17, 107-113, 10, 114] by using various semiconductors photocatalysts under different 
UV light sources to overcome the global heat problems and to fulfill the energy demands for the 
future progeny simultaneously. The pioneering work by Fujishima and Honda, which is known 
as “Honda-Fujishima effect” on photocatalytic splitting of water by TiO2 electrodes in 1972 
opened the door for future generation in the field of photocatalysis [3]. Afterward, a curiosity in 
this research field has been focused not only in specific era but a lot of researchers exploited 
their work in different applications from a laboratory to industrial scale by using semiconductors 
TiO2 catalysts under the photocatalysis approaches. However, a massive scientific research on 
photocatalytic reduction of CO2 to enviable chemicals revealed that better efficiency towards 
desired products could be accomplished but still this technique is in an embryonic stage because 
of lack of proficiency and yields discrimination is very low for commercialization. 
Furthermore, various photocatalysts oxides and non-oxides, such as Titanium dioxide 
(TiO2), cadmium sulphide (CdS), zinc sulphide (ZnS), silicon carbide (SiC), tungsten oxide 
(WO3), iron oxide (Fe2O3), zirconium oxide (ZrO2), gallium oxide (Ga2O3), zinc oxide (ZnO), 
and magnesium oxide (MgO2), have been used extensively for photocatalytic reduction [41]. 
However, some of these catalysts have limitations such as ZnO is highly unstable as it dissolved 
in the water immediately to form Zn (OH)2 which cause the inactivation of catalyst [115]. In 
addition, Fe2O3, and WO3 have conduction band edge below the reversible hydrogen potential, 
thus an external electrical bias is needed to complete the splitting of H2O for H2 production 
[116]. Therefore, the major criteria for an efficient semiconductor photocatalyst are that the 
redox potential of the e
-
/h
+
 should lies within the band gap domain of photocatalyst to obtain the 
better efficiency of the CO2 reduction. Accordingly, amongst all these above-mentioned 
catalysts, TiO2 accomplished all these characteristics that a good photocatalyst must have. 
However, TiO2 are widely used semiconductors due to its adequate reduction potential value for 
CO2 reduction (-0.24V) towards methane formation. [117]. As well as, its holes are strongly 
oxidizing and redox selective. In addition, TiO2 is an environmentally friendly material which 
Chapter 4 
60 
 
shows a good oxidation power, strong resistance to chemicals and photo corrosion, non-toxicity, 
superior charge transport properties, a low operational temperature, low cost, and significantly 
low energy consumption. 
Up to date, a lot of investigations have been focused on this area to obtain the better 
efficiency of the products but still this approach is very far to get desired products. Furthermore, 
development of new ways and choosing the best catalyst might be only one option to enhance the 
photocatalytic activity. The research objectives are highlighted to establish not just efficient but 
along with cost effective, robust technologies and materials to be used for this application. 
 
4.2 Research on Titanium dioxide (TiO2) based materials 
as semiconductor photocatalysts 
 
4.2.1 Background of Titanium dioxide (TiO2) 
 
Titanium dioxide with chemical formula (TiO2) was first discovered in 1791 by William 
Gregor, in England during the studying of mineralogy he studied this substance and after he was 
assured that it was a mineral, named it menachanite. After four years of this discovery in 1795, 
Martin H. Klaproth, recognized a new chemical element in this mineral, he later named it 
Titanium. It is also known as titanium (IV) oxide, titania, titanium white or pigment used in the 
building paints, and food industry as a additive E171 in food coloring such as icings, salad 
dressings and sweets etc. The oxide of titanium is naturally occurring as three different forms 
such as anatase, and rutile and brookite. On commercial scale it has been manufactured as white 
pigments in building since 1916. Moreover, E. Kedel noticed photoactivity of TiO2 initially in 
1929 [118]. But most importantly, previous scientific research work on TiO2 was published in 
1932-1934 [119, 120], which raised the many questions. Furthermore, in 1938 photocatalytic 
activity results on TiO2 as “photo sensitizer” were significant [121]. But K. Hoshimoto et al. first 
used the term “Photocatalyst” for TiO2 in 1956 [122], for the oxidation of organic compounds 
under UV light irradiation. The pioneering studies on photo electrolysis were carried out by 
Fujishima et al 1972 (related to photocatalysis) of H2O by TiO2 semiconductor called “Honda-
Fujishima effect” lead to the evolution of H2 boosted the application of TiO2 [38]. Furthermore, 
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in 1977, Frank and Bard [123] observed the reduction of CN in water by using this technology. 
In 1978, the first organic photosynthetic reaction was described by Kolbe reaction 
(CH3COOH→CH4 + CO2), which opened the door for photosynthetic reaction [124]. In 1986, 
Fujishima et al. [125] extended their research by using TiO2 for the treatment of tumor cells 
called (HeLa cells) in the presence of light irradiation. 
In 2000, Fujishima et al. [126] found the super hydrophilic properties of TiO2 film under the UV 
light illumination. In 2002, Watson et al. [127] prepared the novel magnetic TiO2 photocatalyst 
using sol-gel method by application of external magnetic field from slurry type photo reactor. In 
2005, Sreethawong et al. [128] synthesized nano crystalline mesoporous TiO2 by sol-gel 
techniques for photocatalytic H2 production from an aqueous methanol solution [104, 129, 130]. 
However, a lot of many investigators used the TiO2 as photocatalyst for CO2 reduction under UV 
light irradiation towards fuel formation. Since then, TiO2 has been extensively used in many 
applications, starting from its basic research results, to industrial photocatalytic activity in 20
th
 
century makes it stronger to enter in 21 century which would be considered the bright future of 
TiO2 for further innovation. Additionally, there are already a number of commercial 
photocatalytic TiO2 products available on the market. The most used commercial photocatalyst is 
P25, from Evonik (Germany), composed by anatase and rutile (70% and 30 %.). This 
semiconductor is being used as a standard reference in several photocatalytic researches works 
for instance [43]. 
 
4.2.2 Physical aspects and photocatalytic activity of TiO2 
TiO2 surfaces are rich in structures variations that directly impact the chemistry and 
photochemistry. The richness in structures is seen both in the arrangement of atoms (physical 
structure) and distribution of state (electronic structure). Basically, physical properties of TiO2 
have polymorphs but there are three most important phases e.g. Anatase, rutile, and brookite. It is 
very difficult to the prepare brookite crystals in laboratory scale. However, two out of three 
(anatase and rutile) crystals forms plays a significant role in photocatalysis specifically anatase 
because it is easy to prepare. Anatase is always found as small, isolated and sharply developed 
crystals, it crystallizes in the tetragonal system. The mineral was named, by René Just Haüy in 
1801, from the Greek anatasis, "extension or the greater length of the usual pyramid compared 
with other tetragonal minerals. Rutile was discovered two years later after the discovery of 
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anatase in 1803. Rutile is similar tetragonal in morphology to that of anatase but 
thermodynamically it is more stable, and slightly better whitening abilities than anatase and 
brookite. Moreover, owing to this ability it can be widely used for industrial paints, domestic and 
artistic purposes. At higher temperature anatese and brookite can be converted to rutile instead 
rutile remains stable at higher temperature.  
 
 
Figure: 4.1 Crystal structures of TiO2 (a), Rutile and (b), anatase phases 
(Adapted from Ref [131] modified form). 
 
On the other hand, anatase form is softer and less abrasive, and therefore is considered 
the most popular for healthcare products and foods as well as photocatalysis applications. 
Anatase form is considered the best photocatalyst because of its certain additional properties 
such as Fermi level of anatase is higher about 0.1eV than that of rutile phase which reduced the 
oxygen affinity and resulting in the formation of greater number of hydroxyl groups on the 
surface of titania [132] which enhance the photocatalytic activity. Hence, a lot of research has 
proposed that the photoactivity of TiO2 is due to its crystalline forms [133]. Photocatalytic 
activity of rutile is very poor and it depends on its preparation parameters, which strongly effect 
its activity or inactivity [134]. Crystalline TiO2 dioxide i.e. mixture of two phases (anatase + 
rutile) have dissimilar photocatalytic activity toward the reduction of CO2. Generally, 
improvement in the photocatalytic activity by using the combination of two catalysts is 
considered due to the greater charge separation and reduced the chances of recombination of 
photogenerated charges i.e., electron/holes. In such a way, electron transfers from rutile to 
anatase at the interface, which produced the defective sites. These defective sites play a 
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significant role for higher reactivity because of a better accommodation for adsorption of 
reactants as well as efficient charge trapping properties [135, 136]. 
 
Table 4.1: Differences between Anatase and Rutile forms 
 
 
Anatase 
 
Rutile 
It is optically negative It is optically positive 
Soft/less hard with 5.5-6vs Mohs Firm/ more hard 6-6.5vs Mohs 
Refractive index is 2.5-3 Refractive index is 3.87 
Band gap energy for anatase is 3.23 eV Rutile has band gap energy 3.02eV 
It only absorbs the UV light It does absorb some visible light 
Less dense with specific gravity 3.9 More dense with specific gravity 4.2 
It is an excellent photocatalyst It is a not good photocatalyst 
Anatase can be converted to rutile at 
higher temperature 
Rutile has no any transformational property 
It remains stable 
Anatase has higher Fermi level Fermi level of rutile is less 
Mobility of electrons is higher, so that 
10 times higher photocatalytic property 
due to less recombination of e
-
/h
+ 
pairs 
Less mobility of electrons which show less 
photocatalytic property due to higher chance 
of recombination of e
-
/h
+ 
pairs 
 
In addition reduction is associated with the reductive TiO2 surface sites in the presence of 
UV light resulting in the formation of higher reactive charge transfer excited state i.e. (Ti
3+
 - O
-
) 
of the tetrahedral coordinated titanium oxide species on the catalyst surface [137]. Photocatalytic 
reaction takes place on the surface of the catalyst; in such a way, that surface phase of TiO2 play 
a key role in photoactivity which should be more crystalline to enhance the photoactivity. 
Moreover, phase transformation from anatase to rutile is effected by particle size of the catalyst 
[138]. However, specific surface area is indirectly proportional to the particle size. If TiO2 
nanoparticles size decreased from 29-14nm, which led to the higher production of CH4 and 
CH3OH, it is due to greater absorption of photonic energy by smaller particles [137]. Similarly, 
TiO2 powder prepared by sol-gel method having the particle size ranges from 8-15nm gives the 
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higher photocatalytic activity as compared to greater particle size about 150nm of commercial 
TiO2 [139]. An optimum particle size might be exist between 25-40nm, having all other 
properties such as greater specific surface area, generation of efficient charge carrier and good 
absorption/scattering of light, which is challenging effect for CO2 reduction [140]. By further 
decreasing the particle size less than 5nm CO2 photocatalytic activity decreased harshly because 
of change in optional and electronics properties of the catalyst inhibit the CO2 reduction process. 
Overall, TiO2 has been one of the most attractive and convenient candidates for photocatalytic 
application from last few decades and still are at the top position from all another types of 
photocatalysts amongst oxides and non-oxides due to its superior characteristics. For instance, its 
commercial availability, nontoxicity, photochemical stability, good oxidation power, strong 
resistance to chemicals, low cost, a low operational temperature, appropriate electronic and 
optical potentials, low energy consumption as well as an environmentally friendly material all of 
which have led to relevant applications for fuel production. In addition, various TiO2 advance 
technologies have been adapted such as TiO2 nanoparticles. Modified TiO2 nanoprticles with 
metals [19] titanium doped with Pt metal, Pt/TiO2 nanotubes [141] and hetero structured TiO2 
[142] as well as Cu/TiO2 nanorods [100]. Dispersed nanoparticles on mesoporous silica support 
materials [10]. Among all these nanostructures materials 3 dimensional (gyroid cubic Ia3d) KIT-
6 materials demonstrate the superior photocatalytic activity than 1 or 2dimentional SBA-15S or 
MCM-41 photocatalysts, it might be because of not only its higher surface area, but large pore 
structure and pore size, with multi pore channels provides the enough space for dispersion of 
materials on the support, as well as better light dispersion which creates a sufficient number of a 
e
-
/h
+
 pairs to promote the photocatalytic activity for CO2 reduction. 
Consequently, titanium dioxide semiconductors are considered the paramount 
photocatalysts for CO2 reduction because under the UV light illumination, photogenerated 
electrons in the bottom of the conduction (CB) band can have sufficient negative redox potential 
to motivation of CO2 reduction, while on the other hand photogenerated holes in the top most 
level of the valance band (VB) can be more positive to oxidize the H2O towards the O2 formation 
and superoxide (−0.2V) simultaneously. TiO2 exhibits almost all of the required properties for an 
efficient photocatalyst must have for photocatalysis process, but only with the limitation of not 
absorbing visible light. 
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4.2.3 Photocatalytic reduction of CO2 on TiO2 based materials and 
the application as semiconductor photocatalysts 
 
Titanium dioxide (TiO2) has drawn much research attention in recent years due to its 
potential applications specifically, photoreduction of CO2 over TiO2 based materials from last 
few years and this trend is dramatically increasing every year owing to its unique properties and 
easily availability. However, TiO2 can be used in its pure form (bare), doped with different 
metals and non-metals as well as highly dispersed form within mesoporous or zeolites materials 
to enhance its photoactivity as shown in Table 4.2. Moreover, the surface phase of TiO2 should 
be responsible for its photoactivity because the photocatalytic reaction takes place on the surface 
of catalyst though; the surface phase of TiO2, particularly during the phase transformation has 
not been well investigated. Additionally, the phase transformation from anatase to rutile is 
influenced by particle size [138]. UV Raman spectroscopy is found to be more sensitive to the 
surface phase of a solid sample when the sample absorbs UV light [143]. This outcome signs use 
to study the crystalline phase in the surface region of TiO2 by UV Raman spectroscopy as TiO2 
strongly absorbs UV light and further try to correlate the surface phase of TiO2 and its 
photoactivity. TiO2 has very wide band gap (3.2eV for anatase) and it is only active in the UV 
range spectra below than 400nm. However, during CO2 reduction, photo-generated electrons in 
the bottom of the conduction band can have sufficient negative redox potential to drive CO2 
reduction, while the photo-generated holes in the valence band can be sufficiently energetic 
(positive holes) to act as acceptors and oxidize water to O2. But luckily, in our present context 
TiO2 was used under the UV region and satisfactory results were obtained from CO2 reduction 
with H2O vapor by using various nanostructured photocatalytic titania materials. 
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Table 4.2: Literature survey of photocatalytic reduction of CO2 on the bare 
and doped or highly dispersed TiO2 based materials 
 
Photocatalysts Reductants Light source Products References 
Cu/TiO2 H2O 450 Xe lamp CH4, C2H4 Adachi et al. (1994)      [84] 
TiO2 H2O 75 W high-pressure 
Hg 
CH4, CH3OH, CO Anpo et al. (1995)          [16] 
TiO2 H2O 75 W high-pressure CH4, CH3OH, CO Yamashita et al. (1995)  [85] 
TiO2 H2O, 0.2M, NaOH 
solution 
4.5kW Xe lamp HCOOH, CH3OH, 
CH4, C2H6OH, C2H4, 
C2H2 
Mizuno et al. (1996)    [144] 
TiO2 H2O, liquid CO2 990W Xe lamp HCOOH Kaneco et al. (1997)    [145] 
Pt-TiO2/Y zeolite H2O 75 W high-pressure 
Hg lamp λ> 280 nm, 
CH4, CH3OH Anpo et al. (1997)          [86] 
 
TiO2 nanocrystals 
SiO2 matrices 
1M 2-propanol, 
solution 
500W high-pressure 
Hg arc lamp 
HCOO
-
, CO Liu et al. (1997)           [146] 
TiO2 (P25) Isopropyl alcohol 4.2 Kw Xe lamp CH4, HCOOH Kaneco et al. (1998)    [147] 
Ti-MCM-41, Ti-
MCM-48 
H2O vapor High-pressure Hg 
lamp, λ> 280 nm 
CH4, CH3OH Anpo et al. (1998)          [87] 
Rh/TiO2 H2 Ultra high pressure 
Hg lamp λ = 290-
450 
CH4 Kohno et al. (1999)      [148] 
TiO2 Methano, ethanol 2-
propanol, nitric, hy 
drochloric, and 
phosphoric acid 
0.96wK Xe lamp HCOOH Kaneco et al. (1999)    [149] 
 
TiO2/SiO2, Ti-
MCM-41 
H2O 100W high-pressure 
Hg lamp 
CH4, CH3OH Ikeue et al. (2002)        [150] 
 
Ti/Si hexagonal and 
cubic 
H2O 100W high-pressure 
Hg lamp 
CH3OH CH4 Shioya et al. (2003)      [151] 
 
TiO2(P25)  aqueous NaHCO3 15W (365nm) CH4, CH3OH Ku et al. (2004)            [152] 
 
Ti-SBA-15 H2O Mercury lamp CH4, CH3OH Hwang et al. (2004)     [153] 
TiO2 suspension H2O λ=350nm CH4 Dey et al. (2004)          [154] 
Cu/TiO2 H2O UV light CH3OH Wu et al. (2005)           [155] 
TiO2 pellets H2O UV light CH4 Tan et al. (2006)            [90] 
TiO2(P25) H2O, H2 15W UVA λ= 
365nm 
CH4, CO, C2H6 Lo et al. (2007)            [156] 
 
TiO2  H2O vapors UVC 253.7nm CH4, CO, H2 Tan et al. (2007)          [104] 
TiO2 H2O 15W UVA lamp, 
λ=365nm 
CH4, C2H6OH, 
HCOOH  
Xia etXia et al. (2007)                [91] 
TiO2 H2O vapor 200W Hg/Xe lamps H2, CH4 Tan et al. (2008)          [129] 
Pure TiO2 anatase H2O 8W Hg lamp, 
λ=254nm 
CH4, CH3OH Koci et al. (2009)         [117] 
 
Cu/TiO2-SiO2 H2O Xe lamp CO, CH4 Li et al. (2010)             [100] 
Ag/TiO2 H2O 8W Hg lamp, 
λ=l254nm 
CH4, CH3OH Koci et al. (2010)         [157] 
TiO2 H2O UV light CO Dimitrijevic et al. (2011) 
[158] 
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Ti-SBA-15 H2O vapor 120W high pressure 
Hg lamp 
CH4, C2H4, C2H6 Yang et al. (2011)        [111] 
Bulk TiO2, Ti Oxide H2O UV lamp CH4, CH3OH Mori et al. (2012)           [10] 
Cu(I)/TiO2-x H2O vapor 150 W Solar 
simulator 
CO,  Liu et at. (2012)           [159] 
Cu-I/TiO2 H2O vapor UV light CO, CH4, CH3Cl Zhang et al. (2012)      [160] 
Pt/TiO2 H2O vapor 100W high pressure 
Hg lamp 
CH4 Uner & Oymak (2012) [161] 
Ce/TiO2 SBA-15 H2O vapor UV Xe lamp CO, CH4 Zhao et al. (2012)        [162] 
 
R/TiO2 modified 
A/TiO2 nanorods 
H2O vapor UV Hg lamp CH4, CH3OH, H2, 
CO 
Wang et al. (2012)       [163] 
 
Ti-KIT-6 H2O vapor UV 300W CH4 Hussain et al. (2013)    [164] 
Au/Ti/SBA H2O 200W Hg lamp CH4 Mei et al. (2013)          [165] 
Montmorillonite/TiO2 H2O vapor 200W mercury lamp CH4, CO Tahir et al. (2013)        [166] 
Ti-KIT-6 H2O vapor UV light CH4, CH3OH, H2, 
CO 
Akhter et al. (2014)      [167] 
 
 
In addition, there is an extremely wide range of applications of TiO2 because it is well 
known material due to its versatile characteristics which has been widely used in different 
environmental application [168, 169] water purification [170], decomposition of organic 
compounds, [171-174] self-cleaning purposes, air conditioners, purification of sewage water, air 
cleaner and anti-bacterial [175] including tiles, tents and variety of glass wares which have been 
widely used in Japan, in railway tracks, tunnels, roads, etc. Furthermore, TiO2 materials are 
being extensively used in our daily life such as households goods, (clothes, sprays, fibers etc.) 
cosmetics, toothpaste, painting, even foodstuffs so on. Generally, in self-cleaning phenomena, 
TiO2 materials show the super hydrophilic property by using of natural sunlight and rainwater. 
Some other applications, such as protection from corrosion of materials [176], medicals 
implantations, [177, 178] anti-fogging agent for cleaning the surface of glass and mirrors etc. 
Thus, TiO
2 is non-toxic and safe material, and can be dispersed easily. In pure form it is also 
used as a food additive [179] in pharmaceuticals, and in cosmetic products [180]. 
Furthermore, novel applications of TiO2 photocatalyst such as wettability patterning, 
offset printing plates recently have been applied by Nakata and Fujishima [181]. But the most 
importantly, TiO2 plays a very crucial role in the field of photocatalysis, specifically in the 
reduction of CO2 to fuel production. 
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4.3 CO2 problems and global strategies for energy crisis 
Emission of carbon dioxide (CO2) has become a great challenge in all over the world due 
to the increasing level of CO2 in atmosphere, which is being considered the main contributor 
amongst the greenhouse gases. French scientist Jean Baptiste Fourier first observed greenhouse 
effect in 1827. However, this effect caused by the greenhouse gases, the top most gas carbon 
dioxide (CO2), water vapor, ozone (O3), methane (CH4) and nitrous oxide (N2O), etc. The 
increase in the greenhouse effect constitutes about 70% of CO2 24% CH4 and about 6% of N2O. 
Furthermore, this increased concentration of carbon dioxide in the atmosphere is mainly due to 
burning of fossil fuels such as oil, coal, natural gas (land-use changes and cement manufacturing 
and deforestation also contribute which release about 6 gig tons (Gt) of carbon to the atmosphere 
each year). According to a climate simulation, [182] the atmospheric temperature raises about 
6ºC average at the end of this century. On the other side, IPPC has stated that global greenhouse 
gases (GHG) emissions should be reduced by 50 to 80% by the year 2050 [183]. 
 
 
Figure: 4.2 Actual world carbon dioxide emissions from fossil fuels, as shown in 
BP’S 2012.Statasitical Review of World Energy. Fitted line is expected trend in 
emission based on actual trend in emission from 1987-1997, equal to about 1 %per 
year. 
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Moreover, there is a slight alteration of release of CO2 into atmosphere over the period of 
1000 years to 20
th
 century. Since in 1000 (280ppmv) to (295ppmv) in 1900 [184] statistics based 
on antarctica ice core but suddenly increased in 1958 (315 ppmv) and further in 2004 (377 
ppmv) based on actual analysis in Hawaii [185]. CO2 intensities gradually increasing every year 
by year such as recently data figure out since October 2011-2013 the CO2 concentration shifted 
to (388.96, 391.01, 393.66ppmv) respectively. On the other hand, depletion of the energy sources 
is mainly concerned due to rapid increase in population worldwide, rise in public transportation, 
increase in economic, and the construction of plenty of industries, which released the toxic 
substances causes health as well as environmental problems [186]. In addition, other key cradles, 
which cause the CO2 emission, are the use of large amount of CO2.on industrial scale. However, 
CO2 is being used for a lot of applications such as metal industry, pulp, paper and electronics, 
health and chemicals etc. According to the Kyoto Protocol in 1997, if CO2 emission has risen at 
the average rate that they did during the 1987 to 1997 period (about 1% per year) thus, emissions 
in 2011 would be 185 lower than they actually were.  
While there were many other things going on at the same time that much higher rise in 
emissions in recent years is not an encourage sign. The Earth's energy requirements are estimated 
at 14 TW/y. By considering, the economic development, high consumption of fuel and 
constantly increasing number of people in the world, it is estimated that energy demand in 2050 
will be amount 28-30 TW/y. It is estimated, that in case of continued use of traditional energy 
sources by 2030, carbon dioxide levels will rise to 40 billion Mg per year. 
 
 
Figure: 4.3 The correlation of CO2 emissions with the world's population [187]. 
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The correlation of carbon dioxide emissions from the world's population is shown in Fig. 
4.3. Consequently, CO2 has two aspects, on one way it is very crucial for life existence, such as 
photosynthesis of plants, carbon cycle, many useful industrial applications, as well as on the 
other hand it has some drawbacks for instance, higher emission causes the global warming which 
currently has become a challenging phase for scientists, investigators and researcher etc. To 
tackle this problem, a lot of investigation has been carried out from last few decades by applying 
different technologies to control CO2 emission and convert it into valuable energy products. 
However, various possible strategies, which participate to conversion of CO2, are of great 
interest such as by physicochemical approaches, sustainable (or renewable) methanol synthesis 
and production of syngas (CO/H2) derived from flue gases, from coal, gas, or oil-fired electric 
power stations, as well as photochemical production of synthetic fuel [27]. To prevent a global 
warming issue, atmospheric scientists suggested that there should be reduction of our current 
level of CO2 emissions by about 60% while on the other hand, another study have proposed that 
not only greenhouse CO2 gas emissions reduction is the solution of this problem but organic 
matter associated with the fossil fuels combustion have greater impact on the climate change 
[188]. According to estimation, total emission of CO2 from the fossil fuels is about 23 Gt /year 
all around the world. Primarily source of this emission are connected with public electricity and 
heat production which are the main contributor of CO2 release almost 35%, along with public 
transport also discharge 24%, but another 40.1% of CO2 emission occur from manufacturing, 
industrial energy use, auto producers and other sectors etc. [92]. Nevertheless, photo technology 
is considered the most encouraging way to relief from CO2 emission. This higher concentration 
of CO2 in the atmosphere could be captured and stored by engaging various technologies [189]. 
Therefore, currently different modes are being applied for capturing of CO2, such as chemical 
and physical adsorption, [190] cryogenic process, [191] membrane separation, [192]. Moreover, 
newest way for CO2 capturing “ammonia scrubbing” is being established which in realization 
would improve the efficiency of this process [193]. Nonetheless, amongst all these technologies 
to reduce the CO2 emission, photocatalysis has been extensively used to tackle this problem as 
well as to provide sufficient energy for future. In this study, CO2 photocatalytic reduction was 
carried out with H2O vapor by using well known semiconducting catalyst titanium dioxide 
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(TiO2) under the UV light illumination to develop energy bearing products such as methane 
(CH4), methanol (CH3OH), hydrogen (H2) and carbon monoxide (CO) etc. 
4.4 CO2 conversion to fuel thermodynamics and kinetics 
aspects 
 
Carbon dioxide (CO2) is thermodynamically stable and chemically inert molecules with 
closed shell electronic configuration as well as linear geometry [194, 44]. CO
2 
photoreduction is 
not a single-step reaction. Upon transfer of one electron, the structure changes from linear to bent 
form. However, an extensive input of energy, optimized reaction conditions along with very 
active catalyst are needed for any chemical conversion of CO
2 to fuel. Despite that, chemical 
reactions are motivated only by difference in Gibbs free energy between reactants and products 
of the reaction process. A relationship between G-H i.e. Gibbs–Helmholtz is given as  
 
                                                              (   ) 
However, CO2 can be used as chemical feed stock to obtained the valuable products thus it 
should be noteworthy the relative stability of the final reaction products, as compared to the 
reactants. However, the bond between carbon and oxygen are very strong and significant energy 
must be input for their cleavage in terms of carbon reduction. Similarly, the entropy term (T△S
0
) 
does not participate to the thermodynamic driving force for any reaction of CO
2
 conversion. 
Significantly, one can then take the enthalpy term (△H
0
) as a good initial director for assessing 
thermodynamic stability and feasibility of any CO
2 conversions. Therefore, △G
0 only provides 
information as to the yield of products at equilibrium through the relationship and the kinetics of  
                                                                   (   )    
such a process is favorable for conversion of CO2 to CO. For instance, metal surfaces, or some 
other catalytic material, e.g. nanoscale metal particles encapsulated in nano-and mesoporous 
hosts [195, 54]. Additionally, conversion of CO2 is endothermic reaction e.g. the steam 
reforming of hydrocarbons to yield syngas and hydrogen [27]. 
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Figure: 4.4 Gibbs free energy for selected chemicals formation [27] 
 
The consistent CO
2 reforming of CH4 (so-called „dry reforming‟) illustrates the important 
reaction of CO
2 with a hydrocarbon, which will be of central importance to our considerations of 
converting CO
2 in flue gases to yield a chemical fuel. 
                                                           (   )  
Almost more than 20% energy is needed to convert CO2 reforming of CH4 than that of steam 
reforming process. Aforementioned, that the reaction give rise syngas but with different CO/H2 
molar ratio. By considering if thermodynamically CO
2 is used as a co-reactant with another 
substance that has a higher (i.e. less negative) Gibbs free energy, e.g. H
2 or CH4.  
        
 
 
                                         (   )      
Reaction of CO2 with H2 
                                              (   )   
Photocatalytic reduction of CO
2 with H2O into hydrocarbon fuels such as CH4 and CH3OH is an 
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uphill reaction with a highly positive change in Gibbs free energy. These hydrogen-bearing 
energy carrier products have their intrinsic chemical energy to promote the conversion of 
CO
2;the enthalpies of reaction for conversion of CO2 to CO, CH3OH and CH4 are illustrated 
below 
 
Figure: 4.5 Gibbs free energy of formation for selected chemicals. △H0 for the 
constituent elements is taken as the reference point [27]. 
 
Reaction of CO2 with H2O  
               
 
 
                                  (   )        
                                                    (   )  
For CO2 photocatalysis reducing agents are very crucial because of photocatalytic 
reaction depends on the reduction potential of reactants. The reduction potential of H2O to 
produce H2 is considerably lower (E
o
red 
=
 0 V) than the standard reduction potential of CO2 to 
generate CO−
2 (E
0
red
 = −1.9 V). However, H2O play a significant role as an excellent reducing 
agent than that of other reducing agents. Similarly, the fraction of formate increases and CO 
decreases by increasing the dielectric constant of the solvent. If high dielectric constant solvent is 
used the CO3
-
 anion radicals are stabilized by solvent which causes the weak interaction with 
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photocatalytic surface. Therefore, one, two, four, six and eight electron required for CO
2 
reduction and H
2
O oxidation at reduction potentials vs. NHE at pH 7 in gaseous and aqueous 
systems [44]. Similarly, reaction scheme of reduction/oxidation of CO2 and H2O with reduction 
potential values have been shown in the activation, dissociation of CO2 and decomposition of 
H2O (part below) on the catalyst surface. Therefore, any process, which inhibits electron-hole 
recombination, would greatly increase the efficiency of CO
2 photoreduction. The kinetics of CO2 
photoreduction is also dependent upon many other factors such as incident light intensity, 
absorption of photon flux by the photocatalyst, reaction condition, the specific surface area and 
particle size of the photocatalyst etc. However hydrogen formation is kinetically faster than 
methane formation, because eight protons and electrons are required for CH4 formation [146, 
196]. 
4.5 General principle and reaction mechanisms of TiO2 
for CO2 reduction 
 
Generally, photocatalysis is a process in which light radiations having energy (hv) equal 
to or greater than the band gap energy (Eg) of a semiconductor photocatalyst reaches on its 
surface resulting the generation of an electron (e−) /hole (h+) pairs [197, 198, 5]. Band gap is 
defined as “the distance between the top of the filled level of valence band (VB) to the bottom of 
the vacant conduction band (CB).” 
Generation of electron and hole  
     
             
→     (  )     (  )                                     (   )      
Recombination of electron and holes 
       
                    
→           (            )                       (    )    
Where, h is the Planck‟s constant (h = 6.63.10−34 J s−1), v is the frequency, e−represents a 
conduction band electron, and h+ represents a hole in the valence band. 
However, the photogenerated electrons and holes participate in various oxidation and 
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reduction processes for and H2O and CO2 respectively. This process proceeds simultaneously on 
the catalyst surface by competing with intermediate products to give rise final products. 
Moreover, if the charges fail to find any trapped species on the surface or their band gap energy 
is too small, then they recombine immediately releasing unproductive energy as heat [199]. 
Taking into consideration all these situation TiO2 catalysts are extensively studied for CO2 
reduction owing to its wide variety of properties. The rate of charge transfer depends on band 
edge position of the band gap and redox potential of the adsorbate species. Photogenerated 
electrons migrate to the surface and after they are trapped at the edge of the CB, they serve as 
reduction centers; the semiconductor donates electrons to acceptors. Likewise, the holes being 
trapped at the VB edges serve as oxidizing sites, photogenerated hole than reacts with electrons 
from donor species. If these electrons and holes could not find any proper place as trap center 
than they recombine in the volume of semiconductor called “volume recombination” or on the 
surface of catalyst is known as “surface recombination” [21].  
 
 
Figure: 4.6 Mechanism and pathways for photocatalytic reduction and oxidation 
processes on the surface of semiconductor photocatalyst. 
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However, the rate of recombination of e
-
/h
+ 
pair is two or three orders of magnitude faster 
than that of charge separation or charge transportation [200]. Hence, this is the major limiting 
step for reducing the efficiency of CO2 photoreduction. Although, any strategy that could inhibit 
the recombination of e-/h+ and participate the better transportation of the photogenerated 
charges will encourage the CO2 reduction. On the other hand, upon UV light excitation in Ti-
isolated species or Ti-oxide moieties is brought by an electron transfer from the oxygen (O
2
-) to 
(Ti
4
+) ions, resulting in the formation of pairs of trapped hole centers (O
2
-) and electron centers 
(Ti
3
+). These photogenerated e
-
/h
+
 pair is located very close to each other than the bulk TiO2 e
-
/h+ pair that are separated to conduction band and valence band respectively under the light 
irradiation. Thus, isolated Ti-oxide plays a vital role in photocatalytic reduction of CO2. The 
band gap of the semiconductor photocatalyst increases by decreasing the particle size. 
Accordingly, e
-
/h
+
 generation by UV light irradiation in the small particle size and highly 
dispersed titanium dioxide species show distinctive property and higher activities as compared to 
that e
-
/h
+
 produced in lager particle size TiO2 photocatalyst. 
 
 
 
Figure: 4.7 TiO2 electronic state changes from bulk to isolated molecular species 
[10]. 
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4.6 Adsorption of reactants (CO2 & H2O) on the surface 
of the photocatalyst 
 
Reactants are very crucial components for photocatalysis process but most importantly, 
the efficiency of adsorption on the surface of photocatalyst plays a significant role to produce 
organic compounds. During this photocatalysis reaction prior to start the reaction there must be 
equilibrium between the reactants such as CO2 and H2O. Moreover, H2O is the primary reactant 
since it is readily available, inexpensive, and nontoxic. However, H2O as reactant along with 
TiO2 offers a green chemistry approach for photocatalytic conversion of CO2 to fuel. Moreover, 
H2O is considered the excellent reducing agent than that of other solvents because of its high 
dielectric constant, which ultimately decreases the photocatalytic activity by making weak 
interaction with photocatalytic surface [148, 201]. The efficiency of reaction strongly depends on 
the molar ratio of H2O/CO2. With increasing the H2O/CO2 ratio photocatalytic activity of CO2 
increase linearly. But on the other hand, excessive amount of H2O suppress the activity. 
According to Anpo et al. the optimized ratio for CO2 conversion to fuel is 5.0 [16]. Furthermore, 
the yield of methane increased with increasing the H2O/CO2 ratio [202]. If H2O is used in very 
small amount, the production rate will decrease. Therefore, there should be an appropriate 
amount of H2O for CO2 reduction to fuel, which is very critical and significant step for 
photocatalysis. Instead, adsorption of CO2 in neglected in most of the literature, although CO2 
adsorption is also very crucial likewise H2O adsorption, so both of these reactants adsorption 
should be under consideration to start the reaction. However, these are primary steps, which 
intensely affect the photocatalysis reaction. Besides, CO2 and H2O under the UV light 
illumination undergo competition for reduction and oxidation process simultaneously on the 
catalyst surface to produce CO, CH4, CH3OH etc, on the conduction band as well as H2O oxidize 
to give rise H
+
, OH
-
 and O2 on valence band. Furthermore, these intermediates react with each 
other to form final photocatalytic products. 
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4.7 Activation, dissociation of CO2 and decomposition of 
H2O on the catalyst surface 
 
The CO2 photocatalysis is not only a single step reaction but it involves a series of steps 
before to endure photoreaction such as CO2 adsorption, activation, and dissociation ultimately to 
reach the final products formation. As it has been already mentioned, that the adsorption of CO2 
is also a very important alike that of H2O adsorption. After a good adsorbed surface of the 
catalyst, lead to activation of CO2. However, activation of chemically stable CO2 molecule 
begins multistep reactions. Similarly, when photocatalyst surface is excited by UV light 
irradiation, during this activation a photogenerated electron is transferred from photocatalyst 
(TiO2) surface to the lowest molecular orbital (LUMO) of CO2 to form CO2
•– where the linear 
structure of CO2 is changed to bent form due to repulsion between a lone pair of electron on the 
oxygen atom as well as an unpaired electron on the electrophilic carbon atom [203]. 
Additionally, it is reported that the non-linear structure of CO2 molecule on the surface of solid 
bases is destabilized than that of linear structure of CO2 [204, 194]. Likewise, breakage takes 
place between C–O bond and newly C_H bond formation occur. However, some investigators 
have anticipated that CO
2 activation to formation of a negatively charged CO2
•– species involves 
are 23 electron radical anions consecutively, [194] and various technologies have been applied 
for detection of formation of CO
2
•– species such as (IR) spectroscopy, [205] electron 
paramagnetic resonance (EPR) spectroscopy [206]. Nevertheless, activation of CO2 is a multi-
electron transfer process rather than a single electron transfer process. However, in the 
heterogeneous photocatalysis (gas-solid interface) an electron is transferred from CB of TiO2 to 
CO2 [Eq. (4.11)] to form of carbon dioxide anion radical CO2
•– at potentials as negative as –1.9 
which is highly endothermic and mainly connected with negative adiabatic electron affinity of 
gaseous CO2 as well as the interaction between CO2 and H2O [194, 44]. Additionally, CO2 after 
activation dissociate to give transitional product such as CO and O. Although, two electron and 
two protons are needed for the formation of CO, which is very important and most common, step 
in CO2 reduction [Eq. (4.12)]. However, it may be desorbed on the catalyst surface or further 
participate as an intermediate by-product to produce C, which is active species towards 
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hydrocarbons formation such as CH4, CH3OH, C2H6 and other lower chain alkanes. 
 
Figure: 4.8 Conduction band and valence band potentials, and band gap energies 
of various semiconductor photocatalystss relative to the redox potentials at pH = 7 
of compounds involved in CO2 reduction. (Adapted from Ref [207]). 
 
Photo reduction of CO2 E
0
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                                                          (    ) 
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Oxygen formation from H2O decomposition 
                                                                               (    ) 
 
Scheme 4.1: Reaction scheme of reduction/oxidation of CO2 and H2O with 
reduction potential 
 
Similarly, H2O is oxidized to H
+ 
and OH
- 
on the catalyst surface. CH4 and CH3OH are 
formed with 8 or 6 protons and electrons respectively. There might be another possibility for 
CH4 formation by multi steps reaction [Eqs. (4.16, 4.17)]. However, several reaction schemes for 
photocatalytic reduction of CO2 with H2O on the TiO2 photocatalysts have been reported by 
numerous researchers [84, 147, 89, 20, 10, 24]. Wide band gap semiconductors like (TiO2) are 
the most suitable photocatalysts for CO
2 photoreduction, because they provide sufficient 
negative and positive redox potentials in conduction bands and valence bands, respectively. In 
addition to these desired redox reactions, CO
2 photoreduction becomes more complex by some 
backward reactions. For example, the strong oxidation power of the photoexcited holes, protons, 
OH radicals, or O
2 could oxidize the intermediates and products to form CO2. 
 
4.8 Reaction intermediates and products formation 
pathways 
Various studies have been reported to investigate the surface reaction intermediates in the 
CO2 photocatalysis techniques over bare TiO2, micro or mesoporous titania silicates, and 
modified TiO2. Reaction intermediates strongly depend on the reaction media e.g. in solid-gas 
phase, CO2 reduction with the water vapor under the UV light irradiation involve the formation 
of CO2
–, C•, CO, HCO3
–, are the primary intermediates. Furthermore, (carbon radical) C• 
formed from CO. On the other hand, H2O decomposed simultaneously to produce H
+
 OH- 
radical owing to oxidation capability of holes or may produce O2. Then H
+
 reacts with electron 
to form H
•
radical. These radicals are considered the more active species which than reacts with 
CO
2
•–
 to give C. Therefore, this could be possible that C combined H
+
 consecutively along with 
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multi electrons to form of CH3
• radical. Here are two possibilities for CH3
• radical to reacts with 
OH• to form of CH3OH or CH3
• radical further reacts with H
•to form CH4. 
                                                    (    ) 
                                                                    (    ) 
                                                                  (    ) 
                                                                         (    ) 
                                             (    ) 
 
Moreover, (carbon monoxide) CO is considered as an intermediate product which might 
be desorbed on the catalyst surface or go to final product formation as CO. Additionally, H• can 
reacts with each other to form of H2 as a main fuel product and generated free oxygen [Eq. 
(4.19)] can participate in re-oxidation of methane which led to formation of CO2 in reverse 
reaction [104]. Consequently, photocatalytic products such as CH4, CH3OH, CO, H2 or O2 
obtained from CO2 reduction with H2O vapor under UV light irradiation as shown in the reaction 
mechanism scheme 7.9. On the other hand, Yang et al. [111] reported the reaction intermediates 
(CO, HCOH) in the isolated Ti mesoporous materials such as Ti-SBA-15. However, O2 
formation was also observed by many researchers but unluckily, in our work, we were unable to 
detect the O2 formation because of GC limitation although it is obviously produced during the 
reaction because photocatalyst deactivation and regeneration emphasized its formation. 
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5 Synthesis of photocatalytic materials for CO2 
reduction 
5.1 Materials and chemicals 
Pluronic, triblock copolymer (P123) poly (ethylene oxide)-poly (propylene oxide)-poly 
(ethylene oxide) as structure directing agent, P123 (EO
20
PO
70
E
20
, Aldrich), hydrochloric acid 
(HCl, 37%, Sigma Aldrich), tetraethyl orthosilicate (TEOS, 98%, Aldrich), potassium chloride 
(KCl, 99%, Sigma Aldrich), mesitylene (Aldrich), 1-butanol (99.5%, Fluka), and titanium tetra-
isopropoxide (TTIP, 98% Sigma Aldrich), Iso propanol (99.9% Sigma Aldrich, Ethanol (99.9% 
Sigma Aldrich), distilled water (DW), and commercial titania Degussa or Aeroxide P25 was 
obtained from Evonik. All these materials were used directly without any purification. 
5.2 Designs of photocatalysts by applying various 
synthesis routes 
A variety of photocatalysts have been successfully synthesized in this study by using 
different synthesis routes to enhance the photoactivity of CO2 reduction with H2O. These process 
involved hydrothermal treatment method, sol-gel method, Nano-casting/template method and 
incipient wetting method by following the sol-gel hydrolysis condensation of titania etc. 
 
5.3 Synthesis of mesoporous materials 
5.3.1 Background and photocatalytic properties of 
mesoporous materials 
According to the IUPAC definition, solids porous materials are classified into three 
groups based on their pores diameter [208]. 
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Pore size distribution according to (IUPAC) system 
Micropores/<2nm Mesopores/2-50nm Macropores/>50nm 
 
      
Zeolite, Activated     Mesoporous  Sintered metals and  
Carbon, Metal                                   Silica, activated                          Ceramics  
Organic framework                          Carbon 
However, synthesis of mesoporous materials was first demonstrated by Chiola et al [209]. 
In 1992, scientists in Mobil Oil Corporation reported a new group of mesoporous silicate 
molecular sieves, known as MCM41, which opened the new area in research field [210, 211]. 
Moreover, a lot of attention has been focused in the synthesis and further apply these materials 
for various applications [212-221]. Mesoporous materials have been widely used due to its 
various compositions in which the most important mesoporous titania is extensively accepted 
material and shows great potentials in various applications. Mesoporous structures with well-
defined morphology and owing to its better performance in photocatalysis are well known 
materials than that of non-mesos tructures materials [222-226]. However, hierarchical structures 
are responsible to enhance the interactions with numerous species as well as multiscale pores, 
which allow for the mass transportation. Moreover, the coexistence of multiscale pores enhances 
the diffusion of molecules through the porous matrices [227, 228]. Generally, surfactant-assisted 
self-assembly is crucial step for the synthesis of mesoporous materials with the well-designed 
composition, pore configuration and morphology [229]. Therefore, variety of surfactants with 
varied morphologies including micelles, vesicles, liquid crystals and other assemblies have been 
used by the interactions with co-templates such as hydrogen bonding, van der Waals forces, and 
electrostatic interaction [230]. However, mesoporous structures play a significant role in 
photocatalysis to the transportation of photo-generated e
-
/h
+ 
as well as prevent the recombination 
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of this charge carrier species. However, higher crystallinity, crystal structure distortion and the 
defects sites of the materials affect this characteristic. In addition, morphological properties such 
as surface area, particle size, surface structure and active sites on the surface are very important 
for photocatalysis. Despite, the various modification routes for mesoporous materials have been 
adapted to enhance photoactivity. Moreover, it has been proposed that a decrease in particle size 
could lead to a higher efficiency in photocatalysis [231, 232]. Theoretical models determine that 
particle size is an important factor for TiO2 photoactivity. However, an optimum particle size 
might exist between 25 and 40 nm, which is a result of competing effects of effective particle 
size on light absorption and scattering efficiency, charge trasportation, and higher surface area of 
photocatalyst [233]. A lot of mesoporous materials have been studied for photocatalysis but the 
previous works on the MCM-41 was carried out by Kresge et al. [234] due to its high specific 
surface area of the mesporous material which facilitate the more reactive sites at the surface of 
the photocatalyst and nano-scale channel wall of mesopores can assist the transfer of 
photogenerated electrons and holes to the surface, and inhibit the recombination in the bulk 
[235]. Such as many mesoporous titania based and other photocatalytic materials have been used 
in photocatalysis technique for H2 production from water splitting [235, 236-240] which 
indicates the better charge separation and transportation due to its wall thickness property, which 
reduced the duration of charge carrying as well. Consequently, mesoporous materials are 
considered the promising candidates for photocatalysis process. 
5.3.2 Synthesis of SBA-15-S and KIT-6 mesoporous materials 
Mesoporous materials Santa-Barbra-Amorphous-Spherical shaped (SBA-15-S) and 
Korean advanced Institute of Science and Technology-6 silica (KIT-6) were synthesized by 
hydrothermal treatment method. However, SBA-15-S was obtained according to the procedure 
reported by Wang et al. [241]. In a typical synthesis process, the molar ratio of the reactants was 
1TEOS:0.017 P123:0.6 mesitylene, xKCl: 5.85 HCl: 165 H
2
O, where x = KCl/TEOS molar ratio. 
4 g of P123 and a certain amount of KCl (x = 2) was dissolved in 120 g of H
2
O and 23.6 g of 
concentrated HCl at room temperature until the solution became transparent, then 3 g of 
mesitylene was added. After stirring for 2 h, 8.5 g of TEOS was added drop wise and stirred 
vigorously for 10 min. The mixture was then kept under static conditions at 35◦C for 1 day, 
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followed by another 24 h at 100◦C. The resultant precipitate was filtered, washed, dried and 
calcined at 550◦C for 5 h so that it could be used as a support. Furthermore, Korean advanced 
institute science and technology (KIT-6) material was synthesized according to the procedure 
reported in literature [242, 243] and also shown in Scheme 5.1. 
 
 
 
Scheme: 5.1 Synthesis of SBA-15-S and KIT-6 mesoporous materials by 
hydrothermal treatment method. 
 
Typically, in this process, 6 g of P123 was dissolved in 217 g of distilled water and 11.8 
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g of concentrated HCl, and 6 g of 1- butanol was added under stirring at 35◦C. After 1h of 
stirring 12.9 g of TEOS was added drop wise at 35◦C. The mixture was stirred for 24 h at 35◦C. 
The final solution was transferred to a Teflon bottle and heated at 100◦C for 24 h. The solid 
product obtained after the hydrothermal treatment was filtered, dried and calcined at 550◦C for 5 
h so that it could be utilized as a support material. 
5.3.3 Synthesis of novel Ti-SBA-15-S and Ti-KIT-6 
materials 
 
The purpose of synthesis of Ti based mesoporous materials was to investigate the two 
variables, increasing the Ti ratio and effect of calcination temperature on mesoporous materials. 
However, Novel Ti-SBA-15 & Ti-KIT-6 materials were prepared after the hydrothermal 
treatment of (SBA-15 and KIT-6) respectively, and was filtered, dried and/or calcined at 550 °C 
for 5 h mesoporous materials with different Si/Ti ratios such as (200, 100, 50). The dried and 
calcined KIT-6 materials were then treated with Titanium (IV) iso propoxide (98%) at different 
Si/Ti ratios (200, 100 and 50) and finally calcined to achieve Ti-KIT-6 following the roughly 
procedure 1 g SBA-15 was dissolved in 80 ml solvent (ethyl alcohol absolute (C
2
H
5
OH) by 
using the titanium precursor i.e. titanium isopropoxide (TTIP), while different amount of TTIP 
were diluted and thoroughly mixed in 10 ml absolute ethanol. This solution was then added to 
the suspension and stirred continuously, for 30 min to avoid agglomerates formation. 
Furthermore, by using a static stirrer, the solution was heated at 60-70◦C to promote evaporation 
of the solvent. Afterward, paraffin film was used to cover the mouth of the beaker protect 
solution from environmental pollutants by constantly heating and stirring for next 30 mints. 
Subsequently, the solution were transferred into a Teflon bottle and situated in the Rota vapor at 
80◦C overnight to complete the solvent vaporization. Finally, the solid product obtained after 
hydrothermal treatment was calcined at 550 ◦C for 5h with a heating ramp of 3◦C/minute as 
shown in the scheme: 5.2. Thus, Ti-SBA-15 dried and calcined materials with various ratios 
(200, 100, 50) were obtained successfully which were further utilized for photocatalytic 
reduction of CO2 to fuel formation. Similarly, Ti-KIT-6 mesoporous materials were synthesized 
according to procedure recently reported in [244] both dried and calcined form having the same 
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molar ratio of Si/Ti (200, 100, 50) but notably KIT-6 mesoporous material was used instead of 
SBA-15 to obtained the final Ti-KIT-6 mesoporous photocatalyst. Mesoporous silica, KIT-6 
possesses large pores with thick pore walls, high hydrothermal stability, high specific surface 
area (800m
2
/g) and large pore volume (almost 1 cm
3
/g). However, all these characteristics of 
KIT-6 material showed the better photoactivity than of SBA-15 material, which are 1-D, or 2-D 
mesopores structures. 
 
 
 
Scheme: 5.2 Synthesis of Ti-SBA-15-S and Ti-KIT-6 mesoporous materials. 
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5.3.4 Synthesis of titania nanoparticles (TNPs) 
Titania nanoparticles (TNPs) were synthesized by sol-gel method. Generally, the sol-gel 
method has been extensively used amongst the other variety of methods for synthesis process. It 
is because of many advantageous of relatively low cost, very flexible applicability to obtained 
wide range of sizes and shapes of the materials. In this process, the dispersion of colloidal 
particles suspended in Brownian motion within a fluid matrix then first converts to viscous gels 
and subsequently to solid material during the sol-gel process [245]. Titanium dioxide (TiO2) on 
small scale (200 mL gel) was synthesized by following the procedure published by Hussain et al. 
[43]. Typically, synthesis process involved by homogeneously mixing a solution of micro-
filtered water (Milli-Q) with isopropanol as well as a solution of titanium tetra iso propoxide 
(TTIP) in isopropanol. The solutions were prepared separately under nitrogen flux to control 
alkoxide reactivity with humidity and moreover, hydrochloric acid (HCl) was added at different 
initial concentrations as a hydrolysis catalyst and de-agglomeration agent. TTIP/isopropanol 
concentration was taken equal to 1M/L to obtain the maximum TiO
2 yield (1M), whereas the 
water and hydrochloric acid concentration were chosen in order to obtain a water to precursor 
ratio as following W=[H
2
O]/[TTIP]=4 while acid to precursor ratio, H=[H+]/ [TTIP] was set to 
0.5. The two solutions of TTIP and water in isopropyl alcohol were stored in four identical 
syringes and fed at equal flow rates in the Vortex reactor where were mixed by using this set-up 
as shown in the Fig. 5.1. Equal volumes of reactant solutions (i.e.100 ml) were mixed at equal 
flow rates at 25◦C in a Vortex reactor (VR) and then for both configurations the solutions exiting 
the reactor were collected in a small vessel gently stirred. The VR used in this work is 
constituted by a cylindrical chamber of 12 mm in diameter and 3mm in height; four reactant 
streams are fed tangentially at opposite sides of the reactor through four pipes of 3 mm of 
diameter, whereas the mixed solutions leave the reactor from the bottom through an outlet pipe 
of 3 mm of diameter. The TTIP conversion into TiO
2 through hydrolysis and condensation can 
be summarized into the following global chemical reaction: 
   (     )                                         (   )    
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Figure: 5.1 Schematic diagram for synthesis of titania nanoparticles (TNPs) by 
Sol-gel method (Adapted from Ref [43] modified form). 
 
As it is well known, that a very fast chemical reaction characterized by equilibrium 
completely shifted toward the products, as TiO
2 is a thermodynamically very stable substance, 
thus resulting in almost 100% yield. The mixed solutions (i.e. gel) were then dried using a Rota 
vapor. Complete drying was obtained at 150◦C overnight. The resulting dried powders were 
eventually calcined at 500◦C for 3h to obtain the solid/powder titania nanoparticles. 
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5.3.5 Synthesis of Meso.TiO2 photocatalyst by 
Nanocasting/template method 
 
Mesoporous TiO2 /KIT-6 photocatalytic material was synthesized by using mesoporous 
silica KIT-6 as template as shown in the scheme 5.3.  
 
 
 
Scheme: 5.3 Synthesis of Meso. TiO2/KIT-6 materials by nanocasting/template 
method [247]. 
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KIT-6 mesoporous silica material, after passing the hydrothermal treatment, solid 
products was filtered, dried and finally calcined at 550°C for 5h. Furthermore, Meso.TiO2 
obtained by using KIT-6 replication according to the following procedure reported in the 
literature [246] but notably meso porous silica i.e. KIT-6 was used in this study instead of SBA-
15 as a silica template and Titanium (IV) isopropoxide (TTIP, Sigma Aldrich.98%) was used as 
the TiO2 precursor. However, the solid products obtained was filtered, dried and calcined at 500 
°C/3h. Afterwards, the samples were washed with 2M NaOH solutions as well as with distilled 
water to remove the silica impurities and then subsequently dried to obtain final Meso.TiO2/KIT-
6 material. Meso.TiO2/KIT-6 material is the exact copy of the template KIT-6 material as 
reported by Lee et al. [247]. 
 
5.3.6 Synthesis of mesostructured TiO2/KIT-6 
nanocomposite series 
 
Mesostructured TiO2/KIT-6 nanocomposite titania series were synthesized by sol-gel 
hydrolysis and condensation of TTIP, applying different wt% of the TiO2 using, titanium (IV) 
isopropoxide (TTIP, Sigma Aldrich.98%) as a precursor. To obtain the supported TiO
2
/SiO
2 
materials, the required amount of titanium tetra isopropoxide (TTIP) such as 1, 5, 10, 20, 30, 50, 
70, and 90wt% was used with silica KIT-6 materials. Typically, synthesis process was followed 
by according to procedure reported in [248] instead SBA-15, KIT-6 mesoporous material was 
used as a support due to its 3D pore structures which provides the enough space for the 
dispersion of TiO2 into meso porous channels. The mixture obtained, was centrifuged or filtered 
and the recovered solid was dried at 110
o
C. . The synthesis procedure is shown in scheme 5.4 as 
well as in Fig. 5.2. Furthermore, 20% TiO2 has been found to be the optimized photocatalyst for 
CO2 photo reduction with H2O vapor under the UV light illumination to renewable fuel products 
such as CH4, CH3OH, CO and H2. Moreover, optimized 20%TiO2/KIT-6 was calcined further at 
different calcination temperature (e. g 500, 600 700, and 800
o
C/3h) to acquire the higher 
crystallinity as well as tested for CO2 photocatalytic activity. Satisfactory results were obtained 
shown in the results and discussion part. 
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Scheme: 5.4 Synthesis of nanostructured TiO2/KIT-6 materials. 
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Figure: 5.2 Synthesis routes for nanostructured TiO2/KIT-6 photocatalysts. 
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6 Characterization of synthesized photocatalytic 
materials 
 
6.1 Textural structural properties of the synthesized 
photocatalytic materials  
 
6.1.1 N2 adsorption/desorption analysis 
The textural properties of the synthesized photocatalytic materials have been observed by 
Micromeritics Tristar II, USA (surface area and porosity) instrument. The BET specific surface 
area (SBET), pore volume (PV) and average pore diameter (APD) were measured on the powder 
materials which had previously been outgassed at 150°C for 2h using Micromeritics Flow Prep 
060, USA (sample degas system), by means of N2 sorption at 77 K shown in Fig.6.1. N2 
adsorption/desorption is important phenomena, which is very useful to characterize porous 
materials allowing for the determination of specific surface area, pore size distribution and pore 
volume. Generally, in physio sorption (physical adsorption), there is a weak Van der Waals 
attraction between the adsorbate and the solid surface. When a gas or vapor phase is brought into 
contact with a solid and part of it is taken up and remains on the outside attached to the surface in 
the form of mono, bi or multilayer formation is called “adsorption” and the reverse process is 
called “desorption”. Specific surface area was measured by SBET measurement, pore size 
distribution, were calculated by using the Brunauer-Emmet-Teller (BET), BJH, 
adsorption/desorption isotherms of the mesoporous materials showed the type IV isotherm 
obtained from Barrett-Joner-and Halenda (BJH) adsorption and desorption calculation. 
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Figure: 6.1 N2 adsorption/desorption analysis apparatus (a, right) outgassing 
station, (b, left) analysis station. 
 
6.1.2 Field Emission Scanning Electron Microscopy (FE-
SEM) analysis 
Field emission microscopy is an analytical technique used to investigate the molecular 
surface structures and their electronic properties. However, Leo Supra 55 field emission scanning 
electron microscopy (FE-SEM, Zeiss Merlin) was used to observe the morphology of the 
synthesized photocatalytic materials. Typically in a field-emission, cathode in the electron gun of 
scanning electron microscope provides narrow probing beam at low and high electron energy, 
resulting in both resolution samples is being protected from charging as well as damage. In such 
a way, high quality, low voltage images are obtained with very negligible electrical charging of 
sample. In addition, SEM also provides some information about the pore size and the 
connectivity of the pores but it is rarely used for pore analysis. 
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Figure: 6.2 FE-SEM analysis technique: (a, right) analyzer (b, left) sample 
holder. 
 
6.1.3 X-ray Diffraction (XRD) analysis 
XRD is analytical technique used to identify the crystallinity of the crystalline materials. 
However, the powder X-ray diffraction (XRD) patterns of modified titania mesoporous materials 
were recorded by X‟Pert Phillips diffraction using Cu Kα (λ=1.54173Å) radiation, under the 
following conditions: 2θ, (10–90°) with step size =0.02 for WAXS. Moreover small-angle X-ray 
scattering (SAXS) patterns of the materials were recorded on a Phillips instrument at 2θ=0.2–
3.5° in order to determine the different polymorphs or crystallinity of the samples. 
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Figure: 6.3 XRD analysis technique (a, right) external view (b, left) internal 
components with sample holder. 
 
6.2 Chemical, structural properties of synthesized 
photocatalytic materials  
To investigate the chemical structural and electronic properties of synthesized 
photocatalytic materials various technologies for instance, UV-Vis, TEM, XPS, FT-IR, 
technologies have been applied to further investigate the chemicals properties of the 
photocatalyst. 
6.2.1 Ultraviolet-Visible Spectroscopy (UV-Vis) analysis 
To observe the absorption or transmission of UV-Vis light, the UV-Vis diffuse 
reflectance spectra of TiO2/KIT-6 nanocomposite were recorded using a Varian model Cary 500 
spectrophotometer with a quartz cell suitable for measuring powders. The accurate absorption of 
the UV-Vis light can be calculated by using the following equation.  
      
  
 
  
       
 
                                                    (   )  
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Εbg = Band Gap energy in eV 
h = Planck's constant = 6.63 x 10 
-34
 Js 
c = speed of light = 3 x 10 
8
 m/s 
λ = wavelength in nm 
When photons are absorbed by the photocatalyst in a certain range of wavelengths, after 
the absorbance in the ultraviolet photons you may get a trend of the absorbance as a function of 
wavelength, generally the curve increases to a maximum and thereafter decreases rapidly making 
the tangent that best approximates the curve in the descending tract is possible to derive the value 
of the characteristic wavelength. Consequently, the band gap energy between the valence band 
and conduction band can be derived using the above equation. 
6.2.2 Transmission Electron Microscopy (TEM) analysis 
Transmission electron micrographs (TEM) of the support material and Ti-based 
mesoporous samples were collected from the thin edges of the sample particles using a TEM 
Philips CM12, with a LaB6 filament, double tilt holder, operating at 120 kV. Generally, TEMs 
work by using a tungsten filament or LaB6 filament, which produces an electron beam in a 
vacuum chamber. The emitted electrons are then accelerated through an electromagnetic field, 
operating at 120 kV that also narrowly focuses the beam. The beam is then passed through the 
very thin sample material (less than 100nm). Then electrons that pass through the sample hit a 
phosphor screen, CCD or film and produce an image, which can be observed by on the screen. If 
the sample has less density, more electrons get through and the image is brighter and clearly can 
be seen. On the other hand, a darker image is produced in areas where the sample is denser and 
therefore, less passage of electrons could „not produce the clear image. TEM provides the 
important information regarding the pore size; pores connectivity of the samples having less than 
5nm pore size can be measured easily if sample contains the ordered pores. 
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Figure: 6.4 TEM analysis technique. 
 
6.2.3 X-ray Photoelectron Spectroscopy (XPS) analysis 
Elemental composition of the mes porous titania samples were recorded using a PHI 5000 
Versa Probe (USA), with a scanning ESCA microscope fitted with an Al monochromatic X-ray 
source (1486.6 eV, 25.6 W), a beam diameter of 100 μm, a neutralizer at 1.4 eV, 20 mA, and in 
FAT analyzer mode.  
 
6.2.4 Fourier Transforms Infrared (FT-IR) analysis 
Fourier transforms infrared (FT-IR) spectra of the support and Ti-KIT-6-mesoporous 
materials were collected at a resolution of 2cm
-1
 on a Perkin Elmer FT-IR spectrophotometer 
equipped with an MCT detector to determine the structures of molecules with the molecules‟ 
characteristic absorption of infrared radiation such as the information about the nature of the 
surface oxygen or hydroxyl groups. Infrared spectrum is molecular vibrational spectrum. When 
exposed to infrared radiation, sample molecules selectively absorb radiation of specific 
wavelengths, which causes the change of dipole moment of sample molecules. Consequently, the 
vibrational energy levels of sample molecules transfer from ground state to excited state. The 
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frequency of the absorption peak is determined by the vibrational energy gap. The number of 
absorption peaks is related to the number of vibrational freedom of the molecule. The intensity of 
absorption peaks is related to the change of dipole moment and the possibility of the transition of 
energy levels. The common used region for infrared absorption spectroscopy is 4000~500 cm
-
1 
because the absorption radiation of most organic compounds and inorganic ions is within this 
region. 
6.3 Primary photocatalytic reaction system set-up 
 
The schematic representation of the experimental system set-up is shown in Fig. 6.5. 
 
Figure: 6.5 Schematic diagram of primarily CO2 photocatalytic reduction system 
set-up. 
 
Photocatalytic reaction system set-up consists of a Pyrex glass reactor (transparent to UV 
light). From one side it is connected to a Gas Chromatograph (Varian CP-3800) equipped with 
capillary column (CP7381, fused silica) and flame ionization detector (FID) with a patented 
ceramic flame tip for ultimate peak shape and sensitivity used to analyze composition of gas 
products and from other side it has connection with water (H2O) bubbler which allow to pass 
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water vapor passing from reactor along with gas (CO2) making a homogeneous mixing to 
establish the equilibrium. Glass reactor with a photocatalyst dispersed at its bottom is located 
inside an irradiation box where there is an UV lamp (Osram Ultra Vitalux, 300 W has a mixture 
of light of UVA with a range of 320-400 nm and UVB with 290-320 nm wavelength which 
produces 13.6 and 3.0 W radiations respectively, is situated at the top of the irradiation box. 
 
 
Figure: 6.6. Major components of primarily CO2 photocatalytic reduction system 
set-up: (a), water bubbler (b), Pyrex glass reactor (c), UV light source (d), UV 
irradiation box (e), GC (only FID detector). 
 
However, the moisture silica adsorbent filter was used to adsorb the moisture contents to avoid 
damage of GC devices. Furthermoreover, reactor was connected to a Teflon bottle containing de 
ionized water and a gas cylinder supplying a highly purified carbon dioxide (99.999%) gas. 
Hence, the water bubbler permits to feed the enough amount of water vapor necessary to the CO
2 
reduction but excess of water vapor suppressed the photocatalytic reaction The temperature in 
the reactor was measured by a thermocouple while a mass flow controller (MFC, Bronkhorst 
high tech) was used to regulate CO
2 flux to the reactor. 
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6.4 Modification of the photocatalytic reaction 
system set-up 
Photocatalytic reaction system set-up has been modified to synthesize hydrocarbons such 
as CH4 and CH3OH (which were the main products obtained from primarily reduction system) 
and another valuable fuel products (H2, CO) after modification by using TCD detector. However, 
there were several deficiencies in the previous system set-up to get all these desired products, 
modification of reaction system was very necessary step to improve the photocatalytic efficiency 
from CO2 reduction is shown in the Fig. 6.7 and 6.8. This set-up includes a Pyrex glass reactor, 
connectors, mass flow controllers (Bronkhorst, High-Tech), a water bubbler and a UV lamp 
(Newport/Oriel Instrument USA 200 W with focusing lens assembly or Osram Ultra-Vitalux 300 
W). 
 
 
Figure: 6.7 Schematic diagram of optimized photocatalytic reaction system set-up 
for CO2 reduction. 
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The set-up also includes a CO2 gas cylinder (99.99 %), and a Hellium (He) gas cylinder, 
a gas chromatograph (GC, Varian CP-3800) equipped with a capillary column (CP7381), a 
flame ionization detector (FID) and a thermal conductivity detector (TCD). 
 
 
Figure: 6.8 Additional components of modified CO2 Photocatalytic reduction 
system set-up: (a), water bubbler (b), Pyrex glass reactor (c), UV 300W (d), UV 
irradiation box (e), GC with FID+TCD detectors (f), Additional moisture filter (g) 
UV 200W lamp. TM*(Thermometer). 
 
A photocatalytic reaction was performed in the reactor, which contained 0.2 or 0.5 g of 
photocatalyst. The reactor and lines were purged with a He flow to remove the trapped air and 
the impurities. CO2 gas 100 % pure or after dilution (20 %) with He, was introduced into the 
reactor after having passed through the water bubbler and ensuring it was adsorption-desorption 
balanced in order to saturate the catalysts with CO2 and H2O. Heating system was used to 
maintain the water bubbler temperature (controlled by thermometer) to produce enough amount 
of water vapor. 
Furthermore, an additional moisture filter was used to prevent the moisture, which could 
damage the GC components. However, an improved photocatalytic CO2 reduction results were 
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attained after the modification of photocatalytic reaction system set-up. Moreover, when 
equilibrium was reached, the UV light was turned on and the reaction products were analyzed by 
means of GC. Blank tests were also conducted to ensure that the products were due to the 
photocatalytic reaction. The blank tests consisted of a UV-illumination without the photocatalyst 
and a reaction in the dark with the photocatalyst. Additionally, 200W UV source was used for 
comparison of the activity tests in Meso.TiO2/KIT-6 materials. 
6.5 Gas chromatographic analysis (GC) 
Gas chromatography (GC) is a gas separation technique in a chemical analysis. This 
process is based on the principle, that the analyses compounds separated are dispersed through 
two different phases; one is "mobile phase" (a gas chromatograph uses gas as mobile phase 
which is called carrier gas and is stored in a high pressure cylinder) and another "stationary 
phase" respectively. However, GC permits to separate the gas and volatile substances. In a single 
process, mixture can be separated into its individual components and through a detector (FID) to 
identify the hydrocarbons and (TCD) detector is used to see the hydrocarbons as well as non-
hydrocarbons as well. However, a known amount of gas is injected and fixed (so 
"instantaneous") in column (formed by a capillary tube in numerous windings until arriving to a 
length of several meters) and eluted in it by means of the carrier gas (carrier gas that should be 
inert with respect to the other components present). The column has a filling fixed bed that 
interacts with components of the test gas with adsorption and desorption. The affinity of each 
component with the fixed phase determines a speed of elution (and thus a residence time in the 
column). Having the rate of elution various components, they will come out from the column at 
different times [249] to identify and quantify each compound. For a good analysis it is therefore 
necessary to adjust the parameters GC, in particular the temperature of the oven (which affects 
the volatility of the components, on elution times and the index of resolution R, which defines 
the overlap / distance between two peaks) and the flow rate of the carrier gas. Analyzer is then 
used to the individual components and it allows measuring the quantity. There are several 
methods: TCD, FID, ECD, FPD and others. In this case we make use of two methods TCD and 
FID [250]. 
FID: (Flame Ionization Detector); the carrier gas and the hydrogen component are mixed 
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with the output of a nozzle and then ignited in the presence of a stream of air. The combustion 
produces ions that are collected by a pair of polarized electrodes, producing an electrical current 
that represents the signal. This analysis is destructive and therefore not applicable to inorganic 
compounds that do not burn the precisely, hydrocarbons such as CH4 and CH3OH etc. 
 
 
Figure: 6.9 Schematic diagram of gas-chromatography system set-up (a), carrier 
gas (b), syringe injection, (c), column, (d), column oven, and analyzer, (f), control 
panel, (g), computer for data storage. 
 
TCD: (Thermal Conductivity Detector) is a method able to detect any component (in 
particular inorganic molecules, but also hydrocarbons) and non-destructive. However it is used to 
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measures the difference in thermal conductivity between the component and the carrier gas 
through measures of electric resistance, and is therefore able to determine the amount present. 
The potential variation due to the variation of thermal conductivity represents the signal such as 
H2, N2, O2, CO, CH4 and CO2 etc. Oxygen and nitrogen derived from the air that inevitably 
remains trapped in the system and are monitored as a rebuttal of leaks.  
Moreover, a column chromatography system consists of the following constituents such 
as a mobile phase, a pump, a column, a detector and a system to analyze data, as shown in the 
Fig. 6.9. The abscissa to which it has the maximum of the peak identifies the elution time of the 
substance, which allows for the qualitative identification; calculating the area under the peak, 
however, one can derive the amount of substance eluted. It is therefore required careful 
preliminary calibration to identify the characteristic time is injected into the GC pure component, 
and to convert the value of the area (in volts / sec) in the number of moles (or ppm) samples are 
carried out at different known concentrations, thus obtaining an equation of conversion. The 
main problems of this type of analysis are therefore the distance between the peaks, which must 
be sufficient so as to have no loss of resolution; the background noise of the signal, in fact, the 
GC is able to detect very small amounts, but these may be covered by the noise on the signal; the 
incompatibility with the water, so it is necessary to place a filter at the entrance of the sample gas 
with the risk that this also withholds other substances of interest. [251]. In addition to, there are 
two types of gas chromatography.Gas-liquid chromatography (GLC) and Gas-solid 
chromatography (GSC). GLC is the chromatography type used for most GC analyses. There are 
several non-volatile compounds that can be separated with both GC and LC but these need to be 
derivative before GC separation. The capillary columns in GC have higher separation 
efficiencies than LC columns. This is the reason why GC is used to handle multicomponent 
mixtures. The most common carrier gas, used to transport volatile substances through the 
column, is helium, nitrogen and hydrogen. These gases are inert and do not react with sample or 
the stationary phase. For GC separation, several detectors have been developed and can be 
employed; these can be classified in two main types, Concentration sensitive detectors and Mass 
sensitive detectors. Nowadays, the most used detectors, in combination with gas 
chromatography, are mass spectrometer (MS). 
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7 Results and discussion 
7.1 Photocatalytic activity tests for highly dispersed 
isolated Ti mesoporous materials for methane and 
other fuel products 
 
7.1.1 Characterization of synthesized mesoporous 
photocatalytic materials 
 
Primarily, characterization of the synthesized mesoporous silica materials were made by 
Brunauer–Emmett–Teller (BET) specific surface area (SBET), pore volume (PV), average pore 
diameter (APD), isotherms and pore size distributions on the powder materials, which had 
previously been outgassed at 150 °C using a Micromeritics FlowPrep 060, USA (sample degas 
system), by means of N2 sorption at 77 K on a Micromeritics Tristar II, USA (surface area and 
porosity) instrument.  
The physical and textural properties of the mesoporous materials (SBA-15-S, KIT-6) and 
Ti-mesoporous silica series were obtained by means of N2-sorption and are shown in Table 7.1 
SBA-15-S and KIT-6 have shown different and large surface areas (SBET), pore volumes (PV) 
and average pore diameters (APD) on the basis of their characteristics. However, there was a 
significant decrease in the surface area (SBET), pore volume (PV) and average pore diameter 
(APD) of SBA-15-S in the Ti-SBA-15-S-calcined series of photocatalysts, which is due to the 
increased Ti content in the rigid 1-dimensional or 2-dimensional (1-D or 2-D) calcined structure 
of SBA-15-S. A similar decreasing trend in the physical properties was also observed in Ti-SBA-
15-dried series. However, due to the dried bulk structure, there was easy incorporation of Ti. 
Since due to the restructuring and final calcination, the overall physical properties were higher in 
this case. 
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A noticeable decrease can be seen in the physical properties of KIT-6, after Ti 
incorporation with different Si/Ti ratios. The SBET and PV of the Ti-KIT-6 (dried) materials were 
slightly higher than those of the Ti-KIT-6 (calcined) ones, which might be due to the easy 
incorporation of Ti in the dried weak structure of KIT-6. 
 
 
Figure: 7.1 N2 adsorption/desorption isotherm and pore size distribution trends of: 
(a, b) SBA-15-S calcined and Ti-SBA-15-S-calcined series, (c, d) Ti-SBA-15-S-
dried series, (e, f) KIT-6 calcined and Ti-KIT-6-calcined series (g, h) Ti-KIT-6-
dried series. 
 
However, Ti can be trapped in the bulk of the dried KIT-6 material, but not in that of the 
rigid structure of the calcined KIT-6 one. The average pore diameter did not change significantly 
and remained uniform, which might be due to the three-dimensional (3-D) pore structure of KIT-
6, which is able to accommodate the uniform isolated-Ti dispersion. The porous and textural 
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properties of the mesoporous silica and Ti-mesoporous silica materials were examined by means 
of N2 adsorption/desorption isotherms at 77 K and pore size distribution (PSD), as shown in Fig. 
7.1. SBA-15-S and KIT-6 before Ti incorporation showed the typical reversible type IV 
adsorption isotherms defined in IUPAC [252]. The type IV isotherm also provides useful 
information on the mesoporous structure through its hysteresis loop [252, 243]. 
 
Table: 7.1: Physical properties of the synthesized mesoporous materials 
 
SBET (BET specific surface area in m
2
/g); PV (cumulative pore volume in cm
3
/g); APD (average 
pore diameter in nm) 
 
According to the IUPAC classification of adsorption hysteresis, SBA-15-S and Ti-SBA-
15-S showed a type IV isotherm, but hysteresis of the H2 type, with a sharp inflection at a 
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relative pressure in the 0.6–0.9 range, which is indicative of a high quality mesoporous material 
with uniform mesopores, as shown in Fig. 7.1a, c. However, unlike the Ti-SBA-15-S-dried 
series, there was a significant decrease in the volume adsorbed of the Ti-SBA-15-S-calcined 
series and the hysteresis loops were slightly changed, which are in accordance with the physical 
properties shown in Table: 7.1. However, a similar decreasing trend in case of PSD has been 
observed as shown in Fig.7.1b, d. Unlike SBA-15-S, the adsorption branch of each isotherm in 
KIT-6 and Ti-KIT-6, showed a sharp inflection at a relative pressure in the 0.5–0.80 range, 
which means a typical capillary condensation within uniform pores with a typical H1 type 
hysteresis loop, and which points out large channel like pores with a narrow pore size 
distribution as can be seen in Fig. 7.1e, g. Although there was decrease in the volume adsorbed 
by increased Ti content, however, all the Ti-KIT-6 materials preserved the hysteresis shapes and 
positions. Similarly, regardless of the decrease in volume due to Ti addition, the Ti-KIT-6 
materials also preserved the PSD due to the 3-D pore structure, which can be seen in Fig. 7.1f, h 
and are in agreement with the results shown in Table 7.1. 
Fig. 7.2 shows the morphologies of the mesoporous silica and the Ti-mesoporous silica 
(calcined or dried, Si/Ti=100). As shown in Fig. 7.2a, b, SBA-15-S has a spherical morphology 
in agreement with Wang et al [241]. It has well-dispersed microspheres with a limited dispersion 
of the particle size in the 2–3 µm range, together with a high yield of almost 100 %. However, Ti 
incorporation in SBA-15-calcined (Si/Ti=100) not only changed the morphology of SBA-15-S, 
in which the particles were much grown to larger spherical rigid particles, but also Ti was not 
dispersed uniformly and many agglomerates could be seen within the spherical rigid silica 
particles Fig. 7.2c, d. Unlike to the Ti-SBA-15-calcined (Si/Ti=100), the Ti-SBA-15-dried 
(Si/Ti=100) has shown more uniform morphology with comparatively better-dispersed Ti Fig. 
7.2e, f which is in agreement with the results discussed in Table 7.1 and Fig. 7.1. The 
morphology of KIT-6 is shown in Fig. 7.2g, h and is consistent with that shown in the literature 
[253]. As shown in Fig. 7.2i–l, after Ti incorporation, no significant difference was observed in 
the morphology of KIT-6, which indicates that Ti was very well dispersed within the 3-D 
structure. 
In optimization point of view, Ti-KIT-6-calcined series have been found better than all 
other materials, both in characteristics, as well as in activity (which will be discussed hereafter). 
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Figure: 7.2 FE-SEM images of bare and Ti incorporated mes porous materials: 
(a, b) SBA-15S, (c, d) Ti-SBA-15S calcined Si/Ti=100, (e, f) Ti-SBA-15S dried 
Si/Ti=100 (g, h) KIT-6, (I, j), Ti-KIT-6 calcined Si/Ti=100, (k, l) Ti-KIT-6 dried 
Si/Ti=100. 
Therefore, further characterizations have been done only for the Ti-KIT-6-calcined series 
to explore the most optimized Si/Ti ratio out of 200, 100 and 50 ratios for further optimization. 
The UV-Vis. spectra of the Ti-KIT-6-calcined (Si/Ti=200, 100, 50) are shown in Fig. 7.3. 
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Figure: 7.3 UV-Vis spectra of Ti-KIT-6 photocatalysts with different Si/Ti (200, 
100, 50) ratios. 
 
It has been observed that, with the increased Ti content, the absorption spectra are shifted 
to higher wavelengths for an absorption edge wavelength change from 320 to 372 nm data 
shown in Table 7.2 that is moving towards the trend of pure TiO2. Therefore, it can be observed 
that this increased Ti might also have more chance of making the agglomerates of TiO2 with the 
moisture present during the synthesis. The band gap energies of the Ti-KIT-6 materials, 
corresponding to a band gap of 3.33-3.87 eV, which is the characteristic band gap of Ti-silica, 
are shown in Table 7.2. The variation in the band gap is due to the TiO2 agglomerates that have 
formed, as already mentioned, and which will be dealt with in more detail hereafter. Mesoporous 
structure in the KIT-6 material has been confirmed by TEM analysis, which also shows isolated 
Ti dispersion within the KIT-6 structure. The successful formation of the KIT-6 structure with an 
ordered array of mesopores can be seen in Fig. 7.4a, which shows the centers of two adjacent 
pores about 10 nm apart; a pore diameter of 6 nm can also be seen. APD finding is also in 
accordance with the results obtained from N2-sorption Table 7.1 as well as with that reported in 
literature [242]. 
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Table: 7.2 Comparison of band gap energies, surface hydroxyl groups and Ti 
(2p3/2) and O (1s) atomic concentrations of different Ti-KIT-6 materials. 
 
 
n d ( not determined) 
The TEM images of Ti-KIT-6-calcined (Si/Ti ratios of 200,100 and 50) have been shown 
in Fig. 7.4b, c, d. Ti-KIT-6 (200) shows a uniform Ti dispersion with hardly any Ti 
agglomeration, which indicates the preserved structure of the KIT-6, as is confirmed by the 
mesoporous channels of KIT-6, which are shown in Fig. 7.4b. Ti-KIT-6 (100) has a similar 
tendency to Ti-KIT-6 (200) in which a good dispersion of isolated Ti and mesoporous structure 
preservation is obvious Fig. 7.4c 
Unlike to Ti-KIT-6 (200) and Ti-KIT-6 (100), it can also be observed that the mesopore structure 
of KIT-6 is partially collapsed/damaged in Ti-KIT-6 (50), (top right corner in Fig. 7.4d. due to 
the higher Ti content than for the other two ratios. However, higher Ti contents cause the 
structure or morphology of the material collapse which has adverse effect on the photocatalytic 
activity of CO2 reduction. 
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Figure: 7.4 TEM images of: (a) KIT-6-calcined, (b) Ti-KIT-6-calcined 
(Si/Ti=200), (c) Ti-KIT-6-calcined (Si/Ti=100) and (d) Ti-KIT-6-calcined 
(Si/Ti=50). 
 
Despite the isolated Ti species being dispersed on the KIT-6 support material, some Ti-
O-Ti/TiO2 agglomerates which were not seen in Ti-KIT-6 (200, 100), but only in Ti-KIT-6 (50) 
have also been observed and are shown in the small insert in Fig. 7.4d. This is due to the 
increased Ti, which is not uniformly dispersed, and either produces Ti-O-Ti agglomerates or 
forms TiO2 due to the moisture present during the synthesis. 
In order to confirm the TiO2 formation, which was observed in TEM analysis, XPS analysis of 
the Ti-KIT-6 materials (Si/Ti ratios of 100, 50) was performed as shown in Fig. 7.5. The overall 
XPS spectra of the Ti-KIT-6 (Si/Ti=100), Ti-KIT-6 (Si/Ti=50) is shown in Fig. 7.5a and b, 
respectively. The deconvoluted XPS spectra shown in Fig. 7.5c,d and values in Table 7.2 
indicates that, for an increased Ti content of Si/Ti = 50, the Ti (2p3/2) line was shifted to 458.0 
eV, which is close to the binding energy of Ti (2p3/2) of pure TiO2. It can be seen in Fig. 7.5e, f 
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and Table 7.2, the deconvoluted XPS spectra of Ti-KIT-6 (Si/Ti ratios of 100 and 50), depicted 
two peaks at 533 eV, for Si-O-Si and 530.8 eV corresponding to Ti-O-Ti. 
 
.  
Figure: 7.5 (a, b) Overall XPS spectra of the Ti-KIT-6 (Si/Ti=100, 50 (c, d) Ti 
(2p3/2) deconvolution (e, f) O (1s) deconvolution spectra. 
 
These indicate that there is more free TiO2 phase formation in Ti-KIT-6 (Si/Ti=50) than 
in Ti-KIT-6 (Si/Ti=100) material. This is also in accordance with the findings of the UV-Vis. 
and TEM analysis techniques. Fig. 7.6 shows the FT-IR spectra of the KIT-6 and Ti-KIT-6 (Si/Ti 
= 200, 100 and 50) materials. The IR spectra of the KIT-6 mesoporous silica showed bands at 
498 and 1268 cm−1, which correspond to Si-O-Si [254]. The band at 1631 cm−1 is due to the 
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OH from the water occluded in the KIT-6 pores, whereas at 961 cm−1, it is from Si-OH. The 
region from 3100 to 3600 cm−1, which centered in these spectra at 3342 cm−1, should be 
attributed to hydroxyl groups from silanols as well as OH of adsorbed water, whereas stretching 
at 3742 cm−1 is due to the free OH groups [254, 255]. 
 
 
Figure: 7.6 FT-IR analysis spectra of KIT-6 and Ti-KIT-6 (Si/Ti = 200, 100, 50 
ratios) materials. 
 
The Ti-KIT-6 sample showed an additional stretching at 961 cm−1, which corresponds to Ti-O-
Si [254] whereas, Ti was attached through the OH groups of the KIT-6 silica. An increase in the 
intensity of the peak has been found for an increase in the Ti content for Si/Ti ratios of 200 to 50, 
which is generally considered as proof of Ti incorporation in the framework of KIT-6. However, 
an additional stretching of Ti-O-Ti has been observed at 435 cm−1, due to the increased Ti 
content in Si/Ti = 50. The OH groups that correspond to the adsorption power of the material 
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were also increased in the Ti-KIT-6 samples from Si/Ti ratios of 200 to 100 and then slightly 
decreased in the 50 ratio This increase in OH groups might be associated with the good 
dispersion of isolated Ti species on KIT-6 with Si/Ti = 100 than other ratios, which might 
increase the adsorption capacity of water or hydro philicity of the material. 
7.1.2 Blanks tests or pre illumination of photocatalysts 
Primary, photocatalytic reduction set-up is shown in Chapter 6 and Fig. 6.1. Blank tests 
for CO2 photocatalytic reduction were conducted with catalyst in the absence of UV light or as 
well as without catalyst under UV light illumination with water vapor and all the other 
conditions of the reaction remained constant which indicates that no photocatalytic products 
obtained which, strongly emphasized that the photocatalytic products are only due to CO2 
reduction and H2O oxidation process in the presence of light. Most significantly, hydrocarbons 
and other fuel products such as (CH4, CH3OH, H2 and CO) were analyzed the main 
photocatalytic product in all the reaction experiments from CO2 reduction with H2O vapor. 
However, blank tests have been conducted for all the photocatalyst prepared in this study before 
to start the photocatalytic reaction. Consequently, in all cases it was proved that no products 
obtained without incomplete reaction condition. 
7.1.3 Photocatalytic activity of CO2 reduction with H2O on 
highly dispersed isolated mesoporous materials to 
methane formation 
Photocatalytic reduction of CO2 with water vapor on highly dispersed isolated Ti 
masoporous material (Ti-KIT-6) both in dried and calcined forms showed the better activity 
towards the methane formation shows the production rate of the CH4 formation that originated 
because of the unique properties of the charge transfer excited state, i.e., (Ti
3
 +–O−)* of the 
tetrahedral coordinated titanium oxide species within the silica frameworks. It can be seen that 
Ti-KIT-6 (calcined or dried) (Si/Ti = 100) shows higher activity than the Si/Ti ratios of 200 or 
50. This is due to the combined contribution of the high dispersion state of the Ti-oxide species, 
which is caused by the large pore size with a 3D channel structure and the lower formation of Ti-
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O-Ti or TiO2 agglomerates, as was confirmed by TEM and XPS analysis. In addition, Fig. 7.7© 
shows a high CH4 production for Ti-KIT-6 (Si/Ti = 100) with more concentrations of OH groups 
than the other ratios obtained from the FT-IR of the materials, which actually affect the 
adsorption properties of the water on the catalyst surface [10]. The ratio between H2O and CO2 is 
another parameter that determines the selectivity of CH4 or CH3OH. When H2O/CO2 is high, the 
selectivity for CH4 formation becomes higher [5]. On the basis of the Ti shown in Fig. 7.7(d) 
However, it can be stated that the above-mentioned optimized photocatalysts showed better 
activity than the best commercial TiO2 (Degussa P25). 
 
 
Figure: 7.7. Methane formation comparison by photocatalytic reduction of carbon 
dioxide and water (a) Ti-KIT-6 (dried)(Si/Ti = 200, 100, 50 ratios), (b) Ti-KIT-6 
(calcined)(Si/Ti = 200, 100, 50 ratios), (c) effect of OH groups on activity and (d) 
activity comparison on Ti basis with commercial Degussa P25. 
 
Moreover, the results are comparable with other results reported in literature for TiO2 as a 
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photocatalyst [16], Ti-zeolites or Ti-MCM-41 [10] for this application. The optimized Ti-KIT-6 
(Si/Ti = 100) showed relatively better CH4 production than the conventional materials, which 
indicates its importance in the future research and applications. 
7.1.4 Optimization of synthesized mesoporous materials 
Mesoporous silica materials SBA-15S and KIT-6 were synthesized successfully by 
hydrothermal method. Moreover, these mesostructures were used as support material for the 
synthesis of isolated Ti-SBA-15S and Ti-KIT-6 both in dried and calcined meso structured 
materials with various Si/Ti ratios (200, 100, 50). Primary characterization and photocatalytic 
activity of CO2 reduction showed that Ti-KIT-6 with 100 ratio calcined was superior in activity 
toward methane production than that of other Ti based materials having Si/Ti other than 200, 50 
as can be seen in Fig. 7.7b.  
 
 
Scheme: 7.1 Optimization of Ti-mesoporous silica photocatalysts. 
 
Chapter 7 
120 
 
However, further characterization was made only for Ti-KIT-6 calcined Si/Ti = 100 ratio to 
further explore the chemical properties of the material. Moreover, optimization of the reaction 
conditions is very helpful to achieve more desired fuel in economical way. Subsequently, Ti-
KIT-6 with 100 ratio calcined was found to be the superior in activity not only in methane 
production but towards the other fuel products such as CH3OH, H2 and CO as shown in the Fig. 
7.8e. 
7.1.5 Photocatalytic activity of CO2 reduction on highly 
dispersed isolated Ti mesoporous materials towards 
fuel formation 
The reaction results of the synthesized photocatalysts are shown in Fig. 7.8a, b, c, d, e, f. 
Blank tests conducted without photocatalysts as well as the reactions in the dark with catalysts 
have shown no product formation, which indicates that the products obtained during the reaction 
were merely photocatalyst based. Fig. 7.8a, b, c shows a comparison of the production rate 
obtained after 3 h of reaction from the CO
2 photocatalytic reduction with H2O vapors in the 
presence of Ti-KIT-6 (dried, Si/Ti = 200, 100, and 50 ratios) photocatalysts. As can be seen, CH
4 
was the main product, whereas H
2
, CO, and CH
3
OH (vapors) were also obtained during the 
reaction when using either Ti-KIT-6 (dried, Si/Ti = 200) or Ti-KIT-6 (dried, Si/Ti = 100) 
materials. However, H
2 increased and CH4 decreased when Ti-KIT-6 (dried, Si/Ti = 50) was 
used. As already mentioned in the characterization part pertaining to the UV-Vis, TEM, and XPS 
analyses, this phenomenon might be due to the TiO
2 cluster formation caused by the increased Ti 
content in the Si/Ti ratio of 50, which favors a greater H
2 formation [256]. A similar trend of 
activity was also observed when Ti- KIT-6 (calcined, Si/Ti = 200, 100, and 50 ratios) was used. 
However, overall, the Ti-KIT-6 (calcined, Si/Ti = 200, 100, and 50 ratios) materials show higher 
activity than the Ti-KIT-6 (dried, Si/Ti = 200, 100, and 50 ratios) materials. This might be due to 
the fact that some of the Ti species in Ti-KIT-6 (dried, Si/Ti = 200, 100, and 50 ratios) materials, 
which were not accessible on the surface for the reaction, might have been trapped in the bulk 
dried KIT-6 powder during the synthesis. However, this might not be the problem in the case of 
Ti-KIT-6 (calcined, Si/Ti = 200, 100, and 50 ratios), where the 3-D pore structure was fully 
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developed in the calcined KIT-6. Therefore, the greater number of accessible active sites in Ti-
KIT-6 (calcined, Si/Ti = 200, 100, and 50 ratios) than that in Ti-KIT-6 (dried, Si/Ti = 200, 100, 
and 50 ratios) may have caused higher activity. Moreover, it is clear that Ti-KIT-6 (calcined or 
dried, Si/Ti = 100) shows a higher activity than the Si/Ti ratios of 200 and 50, because of the 
combined contribution of the high dispersion state of the Ti oxide species, which is due to the 
large pore size with a 3-D channel structure, and the lower formation of Ti-O-Ti or TiO
2 
agglomerates, as confirmed by UV-vis, TEM, and XPS analyses. Moreover, the high production 
of CH
4 for Ti-KIT-6 (Si/Ti = 100) with greater concentrations of the OH groups (2 nm
−1) than 
the other ratios (Si/Ti = 200 and 50 = 1.5 and 1.2, respectively) obtained from the FT-IR of the 
materials actually affects the adsorption properties of the water on the catalyst surface [10] 
Competitive adsorption between the H
2
O vapors and CO
2 is another parameter that can 
determine the selectivity of CH
4 or CH3OH. CH4 formation selectivity becomes higher as H2O 
vapor adsorption increases due to the greater concentration of OH groups or hydro-philicity of 
the material [5]. 
 
Figure: 7.8 Comparison of fuel formation after a 3-h photocatalytic reduction of 
CO2 and H2O vapors (a-c) Ti-KIT-6, dried, Si/Ti = 200, 100, and 50 ratios and (d-
f) Ti-KIT-6, calcined, Si/Ti = 200, 100, and 50 ratios. 
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The main desired product is CH4 as it has a greater energy or heat content [257] than H2 
or the produced syngas (CO + H2), whereas CH3OH (vapors) is a minor product. Moreover, these 
photocatalytic results are comparable with the other results reported in the literature concerning 
the use of TiO2 [16]. Ti-zeolites or Ti-MCM-41 [10], were used as a photocatalyst for this 
application. The optimized Ti-KIT-6 (Si/Ti = 100) showed a relatively better CH4 production 
than the conventional photocatalytic materials, a result that is explained more clearly by 
examining the reaction mechanism. 
7.1.6 Photocatalytic proposed reaction mechanism of CO2 
reduction with H2O to fuel products formation 
The photocatalytic reduction mechanism of CO2 with H2O vapor is a complex 
phenomenon, where two aspects regarding the rate-limiting step should be taken into 
consideration. CO2 is a thermodynamically stable and chemically inert compound and it is 
difficult to oxidize or reduce it to various intermediate chemicals under normal operating 
conditions. As shown in [Eq. (7.1)], a single electron reduction of CO2 to an anion radical CO2
−
 
has a very strong negative electrochemical potential of -1.90V [24] which is thermodynamically 
unfeasible for any semiconducting material to provide a single photo generated electron to a CO2 
molecule. 
 
            CO2 + e
-     →      .CO2
-   
                 (E
0
redox = -1.90 V)                          (7.1) 
        2H
+ 
+ 2e
-        →       H2
 
                       (E
0
redox = -0.41 V)                          (7.2) 
CO2 + 2H
+ 
+ 2e
-   →       CO + H2O
   
         (E
0
redox = -0.48 V)                          (7.3) 
CO2 + 8H
+ 
+ 8e
-   →     CH4 + 2H2O
   
       (E
0
redox = -0.24 V)                          (7.4) 
CO2 + 6H
+ 
+ 6e
-   →     CH3OH + H2O
   
   (E
0
redox = -0.38 V)                          (7.5) 
 
Unlike to CO2, the standard potential of H2O to generate H2 is much lower and is viable. Even 
though it is unfeasible to transfer a single photogenerated electron to a CO2 molecule, it is 
possible to conduct the proton-assisted transfer of multiple electrons. Therefore, as it has been 
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shown in [Eqs. (7.2) and (7.3)], H2 and CO formation is comparatively favorable as they need a 
lower number of electrons and protons [158] while CH4 and CH3OH require more electrons and 
protons and are difficult to form as shown in [Eqs. (7.4) and (7.5)]. In this context, the best 
possible way of activating the inert CO2 molecule for reduction purposes is to adsorb it on the 
surface of any semiconductor, which lowers its energy barrier [44]. 
Therefore, in the current work, the adsorption of CO2 and H2O is the main focus. Fig. 7.9 
shows the reaction mechanism with the detailed steps and necessary pathways to achieve the 
required energy bearing products. Hence, before starting the reaction, the CO2 and H2O vapors 
were adsorbed to obtain a good adsorption of these reactants on the photocatalyst surface. 
However, as can be seen in Fig. 7.9, H2O, as a polar (1.85D) molecule shows a greater tendency 
to be adsorbed than CO2, which has a lower dipole moment (0D); it indicates that both H2O and 
CO2 compete for adsorption. Moreover, the carbene pathway has been found to be well-suited in 
the present contest, as CO2 photocatalytic reduction active sites are isolated tetrahedrally 
coordinated Ti
+4
 centers which are embedded in silica/zeolite matrices [44]  
 
 
 
Figure: 7.9 Proposed reaction mechanism and pathways of CO2 reduction and 
H2O oxidation with Ti isolated titania to fuel formation. 
 
The quantum confinement effects in these spatially separated „single-site photocatalysts 
upon UV light absorption, cause charge-transfer excited states to be formed. Reaction 
mechanism shown in Fig. 7.9 indicates that, these excited states, i.e., (Ti
3+–O−)*, contain the 
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photo generated electron and hole which are more localized on neighboring atoms [44, 94] and 
are very closer than in bulk semiconducting materials, where the charge carriers are free to 
diffuse. Also, the lifetime of the excited Ti
3+–O− is found to be 54 µs [7]. 
This lifetime is substantially higher than that of bulk TiO2 powder, which is instead of a 
nanosecond order. Therefore, these active sites in Ti-KIT-6 materials, i-e, (Ti
3+–O−)*, are more 
energetic and longer living than in bulk TiO2. As shown in Fig. 7.9, CO2 and H2O are being 
adsorbed on the surface of the photocatalyst, with competitive adsorption, due to their different 
dipole moments. The active sites for the adsorption of the reactants are Ti-OH. As the UV light  
is turned on, the adsorbed CO2 and H2O vapors interact with the photo excited active sites, i.e. 
(Ti
3+–O−)*. This induces the formation of intermediates, including CO, which can be an 
intermediate as well as a released product, which is shown in Fig. 7.9. Ultimately, C, H and OH 
radicals are formed which can further combine to form other products, such as CH4, H2 and 
CH3OH. Therefore, the adsorption and the concentration of OH groups play a key role in the 
reaction mechanism to achieve selective products. 
 
7.1.7 Optimization of the key parameters that influence the 
reaction activity 
The photocatalytic reaction was further improved by using the diluted CO2 (20 %) in feed 
to increase the concentration of H2O vapors in the reaction. The optimization step improved the 
fuel products; however, optimizing the factors, which affect the photocatalytic activity, further 
increased the photocatalytic efficiency. These factors including UV light sources and their 
intensities, H2O/CO2 ratios, various catalyst shapes used (powder, pellets, film) along with water 
vapor play a crucial role for CO2 reduction therefore the water vapor effect as well as the catalyst 
activation and regeneration is taken into observation. These factors are briefly explained below. 
 
7.1.7.1 Different UV light sources (200W, 300W) 
The main factor that directly affects the initiation of a photocatalytic reaction is light, 
either it is UV or solar light. In photocatalytic reactions, UV lights are of common sources of 
illumination and usually provide 100-400 nm range of wavelength. Moreover, usage of light with 
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a shorter wavelength for irradiation, is definitely more effective but not economical. Therefore, 
the selection of the optimum light for a specific semiconducting material in a photocatalytic 
reaction is of vital interest. Two different types of UV lamps with similar UVA and UVB ranges 
but different in intensities and temperatures and with powers of 200 and 300 W have been 
exploited in the current work to explore and optimize the effect of light on the catalytic activity. 
The difference in the production rates and a comparison of the average production rates of the 
products obtained from optimized Ti-KIT-6-calcined (Si/Ti=100) photocatalyst is shown in Fig. 
7.10. The results indicate that the 300 W lamp is more useful in this reaction than the 200 W 
lamp. The 300 W lamp has more photon power, more UVB intensity and produces a higher 
temperature, which boosts the CO2 reduction path. Therefore, more fuel products are produced 
when the 300 W lamp is used than that of 200W lamp. 
 
 
Figure: 7.10 The UV light source effect on the activity of the optimized Ti-KIT-6-
calcined (Si/Ti=100) photocatalyst: (a, c) 200 W UV lamp, (b, d) 300 W UV lamp, 
at standard operating conditions with 20 % CO2, 0.2 g of photocatalyst, 50 mL/min 
flow rate, H2O/CO2=0.1. 
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7.1.7.2 Various UV light intensities effect 
Another factor that affects the reaction is the light intensity. As the light intensity 
increases, the number of generated photons increases, and this leads to more electron-hole pairs 
being excited with high energy [258] The effect of light intensity on the production rate and 
average production rate of the products via optimized Ti-KIT-6-calcined (Si/Ti=100) 
photocatalyst is shown in Fig. 7.11. Three different distances (70, 35 and 10 cm) have been 
investigated between the lamp and the catalyst in the reactor to acquire different light intensities. 
As shown in Fig. 7.11a and d, products formation is lower at a distance of 70 cm. Moreover, the 
reaction kinetics is slower, due to the low light intensity. However, as can be observed in Fig. 
7.11b and e, when the distance is reduced to 35 cm, the light intensity increases and the 
production rate increases remarkably with faster reaction kinetics and long-term product 
formation stability. 
 
 
Figure: 7.11 Effect of different UV light intensities on the activity of the optimized 
Ti-KIT-6-calcined (Si/Ti=100) photocatalyst: (a, d) 70 cm, (b, e) 35 cm, (c, f) 10 
cm, at standard operating conditions with 20 % CO2, 0.2 g of photocatalyst, 50 
mL/min flow rate, H2O/CO2=0.1, 300 W UV lamp. 
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Fig. 7.11c and f shows that, as the distance is further decreased to 10 cm, the product formation 
increases and very fast reaction kinetics occurs at the beginning of the reaction process, which is 
due to the increased light intensity. However, in this case, after 3 h of illumination, the reaction 
shows a deactivation trend, which could be caused by the rapid saturation of the active sites, due 
to the fast reaction kinetics and increased temperature from the light. 
 
7.1.7.3 Different H2O/CO2 ratios 
H2O is very crucial component in the CO2 reduction process but an appropriate amount of 
H2O with CO2 could enhance the photoactivity to obtain the photocatalytic products. However, 
recent research indicates that H2O vapors have shown a green chemistry approach towards CO2 
reduction to fuels; however, reaction is mainly dependent on the H2O/CO2 molar ratio [259]. 
 
Figure: 7.12 Effect of different H2O/CO2 ratios on the activity of the optimized Ti-
KIT-6-calcined (Si/Ti=100) photocatalyst: (a) 0.1, (b) 0.2, (c) 0.3 (d) 0.4, at 
standard operating conditions with 20 % CO2, 0.2 g of photocatalyst, 50 mL/min 
flow rate, 300 W UV lamp. 
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The effect of different H2O/CO2 ratios on the activity of the optimized Ti-KIT-6-calcined 
(Si/Ti=100) photocatalyst is shown in Fig. 7.12. Different ratios were explored to achieve the 
best ratio to maximize the fuel products. Fig. 7.12a-d indicates that CO2 conversion increases as 
the H2O/CO2 ratio increases from 0.1 to 0.3, whereas, an excessive amount of H2O 
(H2O/CO2=0.4) has comparatively suppressed the overall reaction, which is in agreement with 
the literature [155]. 
 
7.1.7.4 Various shapes of photocatalysts (powder, pellets and 
thin film) 
Another key parameter to be optimized is the shape of a catalyst that affects product 
formation as is the potential use of the catalyst for commercial applications. [260, 90] 
Photocatalytic activity of CO2 redution towards fuel formation by powder form catalyst is very 
lower than that of pellet and thin film. The powder form of the catalyst has been compared with 
that of pellets (500 micron) and thin film, as shown in Fig. 7.13a-f. The pellets and thin film 
showed comparatively higher activity than the powder shape of the photocatalyst, which is in 
accordance with the literature [90, 151]. In pellets and film shapes of the photocatalyst, the better 
exploitation of the surface that is available for the adsorption of CO2 and H2O, and the better 
penetration of the UV light, which is necessary to initiate a photocatalytic reaction are the main 
causes of the superior activity. Moreover, better reaction kinetics and better long-term 
photocatalytic stability have also been observed for the pellets and thin film than for the powder 
as well as economical point of view, pellets and thin films are more favorable than powder form. 
Chapter 7 
129 
 
 
Figure: 7.13 Effect of different catalyst shapes of the optimized Ti-KIT-6-calcined 
(Si/Ti=100) photocatalyst on the activity: (a, d) powder, (b, e) pellets, (c, f) film, at 
standard operating conditions with 20 % CO2, 0.2 g of photocatalyst, 50 mL/min 
flow rate, H2O/CO2=0.1, 300 W UV lamp. 
 
7.1.7.5 Confirmation of water vapor effect on the activity and 
catalyst deactivation/regeneration 
Water vapors have a significant role in CO2 photocatalytic reaction to fuel products. This 
essential role of water vapor has been confirmed, which is shown in Fig. 7.14. This indicates that 
the reaction could not pursue in the absence of water vapors as well without UV light. Moreover, 
as shown in Fig. 7.14, the color of the photocatalyst changed and a slight photocatalytic 
deactivation was observed. The deactivation mechanism is not still clear, but could be due to the 
partial saturation of the active sites for adsorption, on the photocatalyst surface, with 
intermediate product/by-product/mixture formation. Moreover, after formation, some products as 
CH3OH and CO were supposed to be not desorbing fully from the catalysts surface and could be 
re-oxidized back into CO2 through the O2 produced during reaction [100]. The deactivated 
catalyst was naturally dried for 24 h. After the regeneration, this acquired again more than 90 % 
of the activity, which indicates that most of the adsorbed species were desorbed away. However, 
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for a more clear understanding about the deactivation, a separate in-depth study is recommended 
to explore the exact nature and the causes of these deactivating species. 
 
Figure: 7.14 Confirmatory test of effect of water vapor on the activity of the 
optimized Ti-KIT-6-calcined (Si/Ti=100) photocatalyst, and catalyst deactivation/ 
regeneration. 
 
7.1.7.6 Stability test of optimized photocatalyst  
The final stability test of the optimized Ti-KIT-6-calcined (Si/Ti = 100) photocatalyst 
under the optimized reaction conditions such as with 0.2 g pellets, with 20% CO2, 50 mL/min 
flow rate, H2O/CO2 = 0.3, and 300W UV lamp with 35 cm distance was performed to observed 
the stability of the catalyst for extended reaction time of 10 h instead of 5h of the normal reaction 
time. It has shown in Fig. 7.15, that there is a slow deactivation trend than the reaction under the 
standard operating conditions. This indicates that the deactivation is not only due to a single 
factor but various another reaction conditions participate to deactivate the catalyst. Therefore, it 
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is not yet clear that which factors contribute in the deactivation process. However, a depth-study 
for understanding the phenomena should be under consideration. 
 
Figure: 7.15 Stability test of the optimized Ti-KIT-6-calcined (Si/Ti = 100) 
photocatalyst under the optimized reaction conditions for 10 h of the reaction: 0.2 
g pellets, with 20% CO2, 50 mL/min flow rate, H2O/CO2 = 0.3, 300W UV lamp 
with 35cm distance. 
 
7.2 Photocatalytic activity tests for Meso. TiO2 materials 
towards hydrocarbons and syngas formation 
 
7.2.1 Characterization of Meso. TiO2 photocatalytic 
materials 
The Brunauer–Emmett–Teller (BET) specific surface area (SBET), pore volume (PV), 
average pore diameter (APD), isotherms and pore size distributions (PSD) were measured on the 
powder materials, which had previously been outgassed at 150°C using a Micromeritics Flow 
Prep 060, USA (sample degas system), by means of N2 sorption at 77 K on a Micromeritics 
Tristar II, USA (surface area and porosity) instrument. 
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The XRD patterns were recorded in order to determine the different polymorphs, on an X‟Pert 
Phillips diffraction using Cu Kα radiation, under the following conditions: (10–90 °) 2θ, with 
step size =0.02 as well as the small angle X-ray scattering (SAXS) patterns of the materials were 
recorded on a Phillips instruments at 2θ=0.2-3.5°. However, the morphology and the meso 
porous structures of the prepared samples were observed by means of a Leo Supra 55 field 
emission scanning electron microscopy (FESEM, Zeiss Merlin). The UV-Vis diffuse reflectance 
spectra were recorded using a Varian model Cary 500 spectrophotometer with a quartz cell 
suitable for measuring powders. Deep study on TiO2 shows that the morphology parameters 
affecting the photo activity include primary and secondary particle size, particle shape and 
porosity. Moreover, a decrease in primary particle size increases the surface area and has a 
generally beneficial effect on the photo activity [261]. Therefore, obtaining nano-TiO2 with high 
surface area/or porosity was the primary objective of this study to apply further for CO2 
photocatalytic reduction. Table 7.3 shows the physical and textural properties of the three 
different TiO2 materials, which were obtained by means of N2 sorption. 
Table: 7.3: Physical properties of the various TiO2 (Degussa P25, TNPs and 
Meso. TiO2) 
 
SBET (BET specific surface area in m
2
/g); PV (cumulative pore volume in cm
3
/g); APD (average 
pore diameter in nm), E.g. (Band gap energy) 
 
Moreover, as further shown in Table 7.3, EDX analysis of Meso.TiO2 confirmed that the 
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silica template (KIT-6) was removed and the resultant material is pure TiO2. TNPs have a three 
times higher surface area than the Aeroxide P25 TiO2, which is due to the smaller nano particles 
morphology of TNPs than the Aeroxide TiO2, which will be further discussed in the FE-SEM 
section. However, mesoporous TiO2 showed even higher surface area than TNPs and 
approximately four times higher than Aeroxide P25 due to the meso porosity. The larger surface 
area is associated with its meso porosity as it contains 4.7 nm average pore diameter. Fig. 7.16 
shows the FE-SEM images of the three TiO2 materials being studied. 
 
 
Figure: 7.16 FE-SEM images showing difference in morphology/structure: (a), 
Aeroxide P25 TiO2, (b,) TNPs, (c), Meso. TiO2. 
 
In Fig. 7.16a, Aeroxide P25 contains agglomerates of 55-76 nm nanoparticles with an 
average particle size of 70 nm. However, as shown in Fig. 7.16b TNPs is a combination of 9-15 
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nm nanoparticles with an average particle size of 11 nm, which is much smaller than Aeroxide 
P25 TiO2. Meso.TiO2 is a porous material same as to KIT-6 silica template and 4 nm meso pores 
has been observed as shown in Fig. 7.16c. 
Fig. 7.17 shows the phase composition by XRD patterns of TNPs, Meso.TiO2, 
commercial Aeroxide P25 TiO2 by Evonik, and 100% anatase TiO2 by Aldrich as a reference 
material to compare with other synthesized materials.  
 
 
Figure: 7.17 XRD patterns of different TiO2 materials: (a) Aeroxide P25 and 
100% anatase TiO2 by Aldrich, (b) TNPs, (c) SAXS analysis of KIT-6 template and 
replica Meso. TiO2. (d) Meso. TiO2. 
 
It has been observed that P25 TiO2 is a mixture of anatase and rutile (70:30 %). TNPs 
show a similar anatase to rutile mixture (80:20 %) as obtained by X‟Pert analysis. However, 
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Meso.TiO2 also shows anatase-rutile mixture with more anatase and less rutile content (90:10 
%). It is generally accepted that anatase shows a higher activity than rutile, for most 
photocatalytic reaction systems [262]. This enhancement in photoactivity has been ascribed to 
the fact that the Fermi level of anatase is higher than that of rutile, while rutile is usually less 
active due to the fact of fast e
-
 and h
+
 recombination [263]. P25 TiO2 has set the standard for 
photo reactivity in various applications [264]. This is a non-porous 70:30 % (anatase to rutile) 
material. Despite the presence of the rutile phase, this material has proved to be even more 
reactive than single-phase anatase [262]. Therefore, a mixed anatase-rutile phase seems to be 
preferable to enable some synergistic effects for photocatalytic reactions since the conduction 
band electron of the anatase partly jumps to the less positive rutile part, thus reducing the 
recombination rate of the electrons and positive holes in the anatase part. The synthesized TNPs 
and Meso TiO2 are actually characterized by the similar anatase-rutile mixture. Moreover, as 
shown in Fig. 7.17c by SAXS, Meso.TiO2 is also the exact replica of KIT-6 silica; hence it 
retains the characteristics of the parent template. 
Fig. 7.18 and Table 7.3 show the UV vis. absorption spectra of the three TiO2 materials 
and their corresponding band gap energies. 
 
Figure: 7.18 UV-Vis. spectra of the (a) Aeroxide P25 TiO2, (b) TNPs, (c) Meso. 
TiO2. 
Chapter 7 
136 
 
The UV-vis. spectroscopy usually provides some key knowledge between the interactions 
of the semiconducting materials, for instance TiO2, with photon energies [265]. The band gap 
energies of the three TiO2 samples were calculated using the UV–Vis spectra onset of absorption 
values with the equation, E (eV)=hc/λ=1239.95/λ [262, 265]. Where, E is the band gap energy 
(eV), h is Planck's constant, c is the velocity of light (m/s) and λ is the wavelength in nm. The 
average literature reported band gap energies of the anatase and rutile TiO2 are 3.2 eV and 3.0 
eV, respectively [266]. However, it is demonstrated that the band gap energies of the three types 
of TiO2s, obtained in this study, i-e, Aeroxide (3.25 eV), TNPs (3.12 eV), Meso. TiO2 (3.22 eV) 
are in agreement with the literature. 
 
7.2.2 Photocatalytic activity of CO2 reduction with H2O vapor 
to hydrocarbons (CH4 + CH3OH) and syngas (CO + 
H2) formation 
The photocatalytic activity results with all the three TiO2 materials to convert CO2 with 
H2O vapors into various energy-bearing products are shown in Fig. 7.19 The main products 
obtained after the reaction are hydrocarbons (CH4, CH3OH in vapor form) and syngas (CO and 
H2), are very useful energy-bearing products [256], Which either can be used directly as energy 
or to make further more valuable energy products. Fig. 7.19a-c shows the products comparison 
of the three TiO2 materials in terms of the reaction kinetics. Aeroxide P25 TiO2 has 
comparatively slow reaction kinetics to form the products than TNPs and Meso. TiO2. The other 
major difference is that there is no H2 formation by P25 TiO2, whereas TNPs forms a significant 
amount of H2 and Meso.TiO2 also produced a reasonable H2. However, it was gradually 
decreased with the irradiation reaction time. The production rates of CO and CH4 by Aeroxide 
P25 TiO2 were quickly decreased which are clearly shown in Fig. 7.19a. However, there was 
higher and stable CH4 and CO production rates of TNPs than Aeroxide P25 and Meso.TiO2 
showed the highest than the other two TiO2s. These differences are further clear by the total 
production comparison after 5h of reaction time, shown in Fig. 7.19d-f. This clearly indicates 
that TNPs and Meso.TiO2 are much better than commercial Aeroxide P25 TiO2, which is due to 
the higher surface area of TNPs and Meso.TiO2 than Aeroxide P25 TiO2. The higher surface area 
of these materials, as was observed by the characterizations, offers better adsorption of H2O and 
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CO2, which in turn produced the increased fuel products [259]. Moreover, in spite of the basic 
difference in surface area, the difference in activity may also be due to the different TiO2 surface 
effects due to their different morphologies observed by FE-SEM. 
 
 
Figure: 7.19 Photocatalytic activity comparison by the fuels production rate and 
production in 5h: (a, d) Aeroxide, P25 TiO2, (b, e) TNPs, (c, f) Meso.TiO2, at 
standard conditions of 0.5 g photocatalyst, 50 mL/min flow rate, H2O/CO2=0.1, 
200 W UV lamp. 
 
It has been found in literature that CO2 adsorption varies on different surfaces and 
structures [267], which may significantly affect the overall reaction due to the difference in 
adsorption. Therefore, due to meso porosity in Meso.TiO2, the adsorption of gaseous reactants 
particularly CO2 was considered better than the other TiO2 and also better products desorption 
due to the easy transportation by the meso pores. Moreover, higher surface area of Meso.TiO2 
showed synergistic effect with this adsorption effect and hence showed overall higher activity. 
However, more H2 formation by TNPs also indicates that TNPs favors more H2O adsorption due 
to its hydrophilic surface [262, 43]. There is also an effect of competitive adsorption between 
H2O and CO2, which results significantly different products in this reaction and is being further 
discussed in the mechanism part. 
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7.2.3 Proposed reaction mechanism of CO2 reduction with H2O 
to renewable fuel product formation 
There are various mechanistic reaction schemes for CO2 reduction with H2O (as a reductant) 
using TiO2 photocatalysts reported in the literature [44, 258, 261, 117]. The reaction pathways 
for a conversion are not specific and depend mainly on the reaction conditions applied. 
Therefore, this is a complex mechanism, which proceeds through branching pathways to produce 
different products simultaneously. However, the knowledge is still limited and many things are 
unclear to date, which needs more deep studies. It has been observed that CO2 is 
thermodynamically a stable and chemically an inert compound and is difficult to be oxidized or 
reduced to other useful compounds at normal operating conditions. Therefore, a single electron 
reduction of CO2 to an anion radical ·CO2
−
 has a very strong negative electrochemical potential 
of -1.90 V [24], which is impossible for any semiconductor to provide a single photo generated 
electron to stable CO2 molecule. However, the standard potential of H2O to generate H2 is much 
lower and very feasible. Even it is impossible to transfer a photo generated single electron to 
CO2 molecule, the opportunity to proton-assisted transfer of multiple electrons is comparatively 
easier. H2 and CO formation is favorable here, as these need lower number of electrons and 
protons dynamics of CO2 on selected model surfaces [158] whereas, CH4 and CH3OH require 
comparatively more electrons and protons and complex to be formed. It needs 2 electron and 2 
protons and a -0.41 V electrochemical reduction potential to generate H2. CO2 to CO requires 2 
electrons and 2 protons with -0.53 V electrochemical CO2 reductions potential. However, CH4 
formation needs 8 protons and 8 elections with -0.24 V and CH3OH proceeds with 6 protons and 
6 electrons with -0.38 V electrochemical CO2 reduction potentials shown in scheme above 
mentioned in the section Ti-mesoporous material reaction mechanism. However, to activate the 
inert CO2 molecule for reduction, the best way is to adsorb it on surface of any semiconducting 
material, which lowers its energy barrier [44]. If a high-dielectric-constant solvent is used (e.g. 
water), the CO2
-
anion radicals can be greatly stabilized by the solvent, resulting in weak 
interactions with the photocatalyst surface. Similarly, effects of solvents have been observed on 
titania embedded in SiO
2 matrices [146]. Therefore, before the reaction, CO2 and H2O vapors 
were adsorbed to make good adsorption of these reactants on the catalyst surface. However, as 
shown in Fig.7.20, H2O being polar (1.85D) molecule has more tendencies to adsorb than CO2, 
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which has lower dipole moment (0D). Therefore, H2O and CO2 have a competitive adsorption. 
Moreover, in this situation, difference in surface area of the three TiO2 materials is further 
contributing to have less or more adsorption of the reactants. After the adsorption, upon UV 
irradiation, electrons and holes are produced and reaction initiates. Electron reached to the 
adsorbed CO2 and reduced it to an anion radical ·CO2
−
 whereas, H2O oxidation proceeds through 
the holes, which make H
+
, ·OH or O2, which is being desorbed or further, participate in the 
reaction. 
 
 
Figure: 7.20 Proposed reaction mechanism and pathways of the photocatalytic 
reduction of CO2 with H2O vapor on Meso. TiO2 to hydrocarbons and syngas 
formation. 
 
The H
+
 further takes electron and form ·H, which reacts with the ·CO2
−
 to make CO and 
OH
−
. This CO formation is an easy step as has been described earlier in this section, which either 
desorb as a product or it is further reduced to ·C which makes chain reaction with ·H to form 
·CH, ·CH2, or ·CH3. ·H combine together to make H2, which has been found by TNPs and 
Meso.TiO2 might be due to more H2O adsorption than Aeroxide P25. The ·CH3 further reacts 
with ·H to form CH4.and ·OH obtained from H2O oxidation, either combine together to make O2, 
or being directly utilized with ·CH3 to CH3OH as a product, which seems difficult and complex. 
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Comparing the activity Fig. 7.19 and mechanism Fig. 7.20, under normal operating conditions, 
due to more hydrophilic nature of TNPs, this favors more water oxidation path to generate H2, 
however, under the same conditions, Meso.TiO2 showed more CO2 reduction path and produced 
comparatively more CO and CH4. 
 
7.2.4 Key parameters that influence the photocatalytic activity of CO2 
reduction towards fuels formation 
There are various factors, which strongly affect the CO2 photocatalytic activity to fuel 
formation including different UV light sources, UV light intensities, different H2O/CO2 ratios, 
and numerous shapes of photocatalysts etc. All these parameters are briefly investigated here: 
 
7.2.4.1 Different UV light sources (200W, 300W) 
Light, either UV or solar, is the primary factor which directly affects to initiate the 
electron and hole pair in photocatalytic reaction. UV lights are common sources of illumination 
in photocatalytic reactions and have the light wavelength in the range of 100-400 nm. However, 
threshold wavelength required to promote the excited state, to minimum photon energy for 
anatase TiO2 is 387.5 nm [268]. Irradiation using the light with shorter wavelength is more 
effective but not economical, therefore, to select an optimum light for a specific semiconductor is 
a key interest. Therefore, in this work, two different UV lamps with similar UVA and UVB 
range but different intensities, temperature and power of 200 and 300 W has been applied to see 
the effect of light on the activity. Fig. 7.21 shows the difference in the production rate and 
average production rate comparison of the products obtained from TNPs and Meso.TiO2. It has 
been observed that UV 200 W lamp was favorable for more H2 production in both TiO2 which is 
due to its lower power and lower temperature produced during its functioning, which favors 
more H2O adsorption. However, 300W lamp has more photon power, more UVB intensity and 
produced comparatively higher temperature, which suppress H2O adsorption and boost the CO2 
reduction path. Therefore, higher CH4, CO and CH3OH are produced using 300 than 200 W light 
source. Meso.TiO2 again showed better catalytic performance than TNPs under the same 
operating conditions, which is due to its aforementioned better characteristics. 
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Figure: 7.21. Effect of UV source on the activity: (a, b) 200 W UV lamp/TNPs, (c, 
d) 300W UV lamp TNPs, (e, f) 200 W UV lamp Meso.TiO2, (g, h) 300 W UV lamp 
Meso.TiO2, at standard conditions of 0.5 g photocatalyst, 50 mL/min flow rate, 
H2O/CO2=0.1. 
 
7.2.4.2 Various UV light intensities effect 
Light intensity is very important element, which directly affects the reaction. As light 
intensity increases, the number of generated photons increases, which excited more electron-hole 
pairs with high energy [258]. Fig. 7.22 shows the effect of light intensity on the production rate 
of the products using TNPs and Meso.TiO2. Three different distances (30, 20 and 5 cm) between 
the lamp and catalyst in the reactor have been used to obtain different light intensities. At a 
distance of 30 cm, shown in Fig. 7.22a, the products formation is low with also low reaction 
kinetics, which is due to the low intensity of light. However, by reducing the distance to 20 cm, 
the light intensity is comparatively increased which shows in Fig. 7.22b that the products rate has 
been increased significantly with higher reaction kinetics and long-time products formation 
stability. However, as shown in Fig. 7.22c, further decreased distance of 5 cm increased the 
products formation and very fast reaction kinetics in the beginning of the reaction, due to the 
increased intensity of light. 
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Figure: 7.22 Effect of different UV light intensities on the activity of TNPs and 
Meso.TiO2 photocatalyst: (a-c) TNPs. and (d-f) Meso.TiO2 30, 20, 5cm, 
respectively, operating conditions with 20 % CO2, 0.5 g of photocatalyst, 50 
mL/min flow rate, H2O/CO2=0.1, 300 W UV lamp. 
 
However, as shown in Fig. 7.22c, further decreased distance of 5 cm increased the products 
formation and very fast reaction kinetics in the beginning of the reaction, due to the increased 
intensity of light. However, in this case, after 3h of illumination time the reaction showed 
deactivation, which might be due to the rapid saturation of the active sites due to fast reaction 
kinetics and increased temperature by light. A similar trend has also been observed in Meso.TiO2 
as has been shown in Fig. 7.22d-f. 
7.2.4.3 Different H2O/CO2 ratios 
In the recent research, TiO2 and H2O vapors (without any sacrificial hole scavenger) have 
shown a green chemistry approach towards CO2 reduction to fuels. However, the reaction is 
strongly dependent on the molar ratio of H2O/CO2 [259]. Similarly, Fig. 7.23 shows the effect of 
different H2O/CO2 ratios on the activity of TNPs and Meso.TiO2 that have been pursued to 
obtain the optimized ratio to maximize the fuel products. It can be seen in Fig. 7.23a-c that CO2 
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conversion was increased with the increase in H2O/CO2 ratio of 0.1 to 0.2, whereas, an excessive 
H2O (H2O/CO2=0.3) suppressed the overall reaction, which is consistent with literature [16, 
155]. 
 
Figure: 7.23 Effect of different H2O/CO2 ratios on the activity: (a) 0.1/TNPs, (b) 
0.2/TNPs, (c) 0.3/TNPs (d) 0.1/Meso.TiO2, (e) 0.2/Meso.TiO2 (f) 0.3/ Meso.TiO2, at 
standard conditions of 0.5 g photocatalyst, 50 mL/min flow, 200W UV lamp. 
 
A similar trend as for TNPs has also been observed for Meso.TiO2 shown in Fig. 7.23d-f. 
However, the overall activity of Meso.TiO2 is comparatively better than TNPs due to its better 
structure characteristics. 
 
7.2.4.4 Various shapes of photocatalysts (powder, pellets and 
thin film) 
Catalyst shape is another key parameter that affects the products formation as well as the 
potential use of the catalyst for commercial application [260, 90]. Therefore, various catalysts 
forms such as powder, thin film and pellets have been investigated in this study for CO2 
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reduction. As it can be seen in Fig. 7.24, higher fuels production rates was observed in case of 
pellets and thin film, it is because of pellet increased the contact areas and adsorption capacity. 
Their yield was significant when compared to thin film coating technique. [90]. 
 
 
Figure: 7.24 Effect of different shapes of the catalyst on activity: (a) 
powder/TNPs, (b) pellets/TNPs, (c) thin film/TNPs (d) powder/Meso.TiO2, (e) 
pellets/Meso.TiO2 (f), thin film/ Meso.TiO2, at standard conditions of 0.5 g 
photocatalyst, 50 mL/min flow rate, H2O/CO2=0.1, 200 W UV lamp. 
 
Therefore, catalyst powder form has been compared with the pellets (100 micron) and 
thin film, shown in Fig. 7.24a-f compared to the powder, the pellets and thin film showed the 
highest activity, which is in line with the literature as it already has been discussed in the Ti 
maso porous mateials section. This is due to the better exploitation of the surface available for 
adsorption of CO2 and H2O, and the penetration of UV light, which is necessary to initiate the 
photocatalytic reaction. Better reaction kinetics and long-time photocatalytic stability have also 
been observed by the pellets and thin film shaped than the powder form used.  
 
7.2.5 Deactivation and regeneration of photocatalysts 
The blocking of active sites, which inhibit the photocatalytic reaction caused the 
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deactivation of the photocatalyst. Similarly, taking into account all these important points, many 
researcher have reported that in some cases the photoreduction of CO
2 tend to get deactivated 
within short period [20, 269, 270]. While in few cases activity beyond 20 hrs has been reported. 
 
Figure: 7.25 Catalyst deactivation/regeneration: (a, b) TNPs, (c, d) Meso. TiO2. 
 
In this study, the catalysts after 5 h of reaction time were changed partially in color Fig. 
7.25, which also showed slight photocatalytic deactivation. The exact mechanism of deactivation 
is not clear yet, however, the possible reasons of the deactivation are the partial saturation of the 
active sites for adsorption on the photocatalyst surface with either intermediate products/by-
products/complex mixture formation, particularly, CH3OH formation was absorbed by the 
powder catalyst, or another possibilities, which might proceed a photo-oxidation back into CO2 
by O2 produced in the reaction [100]. The used catalysts after the reaction were placed 12 h in an 
open atmosphere for evaporation of the adsorbed species. More than 90% of the catalyst has 
been recovered Fig. 7.25b, d that shows that most of the adsorbed species were only physically 
adsorbed. However, more detailed study is recommended to know the exact nature and causes of 
these deactivating species, which is important to further understand the reaction mechanism. 
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7.3 Photocatalytic activity tests for TiO2/KIT-6 
nanocomposite series towards fuel formation 
 
7.3.1 Characterization of TiO2/KIT-6 nanocomposite 
photocatalytic materials 
Table 7.4 summarizes the textural properties and average TiO
2 crystal size calculated for 
these materials. Specific surface area (SBET), pore volume (PV), average pore diameter (APD), 
and pore size distributions (PSD) were measured on the powder materials, which had previously 
been outgassed at 150°C for 2h using a Micromeritics Flow Prep 060, by means of N2 sorption at 
77 K on a Micromeritics Tristar II, USA (surface area and porosity) instrument. 
The wide range XRD patterns were recorded in order to determine the different 
polymorphs, on an X‟Pert Phillips diffraction using Cu Kα radiation, under the following 
conditions: (10–90 °) 2θ, with step size =0.02. However, the morphology and the mesoporous 
structures of the TiO2/KIT-6 nanocomposites prepared were observed by means of a Leo Supra  
field emission-scanning electron microscopy (FESEM, Zeiss Merlin). 
Fig. 7.25 displays the nitrogen adsorption-desorption isotherms of the different silica supports. It 
can be observed, all the materials exhibit type-IV nitrogen isotherms. N2 sorption isotherms at 77 
K for calcined samples are presented in Fig. 7.26a and b, which show the corresponding pore 
size distribution of the TiO2/KIT-6 samples with various TiO2 loading wt% such as (1, 5 10, 20, 
30, 50, 70, 90 wt%) and optimized 20wt%TiO2/KIT-6 at different calcination temperature (500, 
600, 700, 800 °C) respectively. The isotherms can be classified as type IV according to the 
IUPAC consideration and are representative of mesoporous materials with pore size in the nano 
metric range [271]. However, TiO2/KIT-6 nanocomposite series have shown different and large 
surface areas (SBET), pore volumes (PV) and average pore diameters (APD) on the basis of their 
characteristics as shown in the Table 7.4. The use of KIT-6 mesoporous support material appears 
to control the titania crystal size restricting the growing of the titanium dioxide clusters inside the 
mesoporous channels. 
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Figure 7.26 N2 adsorption/desorption isotherm and pore size distribution trends 
of: (a) 1-90wt%TiO2/KIT-6 calcined at 400ºC (b) 20wt% TiO2/KIT-6 calcined at 
500-800ºC. 
 
In contrast, the use of an amorphous support persuades to bigger TiO
2 
crystals as the 
titania loading increases [272]. However, specific surface area (SBET), pore volumes (PV) 
deceases gradually by increasing the Ti contents or titania loading but there is no specific trend 
on the average pore diameter (APD), which almost remained constant. Additionally, the 
adsorption branch of each isotherm in TiO2/KIT-6 series with different titania loading showed a 
sharp inflection at a relative pressure in the 0.5–0.8, it means a typical capillary condensation 
within uniform pores with a typical H1 type hysteresis loop, and which points out large channel 
like pores with a narrow pore size distribution as can be seen in Fig. 7.26. 
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Table: 7.4: Physical properties of various TiO2 loading and calcination 
temperature effect on TiO2/KIT-6 nanocomposite materials. 
 
SBET (SBET (BET specific surface area in m
2
/g); PV (cumulative pore volume in cm
3
/g); APD 
(average pore diameter in nm) n.d, (not determined) 
 
Moreover, as the calcination temperature of the TiO2/KIT-6 composite increased, specific 
surface area and pore volume decreased more rigorously with such calcination temperature as 
shown in the Fig 7.26b as well as amount of TiO2 loading. [118]. Hysteresis loop almost 
persisted by increasing the calcination temperature. It can be seen that optimized 20%TiO2/KIT-
6 composite calcined at 400-500ºC surface area shows the slightly decreased but by further 
increasing the calcination temperature 600-800ºC, specific surface area reduced rapidly due to 
easily dispersion of TiO2 loading particles into the mesoporous silica KIT-6 support material (its 
3-D pore structure) leading to decreased surface area as well as pore volume.  
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Figure 7.27 FE-SEM images of the TiO2/KIT-6 nanocomposites with various TiO2 
loadings: (a) 1% TiO2/KIT-6, (b) 5% TiO2/KIT-6, (c) 10% TiO2/KIT-6, (d) 20% 
TiO2/KIT-6, (e) 30% TiO2/KIT-6, (f) 50% TiO2/KIT-6, (g) 70% TiO2/KIT-6, (h) 
90% TiO2/KIT-6. 
 
Accordingly, at higher temperature (700-800ºC) an average pore diameter increase, Table 7.4 
which might be probably attributed to an increased contribution of the bare titania character in 
the prepared samples with the increasing of TiO2 loading, which cause further decrease of 
surface area, which is probably due to that a little amount of TiO2 can not result in dramatically 
change in silica structure. [273] On the other hand, the nanoparticles tend to agglomerate 
intensively at high calcination temperature, which could make the pore collapsed [274]. 
Therefore, it is accomplished that the mesostructure is maintained upon TiO2 addition into the 
pores of KIT-6 silica materials. From the FE-SEM observation, morphology of the TiO2/KIT-6 
nanocomposite is shown in Fig. 7.27a-h. The images showed that the morphology of the 
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mesostructured TiO2/KIT-6 nanocomposite does not change by loading the TiO2 1-30%. It is 
conducted that lower amount of titania cause good dispersion into the 3-D pore structures of 
mesoporous KIT-6 materials but by further increasing the titania loading 50-90wt% a significant 
change in the morphology of the materials was observed. When the titania loading is low, the 
titania particles are located inside or within the pore at some extent of titania loading but by 
further increasing above the optimized limit then titania particles causes the pore blockage or 
outside the pore [275]. However, greater titania loading tend to agglomerates formation or 
collapsed the pore structured of the support mesoporous materials shown in the Fig. 7.27 f-h. 
Moreover, it is conducted that meso structured retained as such to that of support materials KIT-
6 even though loading of titania up to 20%. Furthermore, optimized 20wt%TiO2/KIT-6 was 
calcined at the various calcination temperatures to observe the change in textural properties of 
the nanocomposite materials are shown in the Fig. 7 28. At 400ºC calcination temperature, the 
mesoporosity and morphology of the synthesized TiO2/KIT-6 materials showed better titania 
dispersion into the pores of the support materials. By increasing the calcination temperature, up 
to 500 ºC mesoporosity and the increase in pore size of the synthesized TiO2/SiO2 mixed oxides 
from 4.8 to 5.3nm shown in Table 7.4, which facilitates the mass transfer of the reactants (CO2 
and H2O) as well as reaction intermediates which boosted the photocatalytic activity [276]. 
Further increase in temperature above 700 ºC causes the phase transformation from anatase to 
rutile, which was further confermed by XRD. This characteristic together with the high 
crystallinity and the abundance of the anatase phase in the materials generated allow predicting a 
good catalyst performance in photocatalytic reactions. Moreover, anatase shows a higher surface 
area and higher density of active sites [21] and its better crystallinity will favor to enhance the 
photoactivity. But, higher temperature causes the growth of particles or agglomerates formation, 
which can be clearly seen in Fig. 7.28 b-d at higher temperature. These agglomerates tend to 
reduce the light penetration into framework of the mesostructured resulting decreased the 
photocatalytic activity shown in the Fig. 7.34. Even though, H2 formation increased with 
increasing of titania loading but by increasing the higher calcination temperature above the 600 
ºC, H2 formation disappear and other fuel products also decreased significantly which is clearly 
evidence with the photocataltic activity of these TiO2/KIT-6 nanocomposite at higher calcination 
temperature shown in the Fig. 7.34. 
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Figure: 7.28 FE-SEM images of the TiO2/KIT-6 nanocomposites with various 
calcination temperatures: (a) 20% TiO2/KIT-6-500ºC, (b) 20% TiO2/KIT-6-600ºC, 
(c) 20% TiO2/KIT-6-700ºC, (d) 20%TiO2/KIT-6-800ºC. 
 
Similarly, the wide-angle XRD patterns of the TiO2/KIT-6 nanocomposite photocatalysts 
evidenced that anatase was the only titania crystalline phase present in all prepared materials, at 
400 ºC calcination temperature. However, it is concluded that less titania contents or higher silica 
mesoporous material prevents the formation of higher titania crytallinity. Additionally, by further 
increasing the titania loading into mesoporous silica support material, crystallinity of the titania 
become more clear and increases with increasing of titania loading as shown in the Fig. 7.29a. 
Furthermore, XRD patterns of optimized 20wt %TiO2/KIT-6 was calcined by further increasing 
the calcination temperature 400-600 ºC and 800 ºC shown in Fig. 7.29b. It was previously 
suggested, that anatase-rutile transition occur in pure TiO
2 shows at calcination temperatures 
above 400°C [277]. But another study showed that at higher calcination temperature above than 
600 ºC shows mixed phase of anatase and rutile. It is concluded that less titania contents or 
higher silica mesoporous material prevents the formation of higher titania crytallinity. 
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Accordingly, Table 7.4 shows the variation of TiO2 grain (crystal) size with different calcination 
temperature. 
 
Figure: 7.29 X-ray diffraction of the nanocomposite materials (a) 1-90%TiO2/KIT-
6 with various TiO2 loading (b) 20%TiO2/KIT-6 with different calcination 
temperature. 
 
It was observed that with increase of calcination temperature TiO2 grain size increases [118] and 
it was above than that of support KIT-6 mesoporous silica shown in Table 7.4. With further 
increase of calcination temperature to 800 °C Fig. 7.29b, 20wt% TiO2/KIT-6 also shows more 
rutile phase. It has been observed that with increase of calcination temperature more and more 
rutile phase of TiO2 appeared in the less content of TiO2 loading samples. The samples 
TiO2/KIT-6 nanocomposite prepared at calcination temperature of 700 °C (not shown in the Fig 
6.29b) and 800 °C shows the mixed phase of anatase and rutile [118]. Mixed phase show the 
better photocatalytic activity than that of pure anatase and rutile phase. Consequently, the 
increase in calcination temperature leads to a progressive increase of the titania nanoparticles 
from 4.8 to 5.3 nm particles also confirmed by N2 adsorption/desorption isotherm, and SBET 
characterization results. 
 Similarly, to observe the band gap energies of the TiO2/KIT-6 nanocomposite materials, a UV-
Vis. spectrum was performed as shown in Fig. 7.30. The absorption spectra of these 
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photocatalysts were shifted to higher wave length by incresing titania loadings 1-90% as shown 
in Fig. 7.30A. The band gap energies of the TiO2/KIT-6 materials corresponding to a band gap 
3.4-3.1 eV, respectively, from TiO2 loading 1-90wt%, data shown in the table 7.4. It was 
observed that with increasing the titania loading the band gap energy decrease shown in Fig. 
7.30B. Accordingly, optimized 20wt %TiO2/KIT-6, with 3.2eV band gap energy indicates that 
sufficient photogenerated electron−hole pairs could result in higher photocatalytic performance 
for CO2 reduction. 
 
Figure: 7.30 UV-Vis spectra of TiO2/KIT-6 nanocomposite with different titania 
loadings wt% (A), Overall UV spectra (B), band gap energy of nanocomposite 
titania. 
 
7.3.2 Photocatalytic activity of CO2 reduction with H2O vapor 
by TiO2/KIT-6 nanocomposite to fuels formation 
The photocatalytic reaction results of the synthesized photocatalysts are shown in Fig. 
7.31a-h. Blank tests accompanied without photocatalysts as well as the reactions were conducted 
in the dark with catalysts have shown no product formation, which suggests that the products 
obtained during the reaction were merely photocatalyst based. The photocatalytic activity tests 
with all TiO2/KIT-6 series with different titania loading wt% to convert CO2 with H2O vapors 
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under the UV light 300W lamp. Various fuel products (CH4, CH3OH, H2 and CO) obtained by 
CO2 reduction and H2O oxidation. CH4, CH3OH (in vapors) CO and H2, all these products 
obtained in gaseous forms by using FID and TCD detectors. 
 
Figure: 7.31 Photocatalytic activity tests for TiO2/KIT-6 series (a) 1%TiO2/KIT-6 
(b) 5%TiO2/KIT-6 (c) 10%TiO2/KIT-6 (d) 20%TiO2/KIT-6 (e) 30%TiO2/KIT-6 (f) 
50%TiO2/KIT-6 (g) 70%TiO2/KIT-6 (h) 90%TiO2/KIT-6. 
 
However, 1wt% titania loading into mesoporous structures (KIT-6) initially, the kinetic 
of the reaction was very slow and CO as a main product obtained from the CO2 reduction as 
shown in Fig. 7.31a. Moreover, by further increasing the titania loading from 5-10wt%/KIT-6, 
the kinetic of the reaction becomes fast and production rate of the fuel formation increased 
significantly. But most surprisingly, more H2 formation was observed by increasing the titania 
loading as shown in Fig. 7.31b-h. Overall, 20wt%TiO2/KIT-6 showed higher production of fuel 
than other titania loading photocatalysts. Higher photocatalytic activity might be due to good 
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titania dispersion which prevent the titanium agglomerates formation into frame work of support 
KIT-6 material shown in Fig. 7.31d. By further increasing the titania loading 30-90wt% H2 
formation improved and other products (CH4, CH3OH) indicated the long-time stability after the 
5h of the reaction. Nevertheless, the deactivation of the photocatalyst was observed at higher 
titania loading. It might be due to some desorbed CO during the reaction, or by-products 
formation, and CH3OH vapor produced during the reaction caused the deactivation of the 
photocatalyst. Or it might be possible that kinetically, very fast reaction could not stabilize the 
reaction for long time but still this investigation unclear. A separate depth study is neened to 
understand the deactivation of the photocatalyst. However, in all these photocatalytic activity 
tests, standered reaction condition were kept as 0.2 g of photocatalyst, 50 mL/min flow rate, 
H2O/CO2=0.1, 300 W UV lamp, with 20 % CO2. 
Similarly, Fig. 7.32 also showed the fuel production rate by different titania loading 
content which clearly indicates that by increasing the titania contents the production rate of CH4, 
CH3OH, H2 and CO gradually increased up to 20wt %TiO2/KIT-6 (CH4 44.55, CH3OH 1.08, H2 
9.20 and CO 120.54µmol.gcat 
-1
.h
-1 
respectively) but by further increasing the titania loading the 
production rate of all these photocatalytic products decreased except H2 formation which remain 
frequently increased even at 90wt%TiO2/KIT-6. As it has been already mentioned that higher 
amount of titania favor to H2 formation, these findings are also in agreement with the results that 
obtained from Meso.TiO2 materials whereas, more H2 is produced than that of other fuel 
products. However, less titania contents lead to formation of more hydrocarbons such as CH4, 
and CH3OH as results obtained from our optimized Ti-KIT-6 calcined Si/Ti = 100 ratio, but 
reverse had a adverse effect. 
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Figure: 7.32 Production rate of fuel by TiO2/KIT-6 series (a) 1%TiO2/KIT-6 (b) 
5%TiO2/KIT-6 (c) 10%TiO2/KIT-6 (d) 20%TiO2/KIT-6 (e) 30%TiO2/KIT-6 (f) 
50%TiO2/KIT-6 (g) 70%TiO2/KIT-6 (h) 90%TiO2/KIT-6. 
 
Therefore, it is determined that higher titania loading favor to H2 formation from H2O 
splitting, photocatalytic pathways and reaction mechanism will be elucidated hereafter to 
confirm this hypothesis. Actually, more H2 formation is due to more water adsorption on the 
catalyst surface than CO2 adsorption. The CO2 reduction path way proceed slowly while on the 
other hand hydrogen radicals formation pathway follow to combine with each other to produce 
more H2 as shown in Fig. 7.35, the reaction mechanism and pathways. Consequently, 
20%TiO2/KIT-6 was found to be the optimized photocatalyst with higher CH4, CH3OH, H2 and 
CO production as compared to another titania loading into mesostructured KIT-6 material. 
Likewise, selectivity of the titania nanocomposite materials for fuel production are shown in the 
Fig. 7.33. The photoactivity results indicates that selectivity of fuel, where CO as a major CO2 
photocatalytic reduction product over than 60% was obtained by increasing the loading from 1-
50% titania and CH4 was observed as a primary hydrocarbon from CO2 reduction with almost 
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over than 25% until 70%TiO2 loading but by further increasing the titania loading at 90%, both 
photocatalytic product CO and CH4 reduced to 21 and 12% respectively, and H2 formation 
increased significantly up to 65% for 90% titania. As it has already been mentioned that CH3OH 
vapor indication remained almost constants by increasing the titania loading at the end of the 
reaction time 5h. However, it was investigated from all the photocatalytic activity tests of the 
TiO2/KIT-6 nanocomposite series that, these materials followed the pathways of H2O oxidation 
and CO2 adsorption and activation is comparatively less. 
 
 
Figure: 7.33 Selectivity toward fuel formation for TiO2/KIT-6 series (a), 
1%wtTiO2/KIT-6 (b), 5%wtTiO2/KIT-6 (c), 10wt%TiO2/KIT-6 (d), 
20wt%TiO2/KIT-6 (e), 30wt%TiO2/KIT-6 (f), 50wt%wtTiO2/KIT-6 (g), 
70wt%TiO2/KIT-6 (h), 90wt%TiO2/KIT-6. 
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7.3.3 Effect of various calcination temperatures on optimized 
photocatalyst 
Generally, for electron hole pair generation, photon irradiation is the primary step from 
photocatalyst because the band gap energy is too high for thermal excitation to overcome. 
Moreover, by increasing the temperature, the collision frequency as well as diffusion rate 
increased. However, calcination temperature had a strong effect on the size of crystalline TiO2 
nanoparticles. Furthermore, the optimized photocatalyst (20wt%TiO2/KIT-6) was further 
calcined at various calcination temperatures 400-800 ºC to observe the change in 
nanocomposites structures and the effect of photocatalytic activity of CO2 reduction. It has been 
mentioned before that by increasing the calcination temperature from 400 ºC to 800 ºC, surface 
area significantly decreased 563 to 454 m
2
/g shown in Table: 7.4 which are evidenced the results 
obtained from N2 adsorption/desorption isotherms. However, CO2 photocatalytic reduction with 
H2O vapor at 400 ºC calcination temperature showed the higher kinetic of reaction with 
increased photocatalytic products formation shown in Fig. 7.34a. Photoactivity gradually 
increased in all cases of fuel products at 500ºC calcination temperature where H2 production 
decreased significantly by increasing the calcination temperature from 600-800ºC shown in Fig. 
7.34c-e. Further reduction in CH4 and H2 and CO formation was noticed due to higher 
calcination temperature shown in Fig. 7.34d and e. Moreover, 700-800 ºC calcination 
temperatures cause the phase transformation from anatase to rutile, which had adverse effect on 
the photocatalytic activity and reduced the fuel production rate. H2 formation becomes 
disappeared and other photocatalytic products also decreased with increasing the calcination 
temperature above than 500 ºC. Consequently, 400 ºC calcination temperature was found to be 
the optimized temperature with 20wt%TiO2/KIT-6 in all reaction conditions which were applied 
during the photocatalytic reaction for CO2 reduction. 
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Figure: 7.34 Various calcination temperature effect on optimized photocatalyst 
(a), 20wt%TiO2/KIT-6-400 ºC (b), 20wt%TiO2/KIT-6-500 ºC (c), 20wt%TiO2/KIT-
6-600 ºC (d), 20wt%TiO2/KIT-6-700 ºC (e), 20wt%TiO2/KIT-6-800 ºC  
 
7.3.4 Proposed reaction mechanism and pathways for CO2 
reduction and H2O oxidation on TiO2/KIT-6 
nanocomposite to fuels production 
 
The proposed reaction mechanism of CO2 reduction with H2O oxidation has already been 
discussed in section 7.1 and 7.2 with Ti based titania materials and Meso.TiO2 respectively. 
However, there are various pathways and most importantly reaction conditions are very 
necessarily step to follow the different paths to give fuel products. But in case of TiO2/KIT-6 
nanocomposite, when photocatalyst is irradiated by UV light which, produced e
-
 /h+ pair that 
migrate to the surface of the solid. The reaction mechanism can be therefore divided into two 
paths, 1
st
 reduction of CO2 at the conduction band and 2
nd
 involved the oxidation of H2O at the 
valence band respectively. Both reduction of CO2 and oxidation of H2O proceed competitively 
and simultaneously on the surface of photocatalyst. 
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In the proposed reduction mechanism of TiO2/KIT-6 nanocomposite CO2 adsorbed on the 
surface of the photocatalyst which then is reduced by the electron and form a anion radical 
CO
2
•–with a very strong negative electrochemical potential of -1.90 V [24]. Then latter reacts 
with the radical H
•
 formed by oxidation of water vapor, and leads to the formation of anion to the 
CO and OH. The CO can be further reduced by means of an electron to the radical CO•–by 
reacting with a radical 
• 
H, leads to the formation of OH– ion and carbon radical C•. Afterward, 
carbon radical C•.react consecutively with hydrogen radical H
•, to form CH
•, CH2,
• CH3,
• and 
finally the final products CH4 with consectively series of hydrogen radical and CH3OH. The 
pathways formation scheme is shown in Chapter 4 and section reaction intermediates product 
formation as well as here in scheme below. 
 
 
Figure: 7.35 Proposed reaction mechanism and pathways of the photocatalytic 
reduction of CO2 with H2O vapor on TiO2/KIT-6 nanocomposite to fuels formation. 
 
On the other hand, H2O is oxidized by capturing the hole (h
+
) which are produced during 
the reaction resulting the formation of H
+
 and OH•. Hydrogen ion (H+) produced react with an e- 
to form radical which facilitate the reduction of CO2 pathway to form of hydrocarbon products 
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while in case of OH•radicals ,there might be chances to combine two OH• radicals to give rise 
H2O2 or it may produce O2. TiO2/KIT-6 nanocomposite favor H2O splitting pathway to produce 
more H2 as compared to another fuel product by increasing the titania loading more than 
optimized 20%TiO2/KIT-6 which is clear evidence from photocatalytic activity results. 
Consequently, less titania content follow to hydrocarbon formation pathway while by increasing 
the titania CO2 reduction pathway is slow down and H2O oxidation dominated to give rise more 
H•radicals which then combine with each other to form H2 as shown in the Fig.7.35. 
           
                
→       (          )    (         
  )                                                                               (   ) 
Reduction of CO2 
      
                                                             (   ) 
                                                (   ) 
       
                                           (   ) 
       
                                        (   ) 
Oxidation of H2O 
        
                                           (   ) 
                                                        (   )  
                                                  (   )  
 
Meanwhile, H2 is produced by the combination of two hydrogen radicals (H
•). Reaction 
mechanism is very complicated following the various pathways to produce desired products. In 
addition, methane and methanol are formed from a series of radical reactions and subsequent 
products are therefore a lesser amount compared to the CO. and this is also evidence from 
photocatalytic activity tests that CO formation is higher as compared to other fuel products on 
optimized photocatalyst. 
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In this study, different routes have been adopted to achieve highly active photocatalyts 
for reduction of CO2 greenhouse gas with H2O vapor towards energy bearing products. These 
catalysts have also been characterized by using various characterization techniques (BET, FE-
SEM, XRD, UV-Vis, TEM, FT-IR, XPS), to observe the physiochemical properties of these 
materials and to correlate their characteristics with the photocatalytic activity to achieve the 
optimized photocatalyst. The different developed photocatalysts, namely novel Ti-KIT, 
nanostructured TiO2s and TiO2(x)/KIT-6 have produced mainly hydrocarbons (CH4, CH3OH) 
and syngas (CO, H2). However, the overall production as well as the selectivites with these 
photocatalyst varied. The key findings obtained are summarized below: 
 Optimization of the novel synthesized Ti-mesoporous silica (SBA-15-S, KIT-6 calcined 
or dried) materials with different Si/Ti ratios (200, 100 and 50) has revealed that the Ti-
KIT-6-calcined (Si/Ti=100) was the most optimized photocatalyst than the other 
materials explored in this study, in the activity of CO2 reduction with water vapors to 
renewable fuels. This was due to the presence of more accessible surface reaction active 
sites in the Ti-KIT-6-calcined (Si/Ti = 100), which were due to the lower number of Ti–
O–Ti or TiO2 agglomerates, and to the more isolated Ti species, which were uniformly 
dispersed on the 3-D KIT-6 mesoporous silica support without collapsing the mesoporous 
structure. The increased surface concentrations of OH groups found in the Ti-KIT-6-
calcined (Si/Ti = 100) also boosted higher activity. The reaction mechanism indicates that 
the reaction proceeds mainly by the competitive adsorption of CO2 and H2O vapors on 
the catalyst surface. The UV light source, UV intensity, H2O/CO2 ratios and catalyst 
shapes are the key factors that influence the performance of the catalyst, and therefore, 
these parameters have here been optimized to increase the renewable fuel products. The 
partial saturation of the active adsorption sites by means of the products or by-products or 
mixture formation are supposed to be the main possible causes of the deactivation. 
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The O2 produced in the reaction is also considered as a redundant, as it might promote the 
deactivation by means of oxidation of the products back to CO2. A simple evaporation 
technique can quickly regenerate the photocatalyst. However, a separate in-depth study is 
recommended to explore the exact nature and the causes of these deactivating species. 
Moreover, one of the main hurdles to overcome for photocatalytic reaction to be practical 
is source of light to initiate the reaction. The wavelength of solar light is not sufficiently 
short for this scheme. However, CO2 conversion utilizing solar energy is fundamentally 
very important for the sustainable future. Therefore, we hope that the development of the 
photocatalysis with nanomanufacturing will realize CO2 reduction with solar energy in 
the near future. These findings indicate that the optimized photocatalyst is a promising 
candidate for this application in the future research. 
 TNPs with an enhanced adsorption capability, due to its high surface area and smaller 
nano-sized particle morphology, have shown a higher syngas production than commercial 
Aeroxide P25 TiO2. However, novel Meso.TiO2 has shown more hydrocarbons as well as 
a better syngas production, better reaction kinetics and better stability, due to its superior 
characteristics than those of the commercial TiO2 and TNPs. The reaction mechanism 
indicates that the reaction proceeds mainly by competitive adsorption of CO2 and H2O on 
the catalyst surface. The UV light source, UV intensity, H2O/CO2 ratios and catalyst 
shapes are the main factors that influence the performance of the catalysts, and these 
parameters have here been optimized to increase the fuel products. Partial saturation of 
the active adsorption sites by means of the product/by-product/mixture formation are the 
possible causes of the deactivation. The O2 produced in the reaction is also believed to 
promote the deactivation by means of oxidation of the product back to CO2. The catalysts 
can be regenerated quickly through a simple evaporation technique. The results indicate 
that these photocatalysts are also promising for future research and further applications. 
 The TiO2(x)/KIT-6 nanocomposite series with different titania loadings(x) wt% ranging 
from 1-90 wt% have also been explored for CO2 reduction to various energy-bearing 
products (CH4, CH3OH, CO, H2. The catalysts have been explored with characterizations 
and calcination at different temperatures to make these optimized and effectively explore 
for the photocatalytic reduction of CO2 to fuel products. It has been found that TiO2 
showed uniform dispersion within the pores/surface of KIT-6 until 20 wt% TiO2 loading. 
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However, TiO2 agglomeration was accelerated by further increase of TiO2 wt% ranging 
30-90%. A similar behavior has been observed for calcination temperature in which the 
increased calcination temerpatures (500-800
o
C) gradually formed bigger TiO2 
agglomerates due to sintering and also reduced physical properties because of antase to 
rutile phase formation. Consequently, 20wt% TiO2/KIT-6 nanocomposite optimized 
photocatalyst showed the higher fuel production rate than that of other titania wt% series. 
Moreover, these photocatalysts showed different selectivity of the products based on 
TiO2 loadings. More H2 production in by 90 wt% TiO2/KIT-6 is the clue that there is 
more H2O adsoriton and splitting than CO2 reduction. These photocatalysts are very 
promising and could be further explored as well as in other applications. 
 
These findings indicate that the highly dispersed isolated Ti materials favor to higher 
methane production rate than that of other fuel products while on the other hand, Meso.TiO2 
leads to lower hydrocarbon and improved syngas (CO/H2) production. TiO2/KIT-6 
nanocomposite produced greater extent of fuel products with improved hydrocarbon as well as 
syngas production rate than other two above mentioned synthesized photocatalysts and H2 
production rate increased with increasing of titania loadings. Therefore, it is concluded that these 
nanostructured materials can be considered as promising and effective photocatalyst for CO2 
conversion to fuel and as a suitable candidate for other research activities. 
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